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Reason for change:
(

In the process CS_gsmSSF, the state Waiting_For_Instructions can be entered due to a number of different detection points. If Continue or Continue With Argument is received, then the handling in CS_gsmSSF depends on the original detection point. However, the lists of detection points are not exhaustive. The following (and maybe more?) are missing:

· Collected_Info

· Terminating_Attempt_Authorised

· O_MidCall

· T_MidCall

Also, Continue With Argument may not contain one of Leg ID and CS ID (if only one CS is present)




Summary of change:
(

The DP list containing O_Term_Seized, Call_Accepted, O_Answer and T_Answer is replaced by "ELSE".

If Continue With Argument does not contain a leg ID, the message is sent to all MSC processes in the call segment.




Consequences if 
(

not approved:
Handling of Continue and CWA at some detection points is not specified.

Handling of CWA that doesn't contain one of leg ID and CS ID is not specified.




Clauses affected:
(

4.5.7.4




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



**** First Modified Section ****
4.5.7.4
Process CS_gsmSSF and procedures

…
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/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

DP_List (Continue in WFI 2) = (

 DP_O_Abandon,

 DP_T_Abandon

)

DP_List (Continue in WFI 1) = (

 DP_O_No_answer,

 DP_T_No_answer,

 DP_O_Busy,

 DP_T_Busy,

 DP_Route_Select_Failure,

 DP_O_Disconnect not of leg 1,

 DP_T_Disconnect not of leg 1

)
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Figure 4.94m: Process CS_gsmSSF (sheet 13)
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/* Signals to/from the left are to/from the MSC;

    signals to/from the right are to/from the process

    CSA_gsmSSF unless otherwise marked. */

DP_List (ContinueWithArgument

 in WFI 1) = (

 DP_Route_Select_Failure,

 DP_O_Busy,

 DP_T_Busy,

 DP_O_No_Answer,

 DP_T_No_Answer,

 DP_O_Disconnect,

 DP_T_Disconnect,

 DP_O_Abandon,

 DP_T_Abandon

)
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Figure 4.94n: Process CS_gsmSSF (sheet 14)
…
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