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**** First modified section ****

11.3.4
HLR to gsmSCF information flows

11.3.4.1
Any Time Interrogation ack

11.3.4.1.1
Description

This IF is used by the HLR to provide the requested subscriber location and/or subscriber state information to the gsmSCF.

11.3.4.1.2
Information Elements

	Information element name
	Status
	Description

	Location Information
	C, E1
	This IE indicates the location of the served subscriber in the MSC/VLR. It shall be present only if requested by the gsmSCF.

	Location Information For GPRS
	C, E1
	This IE indicates the location of the served subscriber in the SGSN. The content is defined in the subclause 11.3.6.1.2. It shall be present only if requested by the gsmSCF.

	Subscriber State
	S, E2 
	This IE indicates the state of the MS in the CS domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged in a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

	PS Domain Subscriber State
	S, E2
	This IE indicates the state of the MS in the PS Domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
Detached (see subclause 11.3.5.1).

-
CAMEL attached, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL attached, MS may be reachable for paging (see subclause 11.3.5.1).

-
CAMEL connected, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL connected, MS may be reachable for paging (see subclause 11.3.5.1).

-
Not provided from SGSN: The SGSN did not provide any information on subscriber state even though it was requested.

	PDP Context Iinformation List
	C
	This IE indicates the PDP context information (see the table in subclause 11.3.5.1) for each PDP context which is active for the MS. It shall be present if the PS domain Subscriber State has the value "CAMEL connected"; otherwise it shall be absent.

	IMEI (with software version)
	C
	This IE contains the IMEISV (as defined in 3GPP TS 23.003 [8]) of the ME in use by the served subscriber. It shall be present only if requested by the gsmSCF.

	MS Classmark 2
	C
	This IE contains the MS classmark 2, which is returned by the MS when it responds to paging in the CS domain. It shall be present only if requested by the gsmSCF.

	GPRS MS Class
	C
	This IE contains the MS network and radio access capabilities. It shall be present only if requested by the gsmSCF.


. . .
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**** Next modified section ****

11.3.6
SGSN to HLR information flows

11.3.6.1
Provide Subscriber Info ack

11.3.6.1.1
Description

This IF is used by the SGSN to provide the requested subscriber location and/or subscriber state information to the HLR.
11.3.6.1.2
Information Elements

This IF is defined in 3GPP TS 23.018 [13]. The following differences apply:

	Information element name
	Status
	Description

	Subscriber State
	-
	Not applicable.

	PS domain Subscriber State
	C
	This IE indicates the status of the MS in the PS Domain. It shall be present only if requested by the HLR. The possible values of the IE are:

-
Detached: The SGSN has determined from its internal data that the MS is not attached to the network.

-
CAMEL attached, MS not reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network, but there is no PDP Context active, and the MS is not reachable for paging.

-
CAMEL attached, MS may be reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network, but there is no PDP Context active; the SGSN has not determined from its internal data that the MS is not reachable for paging.
-
CAMEL connected, MS not reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network there is at least on PDP contetxt active, and the MS not reachable for paging.
-
CAMEL connected, MS may be reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network and there is at least one PDP context active; the SGSN has not determined from its internal data that the MS is not reachable for paging.

	PDP Context Information List
	S
	This IE is described in a table below. 
It indicates the PDP context information for each PDP context which is active for the MS. 
It shall be present if the PS domain Subscriber State has the value "CAMEL connected"; otherwise it shall be absent.

	Location Information For GPRS
	C
	This IE is described in a table below. 
It indicates the location of the MS. 
It shall be present only if requested by the HLR.

	IMEISV
	C
	This IE contains the IMEI & software version of the ME in use by the served subscriber. It shall be present only if requested by the HLR.

	GPRS MS Class
	C
	This IE contains the MS network and radio access capabilities. It shall be present only if requested by the HLR.


. . .

<Unmodified text>

. . .

**** End of document ****
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





CR page 1

