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Reason for change:
(

CAMEL Phase 4 uses the following application contexts for the CAP protocol between the various functional entities:

gsmSSF – gsmSCF



:
CAP V4

assisting gsmSSF – gsmSCF
:
CAP V4

gsmSRF – gsmSCF



:
CAP V4

smsSSF – gsmSCF



:
CAP V3 (for CAMEL control of MO-SMS)

smsSSF – gsmSCF



:
CAP V4 (for CAMEL control of MT-SMS)

gprsSSF – gsmSCF



:
CAP V3

This leads to the necessity to make the following corrections to the CAMEL Phase 4 version of TS 29.078:

(1) Correct specification of CAP module version.

The module versions of CAP Operations, Errors, data types etc. shall be in accordance with the above summary of CAP versions used.

(2) Correct IMPORT statements of CAP modules.

The various CAP modules shall IMPORT the appropriate versions of the CAP modules.

(3) The following clarifications are needed in the section for Procedure Descriptions.

a. In CAMEL Phase 4, the feature "CAMEL control of MO-SMS" shall use the semantics, procedure description etc. as specified in 3GPP TS 23.078 and 3GPP TS 29.078 of Rel-5. However, the smsSSF – gsmSCF protocol shall use the CAP V3 syntax as specified in 3GPP TS 29.078 R99.
For CAMEL control of MT-SMS, the smsSSF – gsmSCF protocol shall use the CAP V4 syntax as specified in 3GPP TS 29.078 Rel-5.

b. In CAMEL Phase 4, the feature "CAMEL control of GPRS" shall use the semantics, procedure description etc. as specified in 3GPP TS 23.078 and 3GPP TS 29.078 of Rel-5. However, the gprsSSF – gsmSCF protocol shall use the CAP V3 syntax as specified in 3GPP TS 29.078 R99.




Summary of change:
(

Correction to various CAP version modules.




Consequences if 
(

not approved:
CAMEL Phase 4 will not work.




Clauses affected:
(

5.1, 5.2, 5.3, 5.4, 5.5, 6.1.1, 6.1.2, 6.2.1, 6.2.2, 7, 12, 13




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(

Note 1
The AC version increase for SMS has been done already in previous contributions.

Note 2

The text on the main level of clause 7 is superfluous and shall be removed.

*** First Modification ***

5
Common CAP Types

5.1
Data types

CAP-datatypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-datatypes(52) version4(3)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS


Duration,


Integer4,


Interval,


LegID,


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

modules(0) cs1-datatypes(2) version1(0)}


BothwayThroughConnectionInd,


CallSegmentID {},


CriticalityType,


MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

cs2(20) modules(0) in-cs2-datatypes(0) version1(0)}


IMSI,


ISDN-AddressString,


Ext-BasicServiceCode,


NAEA-CIC

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


Ext-QoS-Subscribed,


GeographicalInformation,


GSN-Address,


LocationInformation,


LSAIdentity,


QoS-Subscribed,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version6(6)}


tc-Messages,


classes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


TCInvokeIdSet

FROM TCAPMessages tc-Messages


EXTENSION,


PARAMETERS-BOUND,


SupportedExtensions

FROM CAP-classes classes


ExtensionContainer

FROM MAP-ExtensionDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-ExtensionDataTypes(21) version6(6)}
;

...
< unmodified syntax >
...

*** Next Modification ***

5.2
Error types

CAP-errortypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-errortypes(51) version4(3)}

-- This module contains the type definitions for the CAP Error Types.

-- Where a parameter of type CHOICE is tagged with a specific tag value, the tag is automatically 

-- replaced with an EXPLICIT tag of the same value.

DEFINITIONS IMPLICIT TAGS ::= BEGIN

IMPORTS


ros-InformationObjects,


datatypes,


errorcodes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


ERROR
FROM Remote-Operations-Information-Objects ros-InformationObjects 


InvokeID,

UnavailableNetworkResource
FROM CAP-datatypes datatypes


errcode-canceled,


errcode-cancelFailed,


errcode-eTCFailed,


errcode-improperCallerResponse,


errcode-missingCustomerRecord,


errcode-missingParameter,


errcode-parameterOutOfRange, 


errcode-requestedInfoError,


errcode-systemFailure,


errcode-taskRefused,


errcode-unavailableResource,


errcode-unexpectedComponentSequence,


errcode-unexpectedDataValue,


errcode-unexpectedParameter,


errcode-unknownLegID,


errcode-unknownPDPID

FROM CAP-errorcodes errorcodes

;

...
< unmodified syntax >
...

*** Next Modification ***

5.3
Operation codes

CAP-operationcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-operationcodes(53) version4(3)}

DEFINITIONS ::= BEGIN

IMPORTS


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


Code
FROM Remote-Operations-Information-Objects ros-InformationObjects 

;

...
< unmodified syntax >
...

*** Next Modification ***

5.4
Error codes

CAP-errorcodes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-errorcodes(57) version4(3)}

DEFINITIONS ::= BEGIN

IMPORTS


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


Code
FROM Remote-Operations-Information-Objects ros-InformationObjects 

;

...
< unmodified syntax >
...

*** Next Modification ***

5.5
Classes

CAP-classes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1)

modules(3) cap-classes(54) version4(3)}

DEFINITIONS ::= BEGIN

IMPORTS


ROS-OBJECT-CLASS,


Code

FROM Remote-Operations-Information-Objects ros-InformationObjects


id-rosObject-gsmSRF,


id-rosObject-gsmSSF,


ros-InformationObjects,


gsmSSF-gsmSCF-Protocol,


gsmSCF-gsmSRF-Protocol

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


capSsfToScfGeneric,


capAssistHandoffssfToScf

FROM CAP-gsmSSF-gsmSCF-pkgs-contracts-acs gsmSSF-gsmSCF-Protocol


gsmSRF-gsmSCF-contract

FROM CAP-gsmSCF-gsmSRF-pkgs-contracts-acs gsmSCF-gsmSRF-Protocol


CriticalityType

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1) cs2(20)

modules(0) in-cs2-datatypes(0) version1(0)}

;

...
< unmodified syntax >
...

*** Next Modification ***

6

Circuit Switched Call Control

6.1
gsmSSF/CCF - gsmSCF Interface

6.1.1
Operations and arguments

CAP-gsmSSF-gsmSCF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSSF-gsmSCF-ops-args(101) version4(3)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gsmSSF – gsmSCF interface, for the control of circuit switched calls.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


errortypes,


datatypes,


operationcodes,


classes,


tc-Messages,


ros-InformationObjects

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)
umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


CallingPartysCategory,


HighLayerCompatibility,


RedirectionInformation,


ServiceKey

FROM CS1-DataTypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

modules(0) cs1-datatypes(2) version1(0)}


CallSegmentID {},


MiscCallInfo

FROM CS2-datatypes {ccitt(0) identified-organization(4) etsi(0) inDomain(1) in-network(1)

cs2(20) modules(0) in-cs2-datatypes (0) version1(0)}


Ext-BasicServiceCode,


IMSI,


ISDN-AddressString

FROM MAP-CommonDataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CommonDataTypes(18) version6(6)}


CUG-Index,


CUG-Interlock,


CUG-Info,


LocationInformation,


SubscriberState

FROM MAP-MS-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-MS-DataTypes(11) version6(6)}


CallReferenceNumber,


SuppressionOfAnnouncement

FROM MAP-CH-DataTypes {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

gsm-Network(1) modules(3) map-CH-DataTypes(13) version6(6)}


PARAMETERS-BOUND

FROM CAP-classes classes


opcode-activityTest,


opcode-applyCharging,


opcode-applyChargingReport,


opcode-assistRequestInstructions,


opcode-callGap,


opcode-callInformationReport,


opcode-callInformationRequest,


opcode-cancel,


opcode-connect,


opcode-connectToResource,


opcode-continue,


opcode-continueWithArgument,


opcode-disconnectForwardConnection,


opcode-dFCWithArgument,


opcode-disconnectLeg,


opcode-entityReleased,


opcode-establishTemporaryConnection,


opcode-eventReportBCSM,


opcode-furnishChargingInformation,


opcode-initialDP,


opcode-initiateCallAttempt,


opcode-moveLeg,


opcode-playTone,


opcode-releaseCall,


opcode-requestReportBCSMEvent,


opcode-resetTimer,


opcode-sendChargingInformation,


opcode-splitLeg

FROM CAP-operationcodes operationcodes


AChBillingChargingCharacteristics {},


AdditionalCallingPartyNumber {},


AlertingPattern,


AssistingSSPIPRoutingAddress {},


BCSMEvent,


BCSM-Failure,


BearerCapability {},


CalledPartyNumber {},


CalledPartyBCDNumber {},


CallingPartyNumber {},


CallResult {},


CallSegmentToCancel,


CallSegmentFailure,


Carrier,


Cause {},


CGEncountered,


ChargeNumber {},


ControlType,


CorrelationID {},


DestinationRoutingAddress {},


EventSpecificChargingInformation {},


EventSpecificInformationBCSM {},


EventTypeBCSM,


EventTypeChargingPLMN,


Extensions {},


FCIBillingChargingCharacteristics {},


GapCriteria {},


GapIndicators,


GapTreatment,


GenericNumbers {},


InvokeID,


IPRoutingAddress {},


IPSSPCapabilities {},


leg1,


LegOrCallSegment {},

LocationNumber {},


MonitorMode,


NAOliInfo,


OCSIApplicable,


OriginalCalledPartyID {},


ReceivingSideID,


RedirectingPartyID {},


RequestedInformationList {},


RequestedInformationTypeList,


ScfID {},


SCIBillingChargingCharacteristics {},


SendingSideID,


ServiceInteractionIndicatorsTwo,


TimeAndTimezone {},


TimerID,


TimerValue

FROM CAP-datatypes datatypes


cancelFailed,


eTCFailed,


missingCustomerRecord,


missingParameter,


parameterOutOfRange,


requestedInfoError,


systemFailure,


taskRefused,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter,


unknownLegID

FROM CAP-errortypes errortypes

;

...
< unmodified syntax >
...

*** Next Modification ***

6.1.2
gsmSSF/gsmSCF packages, contracts and ACs

6.1.2.1
gsmSSF/gsmSCF ASN.1 module

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gsmSSF-gsmSCF-pkgs-contracts-acs(102) version4(3)}

DEFINITIONS ::= BEGIN

-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSSF – gsmSCF interface, for the control of

-- circuit switched calls.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes


CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


activityTest,


applyCharging {},


applyChargingReport {},


assistRequestInstructions {},


callGap {},


callInformationReport {},


callInformationRequest {},


cancel,


connect {},


connectToResource {},


continue,


continueWithArgument {},


disconnectForwardConnection,


disconnectForwardConnectionWithArgument {},


disconnectLeg {},


entity Released {},


establishTemporaryConnection {},


eventNotificationCharging {},


eventReportBCSM {},


furnishChargingInformation {},


initialDP {},


initiateCallAttempt {},


moveLeg {},


playTone {}


releaseCall {},


requestNotificationChargingEvent {},


requestReportBCSMEvent {},


resetTimer {},


sendChargingInformation {},


splitLeg {}

FROM CAP-gsmSSF-gsmSCF-ops-args gsmSSF-gsmSCF-Operations


playAnnouncement {},


promptAndCollectUserInformation {},


specializedResourceReport

FROM CAP-gsmSCF-gsmSRF-ops-args gsmSCF-gsmSRF-Operations


specializedResourceControlPackage {}

FROM CAP-gsmSCF-gsmSRF-pkgs-contracts-acs gsmSCF-gsmSRF-Protocol


id-ac-CAP-gsmSSF-scfGenericAC,


id-ac-CAP-gsmSSF-scfAssistHandoffAC,


id-ac-CAP-scf-gsmSSFGenericAC,


id-CAPSsfToScfGeneric,


id-CAPAssistHandoffssfToScf,


id-as-gsmSSF-scfGenericAS,


id-as-assistHandoff-gsmSSF-scfAS,


id-package-scfActivation,


id-package-gsmSRF-scfActivationOfAssist,


id-package-assistConnectionEstablishment,


id-package-genericDisconnectResource,


id-package-nonAssistedConnectionEstablishment,


id-package-connect,


id-package-callHandling,


id-package-bcsmEventHandling,


id-package-chargingEventHandling,


id-package-ssfCallProcessing,


id-package-scfCallInitiation,


id-package-timer,


id-package-billing,


id-package-charging,


id-package-trafficManagement,


id-package-callReport,


id-package-signallingControl,


id-package-activityTest,


id-package-cancel,


id-package-cphResponse,


id-package-exceptionInform,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions, 


gsmSSF-gsmSCF-Operations,


gsmSCF-gsmSRF-Operations,


gsmSCF-gsmSRF-Protocol

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}

;

...
< unmodified syntax >
...

*** Next Modification ***

6.2
gsmSCF/gsmSRF interface

6.2.1
gsmSCF/gsmSRF operations and arguments

CAP-gsmSCF-gsmSRF-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-gsmSCF-gsmSRF-ops-args(103) version4(3)}

DEFINITIONS IMPLICIT TAGS ::= BEGIN

-- This module contains the operations and operation arguments used for the

-- gsmSRF – gsmSCF interface, for the control of circuit switched calls.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


opcode-playAnnouncement,


opcode-promptAndCollectUserInformation,


opcode-specializedResourceReport

FROM CAP-operationcodes operationcodes


CallSegmentID {}

FROM CS2-datatypes {ccitt(0) identified-organisation(4) etsi(0) inDomain(1) in-network(1) cs2(20) modules(0) in-cs2-datatypes(0) version1(0)}


CollectedInfo,


Digits {},


Extensions {},


InformationToSend {}

FROM CAP-datatypes datatypes


canceled,


improperCallerResponse,


missingParameter,


parameterOutOfRange,


systemFailure,


taskRefused,


unavailableResource,


unexpectedComponentSequence,


unexpectedDataValue,


unexpectedParameter

FROM CAP-errortypes errortypes


PARAMETERS-BOUND

FROM CAP-classes classes


ros-InformationObjects,


operationcodes,


datatypes,


errortypes,


classes

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3) cap-object-identifiers(100) version4(3)}

;

...
< unmodified syntax >
...

*** Next Modification ***

6.2.2
gsmSRF/gsmSCF contracts, packages and ACs

6.2.2.1
gsmSRF/gsmSCF ASN.1 modules

CAP-gsmSCF-gsmSRF-pkgs-contracts-acs {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gsmSCF-gsmSRF-pkgs-contracts-acs(104) version4(3)}

DEFINITIONS ::= BEGIN

-- This module specifies the Operation Packages, Contracts, Application Contexts

-- and Abstract Syntaxes used for the gsmSRF – gsmSCF interface, for the control of

-- circuit switched calls.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

IMPORTS


PARAMETERS-BOUND,


cAPSpecificBoundSet

FROM CAP-classes classes


CONTRACT,


OPERATION-PACKAGE,


OPERATION

FROM Remote-Operations-Information-Objects ros-InformationObjects


TCMessage {} 

FROM TCAPMessages tc-Messages


APPLICATION-CONTEXT,


dialogue-abstract-syntax

FROM TC-Notation-Extensions tc-NotationExtensions


playAnnouncement {},


promptAndCollectUserInformation {},


specializedResourceReport

FROM CAP-gsmSCF-gsmSRF-ops-args gsmSCF-gsmSRF-Operations


activityTest,


cancel,


assistRequestInstructions {}

FROM CAP-gsmSSF-gsmSCF-ops-args gsmSSF-gsmSCF-Operations


gsmSRF-scfActivationOfAssistPackage {}

FROM CAP-gsmSSF-gsmSCF-pkgs-contracts-acs gsmSSF-gsmSCF-Protocol


id-package-specializedResourceControl,


id-package-activityTest,


id-ac-gsmSRF-gsmSCF,


id-contract-gsmSRF-gsmSCF,


id-package-gsmSRF-scfCancel,


id-as-basic-gsmSRF-gsmSCF,


classes,


ros-InformationObjects,


tc-Messages,


tc-NotationExtensions,


gsmSCF-gsmSRF-Operations,


gsmSSF-gsmSCF-Operations,


gsmSSF-gsmSCF-Protocol

FROM CAP-object-identifiers {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0)

umts-network(1) modules(3)r cap-object-identifiers(100) version4(3)}

;

...
< unmodified syntax >
...

*** Next Modification ***

7

SMS Control


7.1

SMS operations and arguments

CAP-SMS-ops-args {ccitt(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-SMS-ops-args(105) version4(3)}

DEFINITIONS IMPLICIT TAGS::= BEGIN

-- This module contains the operations and operation arguments used for the

-- smsSSF– gsmSCF interface, for the control of MT-SMS.

-- The table in section 2.1 lists the specifications that contain the modules

-- that are used by CAP.

...
< unmodified syntax >
...

*** Next Modification ***

12
Detailed operation procedures for SMS control

NOTE:
For Short Message processing in a Circuit Switched network, the CAMEL interaction with SMS is done through the MSC/smsSSF.
For Short Message processing in a Packet Switched network, the CAMEL interaction with SMS is done through the SGSN/smsSSF.

Any reference to the smsSSF applies to both the smsSSF co-located with the MSC and the smsSSF co-located with the SGSN.


· 
· 
...
< unmodified text >
...

*** Next Modification ***

13
Detailed operation procedures for GPRS control


· 
...
< unmodified text >
...

*** End of Document ***
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