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**** NEXT MODIFIED SECTION ****

8.11.4
MAP-ANY-TIME-MODIFICATION service

8.11.4.1
Definition

This service is used by the gsmSCF, to modify information of the HLR at any time.

8.11.4.2
Service primitives

Table 8.11/4: Any_Time_Modification

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke id
	M
	M(=)
	M(=)
	M(=)

	gsmSCF-Address
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	Modification request for ODB data
	C
	C(=)
	
	

	Modification request for SS information
	C
	C(=)
	
	

	Modification request for CSI
	C
	C(=)
	
	

	Long FTN Supported
	C
	C(=)
	
	

	Ext Forwarding information-for-CSE
	
	
	C
	C(=)

	Ext Call barring information-for-CSE
	
	
	C
	C(=)

	ODB Info
	
	
	C
	C(=)

	CAMEL subscription info
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.11.4.3
Parameter definition and use

All parameters are described in clause 7.6.

The HLR may be able to use the value of the parameter gsmSCF-address to screen a MAP_Any_Time_Modification indication.

The use of these parameters and the requirements for their presence are specified in 3GPP TS 23.078 and 3GPP TS 23.278.

User error

This parameter is sent by the responder when an error is detected and if present, takes one of the following values:

-
Any Time Modification Not Allowed;

-
Data Missing;

-
Unexpected Data Value;

-
Unknown Subscriber;

-
Bearer service not provisioned;


This error is returned only if not even a subset of the requested bearer service group has been subscribed to;

-
Teleservice not provisioned;


This error is returned only if not even a subset of the requested teleservice group has been subscribed to;

-
Call Barred;

-
Illegal SS operation;

-
SS error status;

-
SS incompatibility;

-
SS subscription violation;

-
Information Not Available.

Provider error

These are defined in clause 7.6.1.

**** NEXT MODIFIED SECTION ****

17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version7 (7)}

DEFINITIONS

. . .

Unmodified ASN.1

. . .
-- subscriber management types

. . .

Unmodified ASN.1

. . .
RequestedCAMEL-SubscriptionInfo ::= ENUMERATED {


o-CSI

(0),


t-CSI

(1),


vt-CSI

(2),


tif-CSI

(3),


gprs-CSI

(4),


mo-sms-CSI
(5),


ss-CSI

(6),


m-CSI

(7),


d-csi

(8)}

AdditionalRequestedCAMEL-SubscriptionInfo ::= ENUMERATED {


mt-sms-CSI
(0),


mg-csi

(1),

o-IM-CSI 

(3), 


d-IM-CSI

(4),


vt-IM-CSI
 
(5),

...}

--
exception handling: unknown values shall be discarded by the receiver.

CallForwardingData ::= SEQUENCE {


forwardingFeatureList
Ext-ForwFeatureList,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
[0] ExtensionContainer
OPTIONAL,


...}

CallBarringData ::= SEQUENCE {


callBarringFeatureList
Ext-CallBarFeatureList,


password

Password

OPTIONAL,


wrongPasswordAttemptsCounter
WrongPasswordAttemptsCounter
OPTIONAL,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

WrongPasswordAttemptsCounter ::= INTEGER (0..4)

ODB-Info ::= SEQUENCE {


odb-Data

ODB-Data,


notificationToCSE
NULL


OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

CAMEL-SubscriptionInfo ::= SEQUENCE {


o-CSI

[0]
O-CSI
OPTIONAL,


o-BcsmCamelTDP-CriteriaList
[1]
O-BcsmCamelTDPCriteriaList
OPTIONAL, 


d-CSI

[2]
D-CSI
OPTIONAL,


t-CSI

[3]
T-CSI
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[4]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


vt-CSI

[5]
T-CSI
OPTIONAL,


vt-BCSM-CAMEL-TDP-CriteriaList
[6]
T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


tif-CSI

[7]
NULL

OPTIONAL,


tif-CSI-NotificationToCSE
[8]
NULL

OPTIONAL,


gprs-CSI

[9]
GPRS-CSI
OPTIONAL,


mo-sms-CSI
[10]
SMS-CSI
OPTIONAL,


ss-CSI

[11]
SS-CSI
OPTIONAL,


m-CSI

[12]
M-CSI
OPTIONAL,


extensionContainer
[13]
ExtensionContainer
OPTIONAL,


...,


specificCSIDeletedList
[14]
SpecificCSI-Withdraw
OPTIONAL,


mt-sms-CSI
[15]
SMS-CSI
OPTIONAL,


mt-smsCAMELTDP-CriteriaList
[16]
MT-smsCAMELTDP-CriteriaList
OPTIONAL,


mg-csi

[17]
MG-CSI
OPTIONAL


}

AnyTimeModificationArg ::= SEQUENCE {

subscriberIdentity
[0]
SubscriberIdentity,


gsmSCF-Address
[1]
ISDN-AddressString,


modificationRequestFor-CF-Info
[2]
ModificationRequestFor-CF-Info OPTIONAL,


modificationRequestFor-CB-Info
[3]
ModificationRequestFor-CB-Info OPTIONAL,


modificationRequestFor-CSI
[4]
ModificationRequestFor-CSI
OPTIONAL,


extensionContainer
[5]
ExtensionContainer
OPTIONAL,


longFTN-Supported
[6]
NULL

OPTIONAL,


...,


modificationRequestFor-ODB-data
[7]
ModificationRequestFor-ODB-data OPTIONAL }

AnyTimeModificationRes ::= SEQUENCE {

ss-InfoFor-CSE
[0]
Ext-SS-InfoFor-CSE
OPTIONAL,


camel-SubscriptionInfo
[1]
CAMEL-SubscriptionInfo
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...,


odb-Info

[3]
ODB-Info
OPTIONAL }

ModificationRequestFor-CF-Info ::= SEQUENCE {


ss-Code

[0]
SS-Code,


basicService
[1]
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[2]
Ext-SS-Status
OPTIONAL,


forwardedToNumber
[3]
AddressString
OPTIONAL,


forwardedToSubaddress
[4]
ISDN-SubaddressString
OPTIONAL,


noReplyConditionTime
[5]
Ext-NoRepCondTime
OPTIONAL,


modifyNotificationToCSE
[6]
ModificationInstruction
OPTIONAL,


extensionContainer
[7]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-CB-Info ::= SEQUENCE {


ss-Code

[0]
SS-Code,


basicService
[1]
Ext-BasicServiceCode
OPTIONAL,


ss-Status

[2]
Ext-SS-Status
OPTIONAL,


password

[3]
Password
OPTIONAL,


wrongPasswordAttemptsCounter
[4]
WrongPasswordAttemptsCounter
OPTIONAL,


modifyNotificationToCSE
[5]
ModificationInstruction
OPTIONAL,


extensionContainer
[6]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-ODB-data ::= SEQUENCE {


odb-data

[0]
ODB-Data
OPTIONAL,


modifyNotificationToCSE
[1]
ModificationInstruction
OPTIONAL,


extensionContainer
[2]
ExtensionContainer
OPTIONAL,


...}

ModificationRequestFor-CSI ::= SEQUENCE {


requestedCamel-SubscriptionInfo
[0]
RequestedCAMEL-SubscriptionInfo,


modifyNotificationToCSE
[1]
ModificationInstruction
OPTIONAL,


modifyCSI-State
[2]
ModificationInstruction
OPTIONAL,


extensionContainer
[3]
ExtensionContainer
OPTIONAL,


...,


additionalRequestedCAMEL-SubscriptionInfo





[4] AdditionalRequestedCAMEL-SubscriptionInfo








OPTIONAL }

ModificationInstruction ::= ENUMERATED {


deactivate
(0),


activate

(1)}

. . .

Unmodified ASN.1

. . .
**** LAST MODIFIED SECTION ***

24A.2
Any Time Modification procedure

24A.2.1
General

The message flows for successful modification of subscriber information related to an any time modification from the CAMEL server are shown in figure 24A.2/1

gsmSCF                  á
+---+              +---+
¦SCF+--------------¦HLR¦
+---+              +---+
  ¦MAP ANY TIME      ¦ á
  ¦MODIFICATION      ¦ á
  +----------------->¦ á
  ¦MAP ANY TIME     _¦ á
  ¦MODIFICATION ack  ¦ á
  ¦<-----------------¦ á
  ¦                  ¦ á

Figure 24A.2/1: Message flow for any time modification

The following MAP services are used to modify subscription information:

MAP_ANY_TIME_MODIFICATION
see clause 8.11.x.

24A.2.2
Process in the gsmSCF

Out of the scope of the MAP specification.

24A.2.3
Process in the HLR

The MAP process in the HLR to modify subscriber information in response to a modification request from the CAMEL server is shown in figure 24A.2/2. The MAP process invokes macros not defined in this clause; the definitions of these macros can be found as follows:

Receive_Open_Ind







see clause 25.1.1;

Insert_Subs_Data_Stand_Alone_HLR


see clause 25.7.2;

Successful outcome

When the MAP process receives a MAP_OPEN indication with the application context anyTimeInfromationHandling, it checks it by invoking the macro Receive_Open_Ind.

If the macro takes the OK exit, the MAP process waits for a service indication.

If a MAP_ANY_TIME_MODIFICATION service indication is received, the MAP process sends an Any Time modification request to the call handling process in the HLR (described in 3GPP TS 23.078 and 3GPP TS 23.278), and waits for a response. The Any Time modification request contains the parameters received in the MAP_ ANY_TIME_ MODIFICATION service indication.

If the call handling process in the HLR returns an Any Time modification response, the MAP process constructs a MAP_ANY_TIME_ MODIFICATION service response containing the modified subscription information contained in the Any Time modification response, constructs a MAP_CLOSE service request, sends them to the CAMEL server. If the MAP_ANY_TIME_MODIFICATION service response cannot be carried in a single TC-Result component, it is carried in one or more TC-Result-NL components (each sent in a TC-CONTINUE), followed by a TC-Result-L component in a TC-END message. IF the VLR/SGSN is to be updated after the modification, the MAP_INSERT_SUBS_DATA_HLR process shall be initiated and then returns to the idle state.

Negative response from HLR call handling process

If the call handling process in the HLR returns a negative response to modify subscription information, the MAP process constructs a MAP_ANY_TIME_ MODIFICATION service response containing the appropriate error, constructs a MAP_CLOSE service request, sends them to the CAMEL server and returns to the idle state.

Failure of dialogue opening with the CAMEL server

If the macro Receive_Open_Ind takes the Vr or Error exit, the MAP process returns to the idle state.

If the MAP provider sends a MAP_P_ABORT while the MAP process is waiting for a service indication, the MAP process returns to the idle state.

If the MAP provider sends a MAP_NOTICE while the MAP process is waiting for a service indication, the MAP process sends a MAP_CLOSE request to terminate the dialogue and returns to the idle state.
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