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**** FIRST MODIFIED SECTION    ****

5.2
Description of information Flows

5.2.2.5
Connect
5.2.2.5.1
Description

This IF is used to request the IM-SSF to perform the call processing actions to route a call to a specific destination. To do so, the IM-SSF may use destination information from the calling party and existing call set-up information depending on the information provided by the gsmSCF.

5.2.2.5.2
Information Elements

The following information elements are required:

	Information element name
	IM_Orig
	IM_Term
	Description

	
	
	
	

	Calling Party Category
	O
	O
	This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

	Destination Routing Address
	O
	O
	This IE contains the called party number towards which the call is to be routed using an ISDN value

This IE is mutually exclusive with the Destination Routing Address URL IE.


	Destination Routing Address URL  
	O
	O
	This IE contains the called party number towards which the call is to be routed using a URL value


This IE is mutually exclusive with the Destination Routing Address IE.



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	O-CSI Applicable
	-
	O
	This IE indicates that the O-CSI, if present shall be applied on the outgoing leg.

	Original Called Party ID
	O
	O
	This contains the original destination number if the call has been forwarded on route to the IM-SSF or is forwarded by the gsmSCF.
This IE shall use an ISDN value to identify the original destination number. 

	Original Called Party URL
	O
	O 
	This contains the original destination number if the call has been forwarded on route to the IM-SSF or is forwarded by the gsmSCF. 
This IE shall use a URL value to identify the original destination number.

	Redirecting Party ID
	O
	O
	This IE indicates the directory number the call was redirected from. This IE shall use an ISDN value to identify the redirecting party.

	Redirecting Party URL
	O
	O
	This IE indicates the directory number the call was redirected from. This IE shall use a URL value to identify the redircting party.

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	O
Optional (Service logic dependent).

-
Not applicable.



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	





	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	




	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	


**** NEXT MODIFIED SECTION    ****
5.2.2.8
Continue With Argument

5.2.2.8.1
Description

This information flow requests the IM-SSF to proceed the call processing with modified information at the DP at which it previously suspended call processing to await gsmSCF instructions. The IM-SSF completes DP processing, and continues basic call processing (i.e. proceeds to the next point in call in the BCSM) with the modified call setup information as received from the gsmSCF.

5.2.2.8.2
Information Elements

The following information elements are required:
	Information element name
	IM_Orig
	IM_Term
	Description

	
	
	
	

	Calling Party Category
	O
	O
	This IE indicates the type of calling party (e.g., operator, pay phone, ordinary subscriber).

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	



	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	




**** END OF MODIFIED SECTION    ****
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