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Reason for change:
(

In case of MO reconnection, the internal message used between the MSC and the VLR (in order to check whether or not the call is barred (BOIC, BOIC_exHC)) should be “SEND_INFO_FOR_RECONNECTED-CALL”. 

This message is forseen in the VLR .




Summary of change:
(

In MO reconnection case , in the CAMEL_MO_Dialled_Services procedure :

· “SEND_INFO_FOR_RECONNECTED-CALL” internal message shall be sent rather that SEND_INFO_FOR_OUTGOING_CALL

· a new state is created in order to receive the response 




Consequences if 
(

not approved:
The call may be unnecessarily released.The SDL does not work in case of follow-on. Different implementations may exist, and thus interoperability problems. 
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Other comments:
(

The “second”  internal message “SEND_INFO_FOR_OUTGOING_CALL” is sent to the VLR. The receipt of this message is forseen in the procedure “CAMEL_OCH_VLR” in the state “ Wait_For_SIFOC2”.

But in case of follow-on there is no active process in the VLR. It is the reason why the internal message SEND_INFO_FOR_RECONNECTED-CALL was created in CAMEL phase 2 with the associated process in the VLR (CAMEL_Reconnected_Call_VLR).

In CAMEL phase 3, the process CAMEL_Reconnected_Call_VLR still exists but the sending of SEND_INFO_FOR_RECONNECTED_CALL has disapeared.

It is reason why this CR proposes to re-introduce the right handling. 



4.5.2
Handling of mobile originated calls

4.5.2.1
Handling of mobile originated calls in the originating MSC
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 Figure 4.9a: Procedure CAMEL_MO_Dialled_Services (sheet 1)
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 Figure 4.9b: Procedure CAMEL_MO_Dialled_Services (sheet 2)
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Figure 4.9c: Procedure CAMEL_MO_Dialled_Services (sheet 3)
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