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Reason for change:
(

Various information flows in CAP and MAP contain the "VLR Number" Information Element (IE). For the usage and the conditions for presence of this IE, Ts 23.078 often refers to TS 23.018.

In TS 23.018, however the VLR Number is marked as "Optional" in the Location Information. It is also stated that the HLR shall ignore the VLR Number, when received from the VLR. Refer to the "*** For Information ***" section of the present CR.

This has lead to confusion for and misinterpretation by systen designers and service desginers.

The HLR will always have the VLR Number of a subscriber, even when that subscriber is implicitly detached from the VLR. The only case when the HLR does not have a VLR Number of a subscriber is the case whereby a subscriber has never performed a Location Update procedure.






Summary of change:
(

The following corrections are therefore needed:

(1) [section 4.6.9.1] In SRI-Ack, from HLR to GMSC, VLR Number shall be Condtional.
Rationale: The condition is that if the HLR has the VLR Number available, it shall send it to the GMSC.
Note: this section applies also the sending of SRI-Ack from HLR to gsmSCF.

(2) [section 9.4.1.1] In Mobility Management event Notification, from VLR to gsmSCF, VLR Number shall be Mandatory.
Rationale: a VLR always has the VLR Number available.
(3) [section 11.3.4.1] In ATI-ack, from HLR to gsmSCF, VLR Number shall be Conditional.
Rationale: The condition is that if the HLR has the VLR Number available, it shall send it to the GMSC.

(4) [section 11.3.6.1] Provide Subscriber Info ack in this section deals with information between the SGSN and the HLR. The table for Location Information deals with MSC-based Location Inforamtion and shall therefore be removed from that section.




Consequences if 
(

not approved:
· Unclear specification;

· Ambiguity for system designers;

· Service Logic designers may be under the impression that the VLR Number is Optional in Location Information and may unnecessarily design their Service Logic accordingly.
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*** For Information ***

8.3.5.1
Location information

The compound information element Location information consists of the following subordinate information elements:

Information element name
Required
Description

Location number
C
For a definition of this information element, see ITU‑T Q.763 [35]. Shall be present if the VLR can derive it from the stored service area identity (for UMTS) or cell global identity (for GSM) or location area identity; otherwise shall be absent. The mapping from service area identity or cell ID and location area to location number is network-specific and outside the scope of the UMTS and GSM standards.

Service area ID
C
Service area identity of the cell in which the MS is currently in radio contact or in which the MS was last in radio contact. Shall be present if the MS uses UMTS radio access and the subscriber record is marked as confirmed by radio contact; otherwise shall be absent.

Cell ID
C
Cell global identity of the cell in which the MS is currently in radio contact or in which the MS was last in radio contact. Shall be present if the MS uses GSM radio access and the subscriber record is marked as confirmed by radio contact; otherwise shall be absent.

Geographical information
C
For a definition of this information element, see 3GPP TS 23.032 [7] . Shall be present if the VLR can derive it from the stored service area identity, cell global identity or location area identity; otherwise shall be absent.

Geodetic information
C
This information element corresponds to the Calling Geodetic Location defined in ITU-T Q.763 [35]. Shall be present if the VLR can derive it from the stored service area identity, cell global identity or location area identity; otherwise shall be absent.

VLR number
O
E.164 number which identifies the VLR (see 3GPP TS 23.003 [5]). If the HLR receives it from the VLR it shall ignore it.

Age of location information
C
Measured in minutes. Shall be present if available in the MSC/VLR; otherwise shall be absent.

Current Location Retrieved
C
Shall be present when location information was obtained after a successful paging procedure for Active Location Retrieval.

*** First Modification ***

4.6.9
HLR to GMSC information flows

4.6.9.1
Send Routeing Info ack

4.6.9.1.1
Description

This IF is specified in 3GPP TS 23.018 [12]; it is used by the HLR to transfer the requested routeing information to the GMSC.

4.6.9.1.2
Information Elements

Send Routeing Info ack contains the following CAMEL specific information elements:

Information element name
Status
Description

Location Information
C
This IE indicates the location of the served subscriber.

O—CSI
S
O‑CSI is defined in subclause 4.3.1.
This IE identifies the subscriber as having originating CAMEL services. 

It shall be present if O‑CSI is active, and CFU or CFNRc has been invoked, or if both O‑CSI and T‑CSI are active.

D—CSI
S
D‑CSI is defined in subclause 4.3.2.
This IE identifies the subscriber as having originating CAMEL dialled services. 

It shall be present if D‑CSI is active, and CFU or CFNRc has been invoked, or if both D‑CSI and T‑CSI are active.

Subscriber State
C
This IE indicates the status of the MS. The possible values of the IE are:

-
CAMEL Busy: The VLR has indicated that the MS is engaged in a transaction for a mobile originating or terminated circuit-switched call.

-
Network Determined Not Reachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
Assumed Idle: The VLR has indicated that the state of the MS is neither "CAMEL Busy" nor "Network Determined Not Reachable".

-
Not Provided From VLR: The VLR did not provide any information on subscriber state even though it was requested. 

T—CSI
S
This IE is described in a table below.

This IE identifies the subscriber as having terminating CAMEL services. 

It shall be present if T‑CSI is active and no Suppress T‑CSI indicator is present in the Send Routeing Info IF.

Basic Service Code
C
This IE indicates the type of basic service i.e., teleservice or bearer service.

CUG Subscription Flag
S
This IE indicates if the called party has a CUG subscription. It shall be present only if the T‑CSI is active and included in the Send Routing Information ack IF.

Supported CAMEL Phases In VMSC
S
This IE indicates the supported CAMEL phases of the VLR. It shall be present if known by the HLR, otherwise it shall be absent.

Offered CAMEL4 CSIs In VMSC
S
This IE indicates the CAMEL phase 4 CSIs offered in the VMSC. It shall be present if known by the HLR, otherwise it shall be absent.

VMSC Address
M
This IE indicates the E.164 address of the VMSC in whose area the B subscriber is currently registered.

Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
Status
Description

VLR Number
C
E.164 number which identifies the VLR. The HLR shall ignore a VLR Number received in PSI-Res and shall include the internally stored VLR Number.

Service area ID
C,E
See 3GPP TS 23.018 [12].

Cell ID
C,E
See 3GPP TS 23.018 [12].

Current Location Retrieved
-
Not applicable

Location area ID
C,E
See 3GPP TS 23.003 [7].

Selected LSA Identity
S
This IE indicates the LSA identity associated with the current position of the MS. Shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. If there are multiple matches the LSA ID with the highest priority shall be sent. See 3GPP TS 23.073 [17].

T‑CSI contains the following information elements:

Information element name
Status
Description

gsmSCF Address
M
This IE is described in subclause 4.3.5.

Service Key
M
This IE is described in subclause 4.3.5.

Default Call Handling
M
This IE is described in subclause 4.3.5.

TDP List
M
This IE is described in subclause 4.3.5.

CAMEL Capability Handling
C
This IE is described in subclause 4.3.5. If this IE is absent then this indicates that CAMEL phase 1 support is requested.

Offered CAMEL4 CSIs In VMSC contains the following information elements:

Information element name
Status
Description

O—CSI
S
This IE indicates the offer of CAMEL phase 4 O-CSI. It shall be present if known by the HLR, otherwise it shall be absent. 

D—CSI
S
This IE indicates the offer of CAMEL phase 4 D-CSI. It shall be present if known by the HLR, otherwise it shall be absent.

VT—CSI
S
This IE indicates the offer of CAMEL phase 4 VT-CSI. It shall be present if known by the HLR, otherwise it shall be absent.

MT—SMS—CSI
S
This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI. It shall be present if known by the HLR, otherwise it shall be absent.

PSI Enhancements 
S
This IE indicates the offer of CAMEL phase 4 Enhancement of Provide Subscriber Information. It shall be present if known by the HLR, otherwise it shall be absent.

Note: for further study.

*** Next Modification ***

9.4.1
VLR or SGSN to gsmSCF information flows

9.4.1.1
Mobility Management event Notification

9.4.1.1.1
Description

This IF is generated by the VLR or SGSN to notify the gsmSCF of a Mobility Management event.

9.4.1.1.2
Information Elements

Information element name
VLR
SGSN
Description

Event Met
M
M
This IE indicates the type of Mobility Management event that lead to the notification. Refer to subclause 9.2.1.1 for the CS subscriber and subclause 9.2.1.1 for the GPRS subscriber.

Service Key
M
M
This IE indicates the Service Logic that the gsmSCF shall apply.

IMSI
M
M
This IE identifies the mobile subscriber to whom the Mobility Event applies.

Basic MSISDN
M
M
This IE identifies the mobile subscriber to whom the Mobility Event applies.

Location Information for CS subscriber
C
-
This IE is described in a table below.
This IE indicates the current location of the MS. 

Location Information for GPRS subscriber
-
C
This IE indicates the current location of the MS which is equivalent to the location info SGSN IE in subclause 7.6.1.2.

Supported CAMEL Phases
M
M
This IE indicates the CAMEL Phases that are supported by the sending entity (VMSC/VLR or SGSN) in which the MS is registered after the mobility management event.

Offered CAMEL4 CSIs
M
M
This IE indicates the CAMEL phase 4 CSIs offered by the sending entity (VMSC/VLR or SGSN).

Offered CAMEL4 Functionalities
M
-
This IE is described in subclause 4.6.1.8. 

It indicates the CAMEL phase 4 functionalities offered by the VMSC/VLR.

Location Information for CS subscriber is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
Status
Description

VLR Number
M
E.164 number which identifies the VLR.

Service area ID
C,E
See 3GPP TS 23.018 [12].

Cell ID
C,E
See 3GPP TS 23.018 [12].

Current Location Retrieved
-
Not applicable

Location area ID
C,E
See 3GPP TS 23.003 [7]. 

Selected LSA Identity
S
This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority it shall be present. See 3GPP TS 23.073 [17].

Note: the following table is for further study.
Offered CAMEL4 CSIs contains the following information elements:

Information element name
VLR
SGSN
Description

O—CSI
S
-
This IE indicates the offer of CAMEL phase 4 O-CSI 

D—CSI
S
-
This IE indicates the offer of CAMEL phase 4 D-CSI

VT—CSI
S
-
This IE indicates the offer of CAMEL phase 4 VT-CSI

T—CSI
S
-
This IE indicates the offer of CAMEL phase 4 T-CSI

MT—SMS—CSI
S
S
This IE indicates the offer of CAMEL phase 4 MT-SMS-CSI

MG—CSI
-
S
This IE indicates the offer of CAMEL phase 4 MG-CSI

PSI Enhancements 
S
S
This IE indicates the offer of CAMEL phase 4 Enhancement of Provide Subscriber Information

*** Next Modification ***

11.3.4
HLR to gsmSCF information flows

11.3.4.1
Any Time Interrogation ack

11.3.4.1.1
Description

This IF is used by the HLR to provide the requested subscriber location and/or subscriber state information to the gsmSCF.

11.3.4.1.2
Information Elements

Information element name
Status
Description

Location Information
C, E1
This IE indicates the location of the served subscriber in the MSC/VLR. It shall be present only if requested by the gsmSCF.

Location Information For GPRS
C, E1
This IE indicates the location of the served subscriber in the SGSN. The content is defined in the subclause 11.3.6.1.2. It shall be present only if requested by the gsmSCF.

Subscriber State
S, E2 
This IE indicates the state of the MS in the CS domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
CAMELBusy: The VLR has indicated that the MS is engaged in a transaction for a mobile originating or terminated circuit-switched call.

-
NetworkDeterminedNotReachable: The VLR has indicated that the network can determine from its internal data that the MS is not reachable.

-
AssumedIdle: The VLR has indicated that the state of the MS is neither "CAMELBusy" nor "NetworkDeterminedNotReachable".

-
NotProvidedFromVLR: The VLR did not provide any information on subscriber state even though it was requested. 

PS Domain Subscriber State
S, E2
This IE indicates the state of the MS in the PS Domain. It shall be present only if requested by the gsmSCF. The possible values of the IE are:

-
Detached (see subclause 11.3.5.1).

-
CAMEL attached, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL attached, MS may be reachable for paging (see subclause 11.3.5.1).

-
CAMEL PDP active, MS not reachable for paging (see subclause 11.3.5.1).

-
CAMEL PDP active, MS may be reachable for paging (see subclause 11.3.5.1).

-
Not provided from SGSN: The SGSN did not provide any information on subscriber state even though it was requested.

PDP Context Information List
C
This IE indicates the PDP context information (see the table in subclause 11.3.5.1) for each PDP context which is active for the MS. It shall be present if the PS domain Subscriber State has the value "CAMEL PDP active, MS not reachable for paging” or “CAMEL PDP active, MS may be reachable for paging"; otherwise it shall be absent.

IMEI (with software version)
C
This IE contains the IMEISV (as defined in 3GPP TS 23.003 [7]) of the ME in use by the served subscriber. It shall be present only if requested by the gsmSCF.

MS Classmark 2
C
This IE contains the MS classmark 2, which is returned by the MS when it responds to paging in the CS domain. It shall be present only if requested by the gsmSCF.

GPRS MS Class
C
This IE contains the MS network and radio access capabilities. It shall be present only if requested by the gsmSCF.

Location Information is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
Status
Description

VLR Number
C
E.164 number which identifies the VLR. The HLR shall ignore a VLR Number received in PSI-Res and shall include the internally stored VLR Number.

Service area ID
C,E
See 3GPP TS 23.018 [12].

Cell ID
C,E
See 3GPP TS 23.018 [12].

Location area ID
C,E
See 3GPP TS 23.003 [12].

Selected LSA Identity
C
This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA Id with the highest priority it shall be present. See 3GPP TS 23.073 [17].

Routeing area ID
C
See 3GPP TS 23.003 [7].

SGSN number
C
See 3GPP TS 23.060 [15].

*** Next Modification ***

11.3.6
SGSN to HLR information flows

11.3.6.1
Provide Subscriber Info ack

11.3.6.1.1
Description

This IF is used by the SGSN to provide the requested subscriber location and/or subscriber state information to the HLR.
11.3.6.1.2
Information Elements

This IF is defined in 3GPP TS 23.018 [12]. The following differences apply:

Information element name
Status
Description

Subscriber State
-
Not applicable.

PS domain Subscriber State
C
This IE indicates the status of the MS in the PS Domain. It shall be present only if requested by the HLR. The possible values of the IE are:

-
Detached: The SGSN has determined from its internal data that the MS is not attached to the network.

-
CAMEL attached, MS not reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network, but there is no PDP Context active, and the MS is not reachable for paging.

-
CAMEL attached, MS may be reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network, but there is no PDP Context active; the SGSN has not determined from its internal data that the MS is not reachable for paging.
-
CAMEL PDP active, MS not reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network there is at least on PDP context active, and the MS not reachable for paging.
-
CAMEL PDP active, MS may be reachable for paging: The SGSN has determined from its internal data that the MS is attached to the network and there is at least one PDP context active; the SGSN has not determined from its internal data that the MS is not reachable for paging.

PDP Context Information List
S
This IE is described in a table below.

This IE indicates the PDP context information for each PDP context which is active for the MS. 
It shall be present if the PS domain Subscriber State has the value "CAMEL PDP active, MS not reachable for paging” or “CAMEL PDP active MS may be reachable for paging"; otherwise it shall be absent.

Location Information For GPRS
C
This IE is described in a table below. 

It indicates the location of the MS. 
It shall be present only if requested by the HLR.

IMEI (with software version)
C
This IE contains the IMEI & software version of the ME in use by the served subscriber. It shall be present only if requested by the HLR.

GPRS MS Class
C
This IE contains the MS network and radio access capabilities. It shall be present only if requested by the HLR.

PDP Context Information includes the following information elements:
Information element name
Status
Description

PDP Context Identifier
M
Index of the PDP context.

PDP State
C
Packet data protocol state, INACTIVE or ACTIVE.

PDP Type
C
PDP type, e.g., PPP or IP.

PDP Address
C
PDP address, e.g., an IP address.

APN Subscribed
C
The APN received from the HLR.

APN in Use
C
The APN currently used.

NSAPI
C
Network layer Service Access Point Identifier.

TI
C
Transaction Identifier.

TEID for Gn/Gp
C
Tunnel Endpoint Identifier for the Gn and Gp interfaces.

TEID for Iu
C
Tunnel Endpoint Identifier for the Iu interface.

GGSN Address in Use
C
The IP address of the GGSN currently used.

Subscribed QoS
C
The quality of service profile subscribed.

Requested QoS
C
The quality of service profile requested.

Negotiated QoS
C
The quality of service profile negotiated.

Charging ID
C
Charging identifier, identifies charging records generated by SGSN and GGSN.

PDP Context Charging Characteristics
C
The charging characteristics of this PDP context, e.g., normal, prepaid, flat-rate, and/or hot billing.

RNC Address In Use
C
The IP address of the RNC currently used.

Location Information For GPRS includes the following information elements:
Information element name
Status
Description

Service area ID
C,E
See 3GPP TS 23.018 [12].

Cell ID
C,E
See 3GPP TS 23.018 [12].

Location area ID
C,E
See 3GPP TS 23.018 [12].

Routeing area ID
C
See 3GPP TS 23.003 [7].

Geographical information
C
See 3GPP TS 23.032 [13].

Geodetic information
C
See ITU‑T Q.763 [40].

Age of location information
C
See 3GPP TS 23.018 [12].

Current Location Retrieved
C
See 3GPP TS 23.018 [12].

SGSN number
M
Global Title of the SGSN. See 3GPP TS 23.060 [15].

Selected LSA Identity
C
This IE is applicable only if SoLSA is supported by the SGSN.

This IE indicates the LSA identity associated with the current position of the MS. It shall be present if the LSA ID in the subscriber data matches the LSA ID of the current cell. In the case of multiple matches the LSA ID with the highest priority it shall be present. See 3GPP TS 23.073 [17]
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