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–– First modified section ––

6.1.2
gsmSSF/gsmSCF packages, contracts and ACs

6.1.2.1
gsmSSF/gsmSCF ASN.1 module

CAP-gsmSSF-gsmSCF-pkgs-contracts-acs {itu-t(0) identified-organization(4) etsi(0) mobileDomain(0) umts-network(1) modules(3) cap-gsmSSF-gsmSCF-pkgs-contracts-acs(102) version4(3)}

DEFINITIONS ::= BEGIN

...

AssistHandoffssfToScfInvokable OPERATION ::= {


activityTest |


assistRequestInstructions {cAPSpecificBoundSet} |


cancel {cAPSpecificBoundSet} |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |

 

playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet} |


specializedResourceReport


}

AssistHandoffssfToScfReturnable OPERATION ::= {


activityTest |


assistRequestInstructions {cAPSpecificBoundSet} |


cancel {cAPSpecificBoundSet} |


connectToResource {cAPSpecificBoundSet} |


disconnectForwardConnection |

 

playAnnouncement {cAPSpecificBoundSet} |


promptAndCollectUserInformation {cAPSpecificBoundSet} |


resetTimer {cAPSpecificBoundSet}


}

...

–– First modified section ––

11.14
DisconnectForwardConnectionWithArgument procedure

11.14.1
General Description

The gsmSCF uses this operation to disconnect a connection to a resource (gsmSRF) established previously with a "ConnectToResource" or an "EstablishTemporaryConnection" operation.

11.14.1.1
Parameters

-
callSegmentID:

This parameter indicates the Call Segment to be disconnected from the resource.

11.14.2
Responding entity (gsmSSF)

11.14.2.1
Normal procedure

gsmSSF preconditions:

(1)
The basic call processing has been suspended at a DP. The CS_gsmSSF FSM in the initiating gsmSSF is in the state "Waiting_for_end_of_User_Interaction" or in the state "Waiting_for_end_of_Temporary_Connection".

gsmSSF postconditions:

(1)
The connection to the gsmSRF or assisting gsmSSF is released.

(2)
The CS_gsmSSF FSM transits to the state "Waiting_for_Instructions".

The receipt of "DisconnectForwardConnectionWithArgument" results in disconnecting the PE containing the gsmSRF from the specified Call Segment. It does not result in a release of the connection between the gsmSSF and the end-user.

On receipt of this operation, the gsmSSF shall perform the following actions:

-
The gsmSSF releases the connection to the assisting gsmSSF or the gsmSRF.

-
The gsmSSF loads Tssf with the default value and restarts Tssf.

-
The gsmSSF FSM transits to the state "Waiting_for_Instructions".

NOTE:
The successful disconnection from the gsmSRF causes the gsmSRF to transit to the state "Idle". A current order (e.g. "PlayAnnouncement" or "PromptAndCollectUserInformation") is cancelled and any queued order (e.g. "PlayAnnouncement" or "PromptAndCollectUserInformation") is discarded.

11.14.2.2
Error handling

Generic error handling for the operation related errors is described in clause 10 and the TC services which are used for reporting operation errors are described in clause 14.

–– End of CR ––
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