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The CN2 meetings have identified a number of open issues on TS 23.078 and TS 29.078. This document lists those open issues.

Non-IMS topics:

1. Barring/ODB for GPRS: How this is reported to SCP?
2. 29.078 is talking about “valid CSI”. In a SCP initiated new call (NC) case there is no CSI.
3. 
4. Is DisconnectLeg operation allowed at DP3 for enhanced dialled services? <N2-030235>
5. There are some connection view issues: If TDP2 services does CPH and creates new legs, the TDP3 service is not aware of these changes. TDP3 service sees leg1 and leg2, so it may try e.g. FCI(leg1) which may not exist. Also, there are SDL modelling problems, CS_gsmSSF2(TDP3) has no access to CS_gsmSSF1(TDP2).
6. Peculiar handling of line identification services. 22.078 can change CLIR in the NC case but not in NP case. 23.078 is not in line with that.
7. Abandon EDP-R has a problem. ISUP events are not taken into account. (Answer and Disconnect). This is an issue with CPH, in CAMEL3 it was not a big deal because call will be cleared anyway.
8. Refer to process CAMEL_ICA_MSC in TS 23.078, sheets 5(7) and 6(7). It has been noticed that there are two occurrences of the input signal Int_Midcall in the state Wait_For_Answer. There are also two occurrences of the input signal Release in that state. A few more signals are duplicated in certain states.

9. 
10. The usage of TNRy timer especially in follow-on calls. If the SCP provides a timer value, shall the MSC use this timer value a) when O/T_Answer is rearmed without a new timer value b) when O/T_Answer is not armed? According to SDLs, in CF cases the T-BCSM does not use it. The CAMEL_TNRY_start procedure is open for different interpretations.

11. No IANA package ID has been reserved for flexible tone purposes.
12. For which legID the resumption counter is incremented in DP2, DP3 and DP12? Shall Connect have the same legID at this DP? Is DisconnectLeg( leg2 ) a problematic case?
13. User Interaction at Alerting and Mid-Call shall be added. What happens when B answers (same or different CS)?
14. Flexible tone limit of 2s between burts may be too short. The limit is defined in 29.078. Time interval between bursts was 120s in stage 1.

15. SRI SCP-HLR interface may require a specific SCCP Translation Type (TT) if RoutingNumber is received due to MNP. Quite a national issue.
16. The Calling party location at alerting DP: Is this required? There are some inconsistencies at the moment.
17. SCUDIF interworking with CAMEL. 

· CPH applies to speech only. Until certain point in call, SCUDIF call is not known to be speech for sure.

· If there is CAMEL user interaction, will SCUDIF call fallback to speech?
IMS topics:

A. Timer handling in IMS, in general. (N2-030370)

