3GPP TSG CN WG3

Tdoc N3-010005

Meeting #15, Beijing, China

15th – 19th January 2001

Agenda item:
5
Document for:
Please do not forget the purpose (INFORMATION / APPROVAL / OTHER)
3GPP TSG-CN4

Tdoc N4-001077

#05 Meeting , Paris, FRANCE

13th November – 17th November 2000

Title:
LS providing comments to LS from CN3 on intersystem handover problem

Source:
TSG_CN WG4

To:
TSG_CN WG1, TSG_CN WG3

Cc:


Contact Person:


Name:
Jean-Alain Evenou

E-mail Address:
Jean-Alain.Evenou@alcatel.fr

Tel. Number:
+33 1 30773992
1. Introduction:

TSG CN WG4 thank TSG CN WG3 for their Liaison Statement (Tdoc N3-000549) on the intersystem handover problem.

TSG CN WG4 have analyzed the problem and is on the opinion that this is already dealt with in the current stage 2 specification TS 23.009 (Handover procedures (Release 1999)) as explained below.

TSG CN WG4 understand from SDLs in TS 23.009 that, after an inter-MSC handover from 3G MSC-A to 3G MSC-B, a BSSMAP Handover Performed message is always sent on MAP-E interface by  3G MSC-B to 3G MSC-A in case of subsequent intersystem intra-MSC handover in  3G MSC-B, even if the previous inter-MSC handover were UMTS to UMTS. Besides, the text of TS 23.009 related to handover scenarios does not indicate that if the inter-MSC handover were performed using RANAP signalling on MAP-E then BSSMAP signalling cannot be used on MAP-E afterwards in case of a subsequent intersystem intra-MSC handover in 3G MSC-B. 

The Cell Identifier IE of the BSSMAP Handover Performed message should be used by 3G MSC-A to know whether the handover is to UTRAN (RNC Id given, or SAI if available) or to GSM BSS (Cell identity), and the Chosen Channel IE should be used by the 3G MSC-A to know the channel type in case of handover to GSM BSS.

For 3G MSC-B to inform 3G MSC-A of a subsequent intersystem intra-MSC handover after an UTRAN to UTRAN inter-MSC handover, TSG CN WG4 agreed that it is preferable to use the BSSMAP Handover Performed message over MAP-E rather than to introduce a new MAP message. 
2. Actions:

To TSG CN1:

ACTION: 
TSG CN WG4 ask TSG CN WG1 

· to confirm their understanding of TS 23.009,

· to include in TS 23.009 the scenarios related to subsequent intersystem intra-MSC handover in 3G MSC-B in accordance with the current SDL description.
3. Attachments:

None. 

4. The next CN4 meeting 

The next CN WG4 meeting will be held 15 – 19 January 2001 in Beijing, China 
