Page 1



3GPP TSG-CN WG3 Meeting #26 
Tdoc (
N3-020981
Bangkok, Thailand, 11th - 15th November 2002.

	CR-Form-v7

	CHANGE REQUEST

	

	(

	29.208
	CR
	015
	(

rev
	1
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	Re-Introduction of ‘Streaming Class’ to PCF QoS-Mapping 

	
	

	Source:
(

	T-Mobile

	
	

	Work item code:
(

	E2E QoS
	
	Date: (

	Nov. 5th, 2002

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Currently, all media flows with media type ‘audio’ or ‘video’ are mapped to a max. Authorization QoS of conversational class. Thus it is not possible to assign the max. Auth. QoS profile of traffic class ‘streaming’ to a media flow. 

	
	

	Summary of change:
(

	The rules which define the mapping of the SDP parameters and the max. authorized DiffServ PHB are changed to allow a mapping to conversational class in case of a request of a bi-directional session with media type ‘audio or video’, and to allow a mapping to streaming class in case of a uni-directional session with media type ‘audio or video’.

	
	

	Consequences if 
(

not approved:
	· wrong, unnecessary and even too high max. Authorized QoS would be assigned to a streaming session.
· potential waste of resources on the radio side, when assigning max. Authorized QoS of conversational class capabilities in case only streaming is required.

	
	

	Clauses affected:
(

	7.1.1 and 7.2.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

First amended section
7.1.1
SDP parameters to Authorized IP QoS parameters mapping in PCF

The QoS authorization is to be based on the parameters Maximum Authorized DiffServ PHB and Maximum Authorized Data Rate UL/DL.

The PCF shall use the mapping rules in table 7.1.1.1 to derive the Authorized IP QoS parameters Maximum Authorized Data Rate DL/UL and the Maximum Authorized DiffServ PHB from the SDP Parameters. In case of forking, the additional rule in section 7.3 shall apply.
Table 7.1.1.1: Rules for derivation of the Maximum Authorized Data Rates
and Maximum Authorized DiffServ PHB per media flow in the PCF
	Authorized IP QoS Parameter per media flow
	Derivation from SDP Parameters

	Maximum Authorized Data Rate DL (Max_DR_DL) and UL (Max_DR_UL) per media flow

(see note 1)
	IF a=recvonly THEN

      IF <SDP direction> = mobile originated THEN

             Direction:= downlink;

      ELSE /* mobile teminated */

             Direction:= uplink;

      ENDIF;

ELSE

      IF a=sendonly THEN

            IF <SDP direction> = mobile originated THEN

                  Direction: = uplink;

            ELSE /* mobile teminated */

                  Direction:= downlink;

            ENDIF;

      ELSE /*sendrecv or no direction attribute*/
            Direction:=both;

      ENDIF;

ENDIF;

IF b=AS:<bandwidth> is present THEN


IF Direction=downlink THEN



IF <transport>=”RTP/AVP” then 

                 Max_DR_UL:=0.025 * <bandwidth>;



      Max_DR_DL:=1.025 * <bandwidth>;



ELSE




Max_DR_UL:=0;



      Max_DR_DL:=<bandwidth>;



ENDIF;


ELSE

            IF Direction=uplink THEN




IF <transport>=”RTP/AVP” then 

      


Max_DR_UL:= 1.025 * <bandwidth>;




      Max_DR_DL:=0.025 * <bandwidth>;

                 ELSE


      

Max_DR_UL:=<bandwidth>;





Max_DR_DL:=0;




ENDIF;



 ELSE /*Direction=both*/



      Max_DR_UL:= 1.025 * <bandwidth>;

                 Max_DR_DL:= 1.025 * <bandwidth>;

            ENDIF;

      ENDIF;

ELSE

      bw:= as set by the operator;


IF Direction=downlink THEN

           Max_DR_UL:=0;



Max_DR_DL:=bw;


ELSE



IF Direction=uplink THEN




Max_DR_UL:=bw;

                 Max_DR_DL:=0;



ELSE /*Direction=both*/




Max_DR_UL:=bw;




Max_DR_DL:=bw;



ENDIF;


ENDIF;

ENDIF;

	Maximum Authorized DiffServ PHB [MaxClass] per media flow

(see note 2)
	CASE <media> OF

“audio”:
      MaxClass:=EF;           /*conversational*/
               IF a = (“sendonly” or “recvonly”) THEN MaxClass:=AF4;        /*streaming*/
“video”:
      MaxClass:=EF;           /*conversational*/
                IF a = (“sendonly” or “recvonly”) THEN MaxClass:= AF4;       /*streaming*/
“application”:
MaxClass:=EF;           /*conversational */
     IF a = (“sendonly” or “recvonly”) THEN MaxClass:= AF4;       /*streaming*/
“data”:

      MaxClass:=AF1;         /*interactive with priority 3*/

“control”:
      MaxClass:=AF3          /*interactive with priority 1*/ 


/*new media type*/

     OTHERWISE:
MaxClass:=BE;            /*background*/

END;


	NOTE 1:
For a RTP media flow the Maximum Authorized Bandwidth DL/UL are the sum of the RTP flow DL/UL and the associated RTCP flow DL/UL.

NOTE 2:
The Maximum Authorized Traffic Class for a RTCP flow is the same as the corresponding RTP flow.


Editor’s note:

Further clarification is required if the SDP b=AS:<bandwidth> parameter includes the bandwidth for RTCP.

The PCF shall per ongoing session store the Authorized IP QoS parameters per media flow.

When the GGSN requests the Authorized UMTS QoS parameters for an activated/modified PDP Context carrying one or more media flows (eventually with associated RTCP signalling), the PCF shall use the rules in table 7.1.1.2 to calculate the Authorized IP QoS parameters.

Table 7.1.1.2: Rules for calculating the Maximum Authorized Data Rate
and Maximum Authorized Diffserv PHB Parameters per Binding Information in the PCF
	Authorized IP QoS Parameter per Binding
	Calculation Rule

	Maximum Authorized Data Rate DL and UL per Binding Information
	Maximum Authorized Data Rate DL/UL per Binding Information is the sum of all Maximum Authorized Data Rate DL/UL per media flow for all the media flows identified by the Binding Information

IF Maximum Authorized Data Rate DL/UL per Binding Information > 2047 kbps THEN
    Maximum Authorized Data Rate DL/UL per Binding Information = 2047 kbps      /* See ref [8] */

END;

	Maximum Authorized Diffserv PHB per Binding Information
	Maximum Authorized Diffserv PHB per Binding Information = MAX [Maximum Authorized Diffserv PHB per media flow among all the media flows identified by the Binding Information

(The MAX function ranks the possible Maximum Authorized Diffserv PHB values as follows: "EF" > "AF4" > "AF3" > "BE")


7.1.2
Authorized IP QoS parameters to Authorized UMTS QoS parameters mapping in GGSN
The Translation/Mapping function in the GGSN shall derive the Authorized UMTS QoS parameters from the Authorized IP QoS parameters received from the PCF according to the rules in table 7.1.2.

Table 7.1.2: Rules for derivation of the Authorized UMTS QoS Parameters
from the Authorized IP QoS Parameters
	Authorized UMTS QoS Parameter
	Derivation from Authorized IP QoS Parameters

	Maximum Authorized Bandwidth DL and UL
	Maximum Authorized Bandwidth DL/UL = Maximum Authorized Data Rate DL/UL

	Maximum Authorized Traffic Class
	IF Maximum Authorized Diffserv PHB = "EF" THEN
     Maximum Authorized Traffic Class = "Conversational"

ELSEIF Maximum Authorized Diffserv PHB = "AF4" THEN
     Maximum Authorized Traffic Class = "Streaming"

ELSEIF Maximum Authorized Diffserv PHB = "AF3" THEN
     Maximum Authorized Traffic Class = "Interactive"

ELSE Maximum Authorized Traffic Class = "Background"
ENDIF ;


End of first amended section
Second amended section
7.2.2
SDP parameters to Authorized UMTS QoS parameters mapping in UE

If the PDP Context is activated or modified in an IMS context then it is recommended that the UE uses the mapping rules in table 7.2.2.1 to derive the Maximum Authorized Bandwidth UL/DL.

Table 7.2.2.1 also has a mapping rule for derivation of Maximum Authorized Traffic Class. In future releases this mapping rule may change. For the reason of future compatibility, the release 5 mapping rule is optional for the UE.
In the case this mapping rule is implemented then it is recommended that the UE use the mapping rule in table 7.2.2.1 to derive the Maximum Authorised Traffic Class from the SDP Parameters. 

When the maximum authorized  QoS for a media flow in forked responses is derived, the additional rule in section 7.3 shall apply.
Table 7.2.2.1: Rules for derivation of the Maximum Authorized Bandwidth DL/UL
and the Maximum Authorized Traffic Class per media flow in the UE
	Authorized UMTS QoS Parameter per media flow
	Derivation from SDP Parameters

	Maximum Authorized Bandwidth DL (Max_BW_DL) and UL (Max_BW_UL) per media flow
	/* Check if IMS context (the criteria for this check is an UE manufactures issue ) */
IF IMS context THEN


IF a=recvonly THEN

      IF <SDP direction> = mobile originated THEN

             Direction:= downlink;

      ELSE /* mobile teminated */

             Direction:= uplink;

      ENDIF;

ELSE;

      IF a=sendonly THEN

            IF <SDP direction> = mobile originated THEN

                  Direction: = uplink;

            ELSE /* mobile teminated */

                  Direction:= downlink;

            ENDIF;

      ELSE /*sendrecv or no direction attribute*/
            Direction:=both;

      ENDIF;

ENDIF;

IF b=AS:<bandwidth> is present THEN


IF Direction=downlink THEN



IF <transport>=”RTP/AVP” then 

                 Max_BW_UL:=0.025 * <bandwidth>;



      Max_BW_DL:=1.025 * <bandwidth>;



ELSE




Max_BW_UL:=0;



      Max_BW_DL:=<bandwidth>;



ENDIF;


ELSE

            IF Direction=uplink THEN




IF <transport>=”RTP/AVP” then 

      


Max_BW_UL:= 1.025 * <bandwidth>;




      Max_BW_DL:=0.025 * <bandwidth>;

                 ELSE


      

Max_BW_UL:=<bandwidth>;





Max_BW_DL:=0;




ENDIF;



 ELSE /*Direction=both*/



      Max_BW_UL:= 1.025 * <bandwidth>;

                 Max_BW_DL:= 1.025 * <bandwidth>;

            ENDIF;

      ENDIF;

ELSE

      bw:= as set by the UE manufacturer;


IF Direction=downlink THEN


      Max_BW_UL:=0;



Max_BW_DL:= bw;


ELSE



IF Direction=uplink THEN




Max_BW_UL:= bw;

     
           Max_BW_DL:=0;



ELSE /*Direction=both*/




Max_BW_UL:= bw;




Max_BW_DL:= bw;



ENDIF;


ENDIF;

ENDIF;

 
ELSE
    No authorization is done ;
ENDIF ;

	Maximum Authorized Traffic Class [MaxTrafficClass] per media flow
	/* Check if IMS context (the criteria for this check is an UE manufactures issue ) */
IF IMS context THEN

     CASE <media> OF


      “audio”:
      MaxTrafficClass:=conversational;
                             IF a = (“sendonly” or “recvonly”) THEN MaxTrafficClass:=streaming;
            “video”:
      MaxTrafficClass:=conversational;
                             IF a = (“sendonly” or “recvonly”) THEN MaxTrafficClass:=streaming;

      “application”:
MaxTrafficClass:=conversational;
                             IF a = (“sendonly” or “recvonly”) THEN MaxTrafficClass:=streaming;

      “data”:

      MaxTrafficClass:=interactive with priority 3;


      “control”:
      MaxTrafficClass:=interactive with priority 1; 


      /*new media type*/

           OTHERWISE:
MaxTrafficClass:=background;

     END;
ELSE
    No authorization is done ;
ENDIF ;


End of second amended section
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