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7.2.3.1.3 Sending of COT
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Figure 5: Sending of COT

When the requested preconditions in the IMS have been met and the IAM has already been sent, then the Continuity message is sent indicating “successful” 

*****   NEXT AMENDED SECTION   *****

7.2.3.1.11
Internal through connection of the bearer path  

The I-MGCF will through connect the internal switch path in both directions when the requested preconditions in the IMS have been met.

*****   NEXT AMENDED SECTION   *****
7.2.3.2.1
Sending of INVITE 
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Figure 12: Receipt of an IAM (En bloc case)
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Figure 13: Receipt of an IAM (Overlap case)

After initiating the normal incoming BICC/ISUP call establishment procedures, determining the end of address signalling and selecting to route the call to the IMS domain, the O‑MGCF shall send the initial INVITE with pre-conditions. Only calls with Transmission Requirements of speech or 3.1kHz audio will be routed to the IMS domain, all other types of call attempts will be rejected.

*****   NEXT AMENDED SECTION   *****
7.2.3.2.3
Sending of UPDATE 
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Figure 14: Receipt of COT.

When the requested preconditions in the IMS have been met and outstanding continuity procedures successfully completed the UPDATE is sent confirming that all the required preconditions have been met.

*****   NEXT AMENDED SECTION   *****
7.2.3.1.10
Internal through connection of the bearer path  

The I-MGCF will through connect the internal switch path in both directions when:

· the requested preconditions in the IMS have been met, and

· the bearer set-up procedure is successfully completed.

*****   NEXT AMENDED SECTION   *****
7.2.3.1.3   Sending of COT
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Figure 5: Sending of COT

When the requested preconditions in the IMS have been met and the IAM has already been sent, then the Continuity message is sent indicating “successful” 

*****   END OF AMENDED SECTIONS   *****
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