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-- -------------------------------------------------------------

--

-- 3GPP Go Reports

--

-- PRCs for carrying the Decision enforcement result sent from PEP to PDF,

-- carried using the COPS REPORT message.

-- These PRCs include support for the success or failure of the PEP in

-- carrying out the PDF's decision or -change of the state in the GGSN.

-- 

   go3gppReportTable OBJECT-TYPE 

       SYNTAX         SEQUENCE OF Go3gppReportEntry 

       PIB-ACCESS     notify  

       STATUS         current 

       DESCRIPTION 

           "This table represents the success or failure of the decision enforcement and

           state changes in the PEP." 

       ::= { go3gppReportClasses 1 } 

   go3gppReportEntry OBJECT-TYPE 

       SYNTAX         Go3gppReportEntry 

       STATUS         current 

       DESCRIPTION 

           "" 

       PIB-INDEX { go3gppReportPrid } 

       UNIQUENESS { }   

       ::= { go3gppReportTable 1 } 

   Go3gppReportEntry ::= SEQUENCE { 

           go3gppReportPrid       InstanceId, 

           go3gppReportStatus     INTEGER,

           go3gppReportDetails    Prid }

   go3gppReportPrid OBJECT-TYPE 

       SYNTAX         InstanceId 

       STATUS         current 

       DESCRIPTION 

           "An arbitrary integer index that uniquely identifies an 

           instance of the go3gpgReport class." 

           ::= { go3gppReportEntry 1 } 

   go3gppReportStatus OBJECT-TYPE 

       SYNTAX         INTEGER {

                                success (1),

                                failure (2),

                                usage   (3) }

       STATUS         current 

       DESCRIPTION 

           "When Status is:

              success: Indicates the successful implementation of the

                       decision.

                       go3gppReportDetails:

                         Reference an instance of go3gppRprtGPRSChrgInfo 

                         for initial authorization request decision;

                         References nothing otherwise (contains the value

                         zeroDotZero).

              Failure: Indicates the failure of implementing the decision.

                       go3gppReportDetails may references an Error object,

                       or may have the value zeroDotZero when no error

                       object is needed, in which case COPS and COPS-PR

                       error codes and error objects are sufficient.

              Usage:   go3gppReportDetails references an instance of

                       go3gppRprtUsage class."

       ::= { go3gppReportEntry 2 } 

   go3gppReportDetails OBJECT-TYPE 

       SYNTAX         Prid 

       STATUS         current 

       DESCRIPTION 

           "May reference an instance of go3gppRprtGPRSChrgInfo,

           go3gppRprtError(not defined), or go3gppRprtUsage class,

           or may have the value of zeroDotZero depending on the value of

           go3gppReportStatus."

       ::= { go3gppReportEntry 3 } 

   go3gppRprtGPRSChrgInfoTable OBJECT-TYPE 

       SYNTAX         SEQUENCE OF Go3gppRprtGPRSChrgInfoEntry 

       PIB-ACCESS     notify  

       STATUS         current 

       DESCRIPTION 

           "This table represents the GPRS Charging information" 

       ::= { go3gppReportClasses 2 } 

   go3gppRprtGPRSChrgInfoEntry OBJECT-TYPE 

       SYNTAX         Go3gppRprtGPRSChrgInfoEntry 

       STATUS         current 

       DESCRIPTION 

           "This entry represents the GPRS Charging Identifier and GGSN address." 

       PIB-INDEX { go3gppRprtGPRSChrgInfoPrid } 

       UNIQUENESS { go3gppRprtGPRSChrgInfoAddrType,

                    go3gppRprtGPRSChrgInfoGGSNAddr,

                    go3gppRprtGPRSChrgInfoGCID }   

       ::= { go3gppRprtGPRSChrgInfoTable 1 } 

   Go3gppRprtGPRSChrgInfoEntry ::= SEQUENCE { 

           go3gppRprtGPRSChrgInfoPrid       InstanceId, 

           go3gppRprtGPRSChrgInfoAddrType   InetAddressType,

           go3gppRprtGPRSChrgInfoGGSNAddr   InetAddress,

           go3gppRprtGPRSChrgInfoGCID       OCTET STRING }

   go3gppRprtGPRSChrgInfoPrid OBJECT-TYPE 

       SYNTAX         InstanceId 

       STATUS         current 

       DESCRIPTION 

           "An arbitrary integer index that uniquely identifies an 

           instance of the go3gpgRprtGPRSChrgInfo class." 

           ::= { go3gppRprtGPRSChrgInfoEntry 1 } 

   go3gppRprtGPRSChrgInfoAddrType OBJECT-TYPE    

       SYNTAX         InetAddressType 

       STATUS         current 

       DESCRIPTION 

           "The address type enumeration value to specify  

            the type of the packet's IP address." 

       REFERENCE

           "Textual Conventions for Internet Network Addresses [INETADDR]."

       ::= { go3gppRprtGPRSChrgInfoEntry 2 }

   go3gppRprtGPRSChrgInfoGGSNAddr OBJECT-TYPE 

       SYNTAX         InetAddress 

       STATUS         current 

       DESCRIPTION 

           "Contains the IP Address of the GGSN providing the GCID

           upon successful handling of an Authorization Request." 

       REFERENCE

           "Textual Conventions for Internet Network Addresses [INETADDR]."

           ::= { go3gppRprtGPRSChrgInfoEntry 3 } 

   go3gppRprtGPRSChrgInfoGCID OBJECT-TYPE 

       SYNTAX         OCTET STRING 

       STATUS         current 

       DESCRIPTION 

           "The GPRS Charging ID related to this Authorization Request."

       ::= { go3gppRprtGPRSChrgInfoEntry 4 } 
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