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7.2.3.1.3
Sending of COT
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Figure 5: Sending of COT

When the requested preconditions in the SIP network have been met and the IAM has already been sent, then the Continuity message is sent indicating “successful” 

7.2.3.1.4
Sending of 180 Ringing

The I-MGCF shall send the SIP 180 Ringing when receiving any of the following messages:

· ACM with Called party's status indicator set to subscriber free
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Figure 6: The receipt of ACM

· CPG with Event indicator set to alerting
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Figure 7: Receipt of CPG (Alerting)
Next modified section
7.2.3.1.6
Sending of the Release message (REL)

The following are possible triggers for sending the Release message:

· Receipt of the BYE method
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Figure 10: Receipt of the Bye method

· Receipt of the CANCEL method
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Figure 11: Receipt of Cancel method
· Additional triggers are contained in Table 10.
7.2.3.1.7

Coding of the REL

Table 8: Coding of REL

	SIP Message (
	REL (

	Request
	cause parameter

	BYE
	Cause value No. 16 (normal clearing)

	CANCEL
	Cause value No. 31 (normal unspecified)


7.2.3.1.8
Receipt of the Release Message

If the REL message is received and a final response (i.e. 200 OK (INVITE)) has already been sent, the I-MGCF shall send a BYE message. 
NOTE:
A ccording to SIP procedures, in the case that the REL message is received and a final response (e.g. 200 OK (INVITE)) has already been sent (but no ACK has been received) on the incoming side of the I- MGCF then the I- MGCF does not send a 487 Request terminated and instead waits until the ACK is received before sending a BYE message,.

If the REL message is received and the final response (i.e. 200 OK (INVITE)) has not already been sent, the I- MGCF shall send Status-Code 4xx (Client Error) or 5xx(Server Error). The Status code to be sent is determined by examining the Cause code value received in the REL message. Table 9 specifies the mapping of the cause code values, as defined in ITU-T Q.850 [38], to SIP response status codes.


Table 9: Receipt of the Release message (REL)

	(SIP Message 
	( REL

	Status code
	Cause parameter

	404 Not Found
	Cause value No. 1 (unallocated (unassigned) number)

	503 Service unavailable
	Cause value No 2  (no route to network)

	503 Service unavailable
	Cause value No   3  (no route to destination)

	503 Service unavailable
	Cause value No. 4 (Send special information tone)FFS

	404 Not Found
	Cause value No. 5 (Misdialled trunk prefix)FFS

	486 Busy Here
	Cause value No. 17 (user busy)

	480 Temporarily unavailable
	Cause value No   (18 no user responding)

	480 Temporarily unavailable
	Cause value No   19 (no answer from the user)

	480 Temporarily unavailable
	Cause value No. 20 (subscriber absent)

	503 Temporarily unavailable
	Cause value No   21 call rejected

	410 Gone
	Cause value No   22 number changed

	480 Temporarily unavailable
	Cause value No   25 (Exchange routing error)

	502 Bad Gateway
	Cause value No   27 (destination out of order)

	503 Service unavailable
	Cause value No   29 (facility rejected)

	484 Address Incomplete
	Cause value No. 28 invalid number format (address incomplete)

	480 Temporarily unavailable
	Cause value No   31 (normal unspecified) (class default)

	486 Busy here if Diagnostics indicator includes the (CCBS indicator = CCBS possible)

else 480 Temporarily unavailable
	Cause value in the Class 010 (resource unavailable, Cause value No   34)

	503 Service unavailable
	Cause value in the Class 010
(resource unavailable, Cause value No’s. 38, 41, 42, 43, 44, & 47) (47 is class default)

	503 Service unavailable
	Cause value No   57 (bearer capability not authorised)

	503 Service unavailable
	Cause value No   58 (bearer capability not presently)

	503 Service unavailable
	Cause value No   63 (service option not available, unspecified)

	503 Service unavailable
	Cause value in the Class 100 (service or option not implemented, Cause value No’s. 65, 70 & 79) 79 is class default

	503 Service unavailable
	Cause value No   88 (incompatible destination)

	404 Not Found
	Cause value No   91 (invalid transit network selection)

	503 Service unavailable
	Cause value No   95 (invalid message)

	503 Service unavailable
	Cause value No   97 (Message type non-existent or not implemented)

	503 Service unavailable
	Cause value No   99 (information element/parameter non-existent or not implemented))

	503 Service unavailable
	Cause value No. 102 (recovery on timer expiry)

	503 Service unavailable
	Cause value No   110 (Message with unrecognised Parameter, discarded)

	503 Service unavailable
	Cause value No. 111 (protocol error, unspecified)

	503 Service unavailable
	127 (interworking unspecified)


7.2.3.1.9
Receipt of RSC, GRS or CGB (H/W oriented)

If a RSC, GRS or CGB (H/W oriented) message is received after an initial address message has been sent for that circuit and after at least one backward message relating to that call has been received then:

1) If the final response (i.e. 200 OK (INVITE)) has already been sent, the I-MGCF shall send a BYE message. 

2) If the final response (i.e. 200 OK (INVITE)) has not already been sent, the I-MGCF shall send a SIP response with Status-Code 480 Temporarily Unavailable.
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