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7.4.2.2
Outgoing Call Interworking from BICC/ISUP to SIP at O-MGCF

7.4.2.2.1
IAM to INVITE interworking (ISUP to SIP calls)

The O-MGCF determines that the COLP service has been requested by the calling party by parsing the "Optional Forward Call Indicators" field of the incoming IAM. If the "Connected Line Identity Request indicator" is set to "requested" then the BICC/ISUP to SIP interworking node shall ensure that any backwards "connected party" information is interworked to the appropriate parameters of the ISUP ANM or CON message sent backwards to the calling party as detailed within this clause. 

The O-MGCF has to store the status of the "Connected Line Identity Request indicator".

7.4.2.2.2
1XX to ANM or CON interworking

If the P-Asserted-Identity header field is included within a 1XX SIP response, the identity shall be stored within the O-MGCF together with information about the SIP dialogue of the 1XX SIP response and be included within the ANM or CON message. In accordance with ISUP procedures a connected number shall not be included within the ACM message. The mapping of the of the P-Asserted-Identity and Privacy header fields is shown in tables 23 and 24. 

7.4.2.2.3
200 OK (INVITE) to ANM/CON interworking

Tables 23 and 24 specify the interworking required in the case when the calling party has invoked the COLP service. The tables also indicate the interworking procedures required if the calling party has invoked the COLP service and the called party has or has not invoked the COLR service.
If no P-Asserted-Identity header field is provided within the 200 OK (INVITE) message, the stored information previously received in last provisional 1XX response of the same SIP dialogue shall be used.
Note: Due to forking, other P-Asserted-Identities may have been received in different SIP dialogues.
If the Calling Party has requested the COLP service (as indicated by the stored request status) but the 200 OK (INVITE) and previous 1XX provisional responses do not include a P-Asserted-Identity header field, the O-MGCF shall set up a network provided Connected Number with an Address not Available indication. 

If the P-Asserted-Identity is available then the Connected number has to be setup with the screening indication network provided. The mapping of the P-Asserted-Identity and Privacy (if available) is shown in table 24.

Table 23 – Connected number parameter mapping

	( ANM/CON
	( 200 OK INVITE

	Connected Number (Network Provided)
	P-Asserted-ID

	Address Presentation Restriction Indication
	Privacy Value Field


Table 24: Mapping of P-Asserted-Identity and privacy headers to the ISUP/BICC connected number parameter

	SIP component
	Value
	BICC/ISUP parameter / field
	Value

	P-Asserted-Identity header field (note 1)
	 E.164 number
	Connected Number
	

	
	Number incomplete indicator 
	 "Complete" 

	
	Numbering Plan Indicator
	"ISDN/Telephony (E.164)"

	
	Nature of Address Indicator
	If CC encoded in the URI is equal to the CC of the country where MGCF is located AND the next BICC/ISUP node is located in the same country then

set to "national (significant) number"

else set to "international number"



	
	Address Presentation Restricted Indicator (APRI)
	Depends on priv-value in Privacy header.

	
	Screening indicator 


	Network Provided

	Addr-spec


	"CC” “NDC” “SN" from the URI


	Address signal
	if NOA is “national (significant) number” then set to

“NDC” + “SN” 

If NOA is “international number” 

Then set to “CC”+” NDC”+”SN”

	Privacy header field is not present
	
	APRI
	Presentation allowed

	Privacy header field
	priv-value
	APRI
	"Address Presentation Restricted Indicator"

	priv-value 


	"header”
	APRI 
	Presentation restricted

	
	"user"
	APRI
	Presentation restricted



	
	"none" 
	APRI
	Presentation allowed

	
	"id" 
	APRI
	Presentation restricted

	Note 1:
It is possible that a P-Asserted –Identity header field includes both a TEL URI and a SIP or SIPS URI. In this case, the TEL URL is used.
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