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Email to 3GPP_TSG_CN_WG3@LIST.ETSI.ORG on Wednesday, 17/03/2004:

Dear CN3 delegates,

I would like to give you a short notice to inform you about the results of CN #23 plenary related to CN3 matters:

1. 
CN3's status report given in NP-040119 was noted. It is an update of NP-040077 in order to reflect the comments received via the CN3 mailing list. The meeting report of CN3#31 (Atlanta) by MCC provided in NP-040078 was also noted.

2. 
The liaison statements sent by CN3 are contained in NP-040079. They were noted.

3. 
CN3's change requests provided in the documents NP-040080 – NP-040084 were approved as provided by CN3.

4. 
NP-040085 (N3-040114: CR 29.061 on IMEISV Passed on the Gi Interface) was revised to NP-040148 and approved.

5. 
NP-040086 (N3-040115: CR 23.172 on Network-Initiated Service Change) was revised to NP-040147 and approved under the condition that the related CR by SA1 specifying the requirements will be approved by SA#23.

6. 
The revisions of the CRs were necessary due to failures in the cover sheet. The content of the CRs was not changed. Main reasons for revisions and comments were:-

- the revised clauses in the CR were not inline with the cover sheet information under “clauses affected”

- the wrong WI code was used

- the information under “consequences if not approved” were very weak; consequences have to be defined in detail; it is not sufficient to refer to inconsistent specifications or to possible misinterpretation; it is necessary to describe what can go wrong.

7. 
CN#23 has approved the updated WID on “IMS Stage-3 Enhancements” (NP-040034) that has some impact on CN3. It was added that CN1 has to specify the end-to-end aspects for interworking with other IP networks; especially the SIP and SDP parts. CN3 has to review the related WID on “Interworking between IMS and IP networks” in order to reflect the new work split. The new work split is a result of CN3’s work provided in TR 29.962 and the subsequent decisions based to this study.

8. 
T-Mobile presented a discussion document proposing to use Diameter on the PDG Wi and the GGSN Gi interface (NP-040118). CN#23 recommended presenting this document to CN3. The need for a new WID was considered as very likely.

9. 
IETF has provided 3GPP with a range of command codes for Diameter and assumes that 3GPP is dealing with them in the same manner as IETF is doing it (same code is always used in the same sense on the different reference points). IETF also specifies that per vendor ID AVP codes should be unique. The number of reference points which are based on Diameter is increasing (and now split over 3 WGs). AVP’s are usually identified by vendor ID and AVP code, application IDs assigned to each interface by IANA are not taken into account when evaluating the AVP. Therefore, CN#23 has endorsed that CN4 should take over a coordinating role. CN4 will create a specification which is used to realise the coordination. Related contributions are expected for the CN4 next meeting. CN4 will maintain the code allocation for Diameter and will also be responsible for the coordination and communication with IETF regarding Diameter. CN3 has to follow this policy.

Best Regards

Norbert
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