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1
Scope

The present document defines the requirements for Packet Domain interworking between a:

a)
PLMN and PDN;

b)
PLMN and PLMN. 

The present document is valid for a PLMN in A/Gb mode as well as for a PLMN in Iu mode. If text applies only for one of these systems it is explicitly mentioned by using the terms "A/Gb mode" and "Iu mode". Please note, that the A interface does not play any role in the scope of the present document although the term "A/Gb mode" is used.
The present document also defines, in clause 17, the protocol for the Gmb interface.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
Void.

[2]
3GPP TS 22.060: "General Packet Radio Service (GPRS); Service Description; Stage 1".

[3]
3GPP TS 23.060: "General Packet Radio Service (GPRS); Service Description; Stage 2".

[4]
Void.

[5]
Void.

[6]
Void.

[7]
Void.

[8]
Void.

[9]
Void.

[10]
3GPP TS 27.060: "Packet Domain; Mobile Station (MS) supporting Packet Switched services".

[11]
ITU-T Recommendation E.164: "The international public telecommunication numbering plan".

[12]
Void.

[13]
Void.

[14]
Void.

[15]
IETF RFC 768 (1980): "User Datagram Protocol" (STD 6).

[16]
IETF RFC 791 (1981): "Internet Protocol" (STD 5).

[17]
IETF RFC 792 (1981): "Internet Control Message Protocol" (STD 5).

[18]
IETF RFC 793 (1981): "Transmission Control Protocol" (STD 7).

[19]
IETF RFC 1034 (1987): "Domain names - concepts and facilities" (STD 7).

[20]
Void.

[21a]
IETF RFC 1661 (1994): "The Point-to-Point Protocol (PPP)" (STD 51).

[21b]
IETF RFC 1662 (1994): "PPP in HDLC-like Framing".

[22]
IETF RFC 1700 (1994): "Assigned Numbers" (STD 2).

[23]
3GPP TS 44.008: "Mobile radio interface layer 3 specification; Core Network protocols; Stage 3".

[24]
3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface".

[25]
IETF RFC 2794 (2000): "Mobile IP Network Address Identifier Extension for IPv4", P. Calhoun, C. Perkins.

[26]
IETF RFC 2131 (1997): "Dynamic Host Configuration Protocol".

[27]
IETF RFC 1542 (1993): "Clarification and Extensions for the Bootstrap Protocol".

[28]
IETF RFC 2373 (1998): "IP Version 6 Addressing Architecture".

[29]
IETF RFC 2462 (1998): "IPv6 Stateless Address Autoconfiguration".

[30]
IETF RFC 2002 (1996): "IP Mobility Support", C. Perkins.

[31]
IETF RFC 2486 (1999): "The Network Access Identifier", B. Aboba and M. Beadles.

[32]
IETF RFC 1112 (1989): "Host extensions for IP multicasting", S.E. Deering.
[33]
IETF RFC 2236 (1997): "Internet Group Management Protocol, Version 2", W. Fenner.

[34]
IETF RFC 2362 (1998): "Protocol Independent Multicast-Sparse Mode (PIM‑SM): Protocol Specification", D. Estrin, D. Farinacci, A. Helmy, D. Thaler, S. Deering, M. Handley, V. Jacobson, C. Liu, P. Sharma, L. Wei

[35]
IETF RFC 1075 (1988): "Distance Vector Multicast Routing Protocol", D. Waitzman, C. Partridge, S.E. Deering.

[36]
IETF RFC 1585 (1994): "MOSPF: Analysis and Experience", J. Moy.

[37]
IETF RFC 2290 (1998): "Mobile-IPv4 Configuration Option for PPP IPCP", J. Solomon, S. Glass.

[38]
IETF RFC 2865 (2000): "Remote Authentication Dial In User Service (RADIUS)", C. Rigney, S. Willens, A. Rubens, W. Simpson.

[39]
IETF RFC 2866 (2000): "RADIUS Accounting", C. Rigney, Livingston.

[40]
3GPP TS 23.003: "Numbering, addressing and identification".

[41]
IETF RFC 3576 (2003): "Dynamic Authorization Extensions to Remote Authentication Dial In User Service (RADIUS)", M.Chiba, M.Eklund, D.Mitton, B.Aboba.

[42]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[43]
Void. 

[44]
IETF RFC 2461 (1998): "Neighbor Discovery for IP Version 6 (IPv6)", T. Narten, E. Nordmark, W. Simpson

[45]
IETF RFC 3118 (2001): "Authentication for DHCP Messages", R. Droms, W. Arbaugh.

[46]
IETF RFC 3315 (2003) "Dynamic Host Configuration Protocol for IPv6 (DHCPv6)", R. Droms, J. Bound, B. Volz, T. Lemon, C. Perkins, M. Carney.

[47]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP"

[48]
IETF RFC 2710 (1999): "Multicast Listener Discovery (MLD) for IPv6", S. Deering, W. Fenner, B. Haberman.

[49]
IETF RFC 2460 (1998): "Internet Protocol, Version 6 (IPv6) Specification", S.Deering, R.Hinden.

[50]
IETF RFC 3162 (2001): "RADIUS and IPv6", B. Adoba, G. Zorn, D. Mitton.

[51]
IETF RFC 2548 (1999): "Microsoft Vendor-specific RADIUS Attributes", G.Zorn.

[52]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[53]
3GPP TS 29.207: "Policy control over Go interface".

[54]
3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core Network protocols; Stage 3".

[55]
Void.

[56]
3GPP TS 29.208: "End to end Quality of Service (QoS) signalling flows".

[57]
Void.

[58]
IETF RFC 1035 (1987): "Domain names - implementation and specification" (STD 13).

[59]
Void.

[60]
IETF RFC 1771 (1995): "A Border Gateway Protocol 4 (BGP-4)".

[61]
IETF RFC 1825 (1995): "Security Architecture for the Internet Protocol".

[62]
IETF RFC 1826 (1995): "IP Authentication Header".

[63]
IETF RFC 1827 (1995): "IP Encapsulating Security Payload (ESP)".

[64]
IETF RFC 2044 (1996): "UTF-8, a transformation format of Unicode and ISO 10646".

[65]
3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS) Architecture and Functional Description".

[66]
IETF RFC 3588 "Diameter Base Protocol".
[67]
draft-ietf-aaa-diameter-nasreq-17.txt: "Diameter Network Access Server Application", work in progress.
[68]
3GPP TS 23.003: "Numbering, addressing and identification".
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