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****** FIRST MODIFIED SECTION ********

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:

Application Function (AF): element offering applications that require the control of IP bearer resources.

NOTE:
The AF is capable of communicating with the PDF to transfer dynamic QoS-related application information. One example of an AF is the P-CSCF of the IM CN subsystem.

AF Session: established by an application level signalling protocol offered by the AF that requires a session set-up with explicit session description before the use of the service. An AF session is composed of one or more Service Data Flows.

NOTE:
One example of an application session is an IMS session.

Attribute-Value Pair (AVP): See RFC 3588 [5], corresponds to an Information Element in a Diameter message.

Charging Rule: a set of information including the Service Data Flow Filters, and the Charging Key, for a single Service Data Flow (further details can be found in 3GPP TS 23.125 [2] clause 5.2).
Packet Flow: a specific user data flow carried through the Traffic Plane Function. A Packet Flow can be an IP flow.


Service Data Flow (SDF): aggregate set of Packet Flows. In the case of GPRS, it shall be possible that a Service Data Flow is more granular than a PDP context. From the AF point of view a Service Data Flow corresponds to a Diameter Session.

Service Data Flow Filter: a set of filter parameters used to identify one or more of the Packet Flows constituting a Service Data Flow. At least the following means for the Packet Flow identification shall be supported: source and destination IP address+port, transport protocol, or application protocol.
****** END OF CHANGES *******
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