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1
Scope

The present document provides the stage 3 specification of the Gx reference point. The functional requirements and the stage 2 specifications of the Gx reference point are contained in 3GPP TS 23.125 [3]. The Gx reference point is for provisioning service data flow based charging rules between the Traffic Plane Function (TPF) and the Charging Rules Function (CRF), also known as Service Data Flow Based Charging Rules Function.

The present document defines:

· the protocol to be used between TPF and CRF over the Gx reference point;

· the information to be exchanged between TPF and CRF over the Gx reference point.

Whenever it is possible the present document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible, extensions to Diameter are defined within the present document.
Flow based Charging related Callflows also covering the signalling on the Gx reference point are provided in 3GPP TS 29.211 [15].
2
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
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3GPP TS 23.002: "Network architecture".

[3]
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draft-ietf-aaa-diameter-cc-06.txt: "Diameter Credit-Control Application".
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3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".
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[14]
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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1], in 3GPP TS 23.125 [3] and the following apply:

Application Function (AF): element offering or mediating applications requiring IP bearer resources.
The AF is capable of communicating with the CRF to transfer dynamic charging rules related service information. One example of an AF is the P-CSCF of the IM CN subsystem.

Attribute-Value Pair: See IETF RFC 3588 [4], corresponds to an Information Element in a Diameter message.

Bearer Session: a unique association between CRF and TPF corresponding to one bearer.

NOTE:
For GPRS, a bearer session corresponds to one PDP context.

PDP Session: unique association of a subscriber with a network access service given by the combination of MSISDN, APN and IP address. A PDP session can consist of one or more PDP contexts (one primary and zero or more secondary)
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