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1. Overall description

CN3 has allocated the CN4 granted 3GPP specific AVP numbers as follows to the Gx interface defined in TS 29.210:

	AVP Code
	Attribute Name
	Data Type (defined in RFC 3588
	Specified in the TS 



	1000
	Bearer-Usage
	Enumerated
	29.210 [15]

	1001
	Charging-Rule-Install
	Grouped
	

	1002
	Charging-Rule-Remove
	Grouped
	

	1003
	Charging-Rule-Definition
	Grouped
	

	1004
	Charging-Rule-Base-Name
	OctetString
	

	1005
	Charging-Rule-Name
	OctetString
	

	1006
	Event-Trigger
	Enumerated
	

	1007
	Metering-Method
	Enumerated
	

	1008
	Offline
	Enumerated
	

	1009
	Online
	Enumerated
	

	1010
	Precedence
	Unsigned32
	

	1011
	Primary-CCF-Address
	DiameterURI
	

	1012
	Primary-OCS-Address
	DiameterURI
	

	1013
	RAT-Type
	Enumerated
	

	1014
	Reporting-Level
	Enumerated
	

	1015
	Secondary-CCF-Address
	DiameterURI
	

	1016
	Secondary-OCS-Address
	DiameterURI
	

	1017
	TFT-Filter
	IPFilterRule
	

	1018
	TFT-Packet-Filter-Information
	Enumerated
	

	1019
	ToS-Traffic-Class
	OctetString
	


CN3 has allocated the CN4 granted 3GPP specific Experimental Result Codes of type Permanent Failures as follows to the Gx interface defined in TS 29.210:

	Experimental Result Code
	Result text
	Specified in the TS

	5140
	DIAMETER_ERROR_INITIAL_PARAMETERS
	29.210 [15]

	5141
	DIAMETER_ERROR_TRIGGER_EVENT
	


2. Actions 
CN3 kindly asks CN4 to add these allocations to TS 29.230. 
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