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****** FIRST MODIFIED SECTION ********

5.1.5
Other Bearer Events 

If CRF receives a notification that a bearer is being established via the Gx interface and the CRF binds IP flow(s) described in the service information of an AF session to this bearer, and if the corresponding AF has requested a notification of bearer establishment from the CRF, the CRF shall send a RA-Request including the Specific Action AVP with the value set to INDICATION_OF_ESTABLISHMENT_OF_BEARER and shall indicate the affected IP flows with the Flows AVP(s) if not all IP flows within an AF session are affected.
NOTE: If the IP flow is being bound to several bearers, the AF will receive several of such notifications.
If notification that a bearer is modified to the bandwidth of 0 kbit via the Gx interface, and an AF with IP flow(s) bound to that bearer has requested a notification at the loss of a bearer, the CRF shall send a RA-Request with the value for the Specific-Action AVP set to INDICATION_OF_LOSS_OF_BEARER to this AF and shall indicate the affected IP flows with the Flows AVP(s) if not all IP flows within an AF session are affected.

NOTE: If an IP flow is bound to several bearers, the AF may receive several of such notifications.

If the the CRF receives a CRF receives a notification of a bearer  recovery  via the Gx interface, and an AF with IP flow(s) bound to that bearer has requested a notification at the recovery of a bearer, the CRF shall send a RA-Request with the value for the Specific-Action AVP set to INDICATION_OF_RECOVERY_OF_BEARER to this AF and shall indicate the affected IP flows with the Flows AVP(s) if not all IP flows within an AF session are affected.

NOTE: If an IP flow is bound to several bearers, the AF may receive several of such notifications.

****** NEXT MODIFIED SECTION ********

5.2.1
Provision of Service Information at session establishment

When receiving an AF session signalling message initiating a new AF session, the AF shall send the Service Information to the network by sending the AA-Request message. The AF shall include the corresponding Media-Component-Description AVP(s) into the message if the information is already available at the AF.  The AF may include the Flow-Grouping AVP(s) to indicate a particular way on how the Packet flows described within the service description are distributed to several bearers at the bearer establishment. The AF may also include the Specific-Action-Report AVP to request notification for certain bearer events, e.g., bearer termination or bearer establishment. 
****** NEXT MODIFIED SECTION ********

5.2.6
Other Bearer Events 

Upon the reception of a Re-Auth-Request including an Specific Action AVP indicating bearer establishment, loss of bearer or recovery of bearer, the AF will issue a Re-Auth-Answer as a response to the CRF. 
****** END OF CHANGES *******
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