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Reason for change:
(

Problem

The ASN.1 syntax of SS-CSI in MAP-MS-DataTypes contains duplicate parameters for csi-Active and notificationToCSE. These parameters are contained both on the main level of SS-CSI and on the level of sub parameter ss-CamelData.


A CSI shall have only one set of the parameters csi-Active and notificationToCSE, on the main ASN.1 level of that CSI.

Proposed Solution

The instances of csi-Active and notificationToCSE on the level of sub parameter ss-CamelData shall be removed.
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Correction to ASN.1 syntax of SS-CSI
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not approved:
Incorrect implementation of SS-CSI in MAP. 
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*** First Change ***
17.7
MAP constants and data types

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   ccitt identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version6 (6)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

...

< unmodified ASN.1 syntax >

...

SS-CSI ::= SEQUENCE {


ss-CamelData
SS-CamelData,


extensionContainer
ExtensionContainer
OPTIONAL,


...,


notificationToCSE
[0]
NULL

OPTIONAL,


csi-Active
[1]
NULL

OPTIONAL

--
notificationToCSE and csi-Active shall not be present when SS-CSI is sent to VLR.

--
They may only be included in ATSI/ATM ack/NSDC message.

}

SS-CamelData  ::= SEQUENCE {


ss-EventList
SS-EventList,


gsmSCF-Address
ISDN-AddressString,


extensionContainer
[0] ExtensionContainer
OPTIONAL, 


...

}


SS-EventList  ::= SEQUENCE SIZE (1..maxNumOfCamelSSEvents) OF SS-Code


-- Actions for the following SS-Code values are defined in CAMEL Phase 3:


-- ect

SS-Code ::= '00110001'B


-- multiPTY
SS-Code ::= '01010001'B


-- cd

SS-Code ::= '00100100'B


-- ccbs

SS-Code ::= '01000100'B


-- all other SS codes shall be ignored

maxNumOfCamelSSEvents INTEGER ::= 10

...

< unmodified ASN.1 syntax >

...
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