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7
Functional requirements of network entities

. . .

7.1
MO call

. . .

7.1.2
Functional requirements of VLR

7.1.2.1
Process OCH_VLR

7.1.2.2
Procedure Process_Access_Request_VLR

Sheet 1: it is a network operator decision (subject to MoU requirements) how often an MS should be authenticated.

Sheet 2: the process Subscriber_Present_VLR is described in 3GPP TS 29.002 [28].

Sheet 2: it is a network operator decision (subject to MoU requirements) whether a GSM connection should be ciphered. A UMTS connection shall always be ciphered.

Sheet 3: it is a network operator decision (subject to MoU requirements) how often an IMEI should be checked.

Sheet 3, sheet 4, sheet 5: the procedure CCBS_Report_MS_Activity is specific to CCBS; it is specified in 3GPP TS 23.093 [22].

Sheet 5: it is a network operator decision whether emergency calls are allowed from an ME with no SIM.

. . .

7.1.2.16
Procedure Check_OG_Barring

Sheet 3: if the VLR receives an Abort message from the MSC while it is awaiting a response from the process MAF018 or MAF019, the message is saved for handling after return from the procedure.

7.1.2.17
Process Update_Location_VLR

The procedure Update_HLR_VLR is described in 3GPP TS 23.012 [6].
. . .
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Figure 20a: Procedure Process_Access_Request_VLR (sheet 1)
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Procedure Process_Access_Request_VLR
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Figure 20b: Procedure Process_Access_Request_VLR (sheet 2)
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Procedure Check_OG_Barring
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Figure 34c: Procedure Check_OG_Barring (sheet 3)
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Figure XX: Process Update_Location_VLR
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