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**** Description of the problem ****
	
	HLR support CAMEL phases 1(+2)
	HLR supports CAMEL phases 1+2+3

	VLR supports CAMEL phases 1(+2)
	· ISD( SS-CSI )

· VLR deletes O-CSI
	· ISD( SS-CSI )

· VLR deletes O-CSI

	VLR supports CAMEL phases 1+2+3
	· ISD( SS-CSI )

· VLR does not delete O-CSI
	· DSD( O-CSI )

· VLR deletes O-CSI


The table above ilustrates what happens (according to the spec) if a subscriber has an O-CSI and SS-CSI, and O-CSI is deleted from the HLR.

ISD = InsertSubscriberData

DSD = DeleteSubscriberData, including specificCSIwithdraw parameter.Editor´s notes:

**** First modified Section ****
8.8.1
MAP-INSERT-SUBSCRIBER-DATA service

. . . 

8.8.1.3
Parameter use

. . . 

VLR CAMEL Subscription Info

This parameter is sent for subscribers who have CAMEL services which are invoked in the MSC. In CAMEL phase 1, this parameter contains only the O-CSI. In CAMEL Phase 2, this parameter may contain OCSI, SS-CSI and TIF-CSI. In CAMEL Phase 3, this parameter may contain O-CSI, D-CSI, SS-CSI, VT-CSI, SMS-CSI, M-CSI and TIF-CSI. In CAMEL Phase 2 TDP-Criteria for O-CSI may be associated with O-CSI. In CAMEL Phase 3, additionally, TDP-Criteria for VT-CSI may be associated with VT-CSI.. The VLR CAMEL Subscription Info is sent at location updating or when any information in the applicable CAMEL Subscription Info in the HLR has been changed.

At location updating, the complete set of VLR CAMEL Subscription Info is sent in one dialogue.

When CAMEL Subscription Information is changed in the HLR and changed data have to be sent to the VLR, then:

-
for CAMEL Phase 1 and CAMEL Phase 2, the complete set of VLR CAMEL Subscription Info is sent in one dialogue;

-
for CAMEL Phase 3, one or more specific elements of VLR CAMEL Subscription Info may be sent in one dialogue, or a complete set of VLR CAMEL Subscription Info. The parameter Modify Specific CSIs defines whether the VLR shall replace only the received CSIs or the complete set of VLR CAMEL Subscription Info. See also 3GPP TS 23.078.
When the VLR receives a specific element of VLR CAMEL Subscription Info, it shall overwrite the corresponding specific element of VLR CAMEL Subscription Info (if any) which it has stored for that subscriber.

The specific elements of VLR CAMEL Subscription Info which may be sent are:

-
VLR CAMEL Subscription Info which is applicable for CAMEL Phase 1 and CAMEL Phase 2, which consists of any one or more of:

-
O-CSI;

-
TDP-Criteria for O-CSI;

-
SS-CSI;

-
TIF-CSI.

-
D-CSI;

-
VT-CSI;

-
TDP-Criteria for VT-CSI;

-
SMS-CSI;

-
M-CSI.

If the VLR CAMEL Subscription Info is omitted in the Insert Subscriber Data operation the VLR shall keep the previously stored VLR CAMEL Subscription Info. Within one dialogue subsequent received data are interpreted as add-on data. If the VLR detects that there is overlapping in the information received within a dialogue, it shall send the error Unexpected Data Value. This parameter is used only by the VLR and if the SGSN receives this parameter it shall ignore it.

The VLR CAMEL Subscription Info may contain the TIF-CSI (Translation Information Flag) for CAMEL Phase 2 and 3. See 3G TS 23.072 for the use of this parameter and the conditions for its presence.

. . . 

SGSN CAMEL Subscription Info

The SGSN CAMEL Subscription Info is sent at GPRS location updating or when any information in the applicable SGSN CAMEL Subscription Info in the HLR has been changed. In CAMEL Phase 3, this parameter may contain one or both of GPRS-CSI and SMS-CSI.

At GPRS location updating the complete set of SGSN CAMEL Subscription Info is sent.

When CAMEL Subscription Information is changed in the HLR and changed data have to be sent to the SGSN, then one or more specific elements of SGSN CAMEL Subscription Info are sent in one dialogue.

When the SGSN receives a specific element of SGSN CAMEL Subscription Info, it shall overwrite the corresponding specific element of SGSN CAMEL Subscription Info (if any) which it has stored for that subscriber.

The specific elements of SGSN CAMEL Subscription Info which may be sent are:

-
SMS-CSI;

-
GPRS-CSI.

This parameter is used only by the SGSN and if the VLR receives this parameter it shall ignore it.

**** Next Modified Section ****
17.7
MAP constants and data types

17.7.1
Mobile Service data types

. . . 

InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL,



istAlertTimer
[26] IST-AlertTimerValue
OPTIONAL,



superChargerSupportedInHLR
[27] AgeIndicator
OPTIONAL,



mc-SS-Info
[28] MC-SS-Info
OPTIONAL,


cs-AllocationRetentionPriority
[29] CS-AllocationRetentionPriority

OPTIONAL,


sgsn-CAMEL-SubscriptionInfo
[17] SGSN-CAMEL-SubscriptionInfo
OPTIONAL,


chargingCharacteristics 
[18]
ChargingCharacteristics 
OPTIONAL

 }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if seqmentation is used

. . . 

SubscriberData ::= SEQUENCE {


msisdn

[1] ISDN-AddressString
OPTIONAL,


category

[2] Category
OPTIONAL,


subscriberStatus
[3] SubscriberStatus
OPTIONAL,


bearerServiceList
[4] BearerServiceList
OPTIONAL,


-- The exception handling for reception of unsupported / not allocated


-- bearerServiceCodes is defined in section 8.8.1


teleserviceList
[6] TeleserviceList
OPTIONAL,


-- The exception handling for reception of unsupported / not allocated


-- teleserviceCodes is defined in section 8.8.1


provisionedSS
[7] Ext-SS-InfoList
OPTIONAL,


odb-Data

[8] ODB-Data
OPTIONAL,


roamingRestrictionDueToUnsupportedFeature  [9] NULL
OPTIONAL,


regionalSubscriptionData
[10] ZoneCodeList
OPTIONAL,


vbsSubscriptionData
[11] VBSDataList
OPTIONAL,


vgcsSubscriptionData
[12] VGCSDataList
OPTIONAL,


vlrCamelSubscriptionInfo
[13] VlrCamelSubscriptionInfo
OPTIONAL


}

. . .

DeleteSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI,


basicServiceList
[1] BasicServiceList
OPTIONAL,


-- The exception handling for reception of unsupported/not allocated


-- basicServiceCodes is defined in section 6.8.2


ss-List

[2] SS-List
OPTIONAL,


roamingRestrictionDueToUnsupportedFeature [4] NULL
OPTIONAL,


regionalSubscriptionIdentifier
[5] ZoneCode
OPTIONAL,


vbsGroupIndication
[7] NULL

OPTIONAL,


vgcsGroupIndication
[8] NULL
 OPTIONAL,


camelSubscriptionInfoWithdraw
[9] NULL
 OPTIONAL,


extensionContainer
[6] ExtensionContainer OPTIONAL,


...,


gprsSubscriptionDataWithdraw
[10] GPRSSubscriptionDataWithdraw
OPTIONAL,


roamingRestrictedInSgsnDueToUnsuppportedFeature [11] NULL
OPTIONAL,


lsaInformationWithdraw
[12] LSAInformationWithdraw
OPTIONAL,


gmlc-ListWithdraw 
[13]
NULL

OPTIONAL,


istInformationWithdraw
[14] NULL

OPTIONAL,


specificCSI-Withdraw
[15] SpecificCSI-Withdraw
OPTIONAL }

SpecificCSI-Withdraw ::= BIT STRING {


o-csi (0),


ss-csi (1),


tif-csi (2),


d-csi (3),


vt-csi (4),


sms-csi (5),


m-csi (6),


gprs-csi(7)} (SIZE(8..32)) 

-- exception handling:

-- bits 8 to 31 shall be ignored if received

. . .

VlrCamelSubscriptionInfo ::= SEQUENCE {


o-CSI

[0] O-CSI

OPTIONAL,


extensionContainer
[1] ExtensionContainer
OPTIONAL,


...,


ss-CSI

[2] SS-CSI
OPTIONAL,


o-BcsmCamelTDP-CriteriaList
[4] O-BcsmCamelTDPCriteriaList
OPTIONAL,


tif-CSI

[3] NULL
OPTIONAL,


m-CSI

[5] M-CSI
OPTIONAL,


sms-CSI

[6] SMS-CSI
OPTIONAL,


vt-CSI

[7] T-CSI
OPTIONAL,


t-BCSM-CAMEL-TDP-CriteriaList
[8] T-BCSM-CAMEL-TDP-CriteriaList
OPTIONAL,


d-CSI

[9] D-CSI
OPTIONAL,

     modifySpecificCSIs                  [10] NULL
OPTIONAL}
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