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	Tdoc N4-01
	Title
	Source
	

	Approved LS
	1195
	Liaison Statement on PDP Context handling at Inter SGSN RA Update
	L.M. Ericsson (N4)
	Approved

	
	1196
	Liaison Statement on handling of AMR-WB in Core Networks
	Ericsson (N4)
	Approved

	
	1199
	Liaison Statement on AMR-WB and Legal Interception
	Nokia (N4)
	Approved

	
	1205
	LS to SA3, CC SA2 and CN1
	Hutchison3g
	Approved

	
	1205
	LS On the use of Network Domain Security for protection of SIP signalling messages 
	Hutchison3g (N4)
	Approved

	
	1206
	Reply to Liaison Statement on Usage of Private ID
	Siemens
	Approved

	
	1212
	Liaison Statement on AMR-WB and Charging
	Nokia (N4)
	Approved

	
	1217
	LS On the handling of the Protocol Configuration Options IE
	Lucent Technologies
	Approved

	
	1222
	LS to SA5, SA2 and CN2
	Alcatel(N4)
	Approved

	
	1234
	LS toRAN3 on Problems With RAB Assignment Modification
	(N4) Ericsson
	Approved

	
	1235
	LS to SA2: S-CSCF selection related information
	N4 (Nortel)
	Approved

	
	1236
	LS on Subscription Management
	Ericsson
	Approved

	
	
	
	
	

	Approved Wis
	1237
	IP Multimedia CN Subsystem, CSCF-HSS (Cx) interface WID
	Lucent Technologies et al.
	approved

	
	
	
	
	

	
	
	
	
	

	Approved CRs
	1029
	Clarification on LCS parameters in MAP
	Siemens
	Approved

	
	1030
	Clarification on LCS parameters in MAP
	Siemens
	Approved

	
	
	
	
	

	
	1031
	Clarification on LCS parameters in MAP
	Siemens
	Approved

	
	1034
	Clarification on the handling of the GTP MM Context IE
	Lucent Technologies
	Approved

	
	1041
	Missing connector in procedure Process_Call_Waiting_MSC
	Vodafone
	Approved

	
	1042
	Missing connector in procedure Process_Call_Waiting_MSC
	Vodafone
	Approved

	
	1043
	Handling of linked operations in the MAP protocol machine
	Vodafone
	Approved

	
	1044
	Alignment of SDL with text for procedure Process_Components in the MAP protocol machine
	Vodafone
	Approved

	
	1047
	Add APN.OI sub-field to the APN in PDP context IE
	NEC
	Approved

	
	1070
	Rules for TMSI partitioning
	L.M. Ericsson
	Approved

	
	1072
	CR 004 wrongly implemented
	L.M. Ericsson
	Approved

	
	1073
	Correct length of Add-Geographical Information 
	L.M. Ericsson
	Approved

	
	1074
	Correct length of Add-Geographical Information 
	L.M. Ericsson
	Approved

	
	1075
	Support for Radio Priority LCS
	L.M. Ericsson
	approved

	
	1077
	Correction of Bearer Modification Handling
	Ericsson L.M.
	Approved

	
	1079
	Removal of Reuse Idle Package
	Ericsson L.M.
	Approved

	
	1080
	Introduction of MGW Congestion Handling
	Ericsson L.M.
	Approved

	
	1082
	Correction of Handover/Relocation for Speech and Non-Speech Calls
	Ericsson L.M.
	approved

	
	1083
	Correction of Release Procedures
	Ericsson L.M.
	approved

	
	1084
	Clarification Of Use Of 3GUP package For PCM
	L.M. Ericsson
	approved

	
	1093
	Clarify encoding of RANAP parameters in MAP
	L.M. Ericsson
	Approved

	
	1094
	Clarify encoding of RANAP parameters in MAP
	L.M. Ericsson
	Approved

	
	1095
	Global replace of BSS-APDU with AN-APDU
	L.M. Ericsson
	Approved

	
	1096
	Global replace of BSS-APDU with AN-APDU
	L.M. Ericsson
	Approved

	
	1097
	Clarifications on long FTN
	L.M. Ericsson
	Approved

	
	1098
	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	approved

	
	1099

	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	Approved

	
	1100
	Specify usage of SS Version Indicator 
	L.M. Ericsson, NTC
	Approved

	
	1104
	Clarification of header marker setting for Error Indication
	Nortel
	approved

	
	1115
	Usage of SS Version Indicator
	NTC/

Ericsson
	Approved

	
	1116

	Usage of SS Version Indicator
	NTC/

Ericsson
	Approved

	
	1117
	Usage of SS Version Indicator
	NTC/

Ericsson
	Approved

	
	1145
	Correction of MO-LR procedure
	Nortel
	Approved

	
	1172
	Addition of RAB ID to Prepare Handover procedure
	Nokia
	Approved

	
	1173
	Addition of RAB ID to Prepare Handover procedure
	Nokia
	Approved

	
	1174
	Correction to the Allowed GSM Algorithms parameter
	Nokia
	Approved

	
	1175
	Correction to the Allowed GSM Algorithms parameter
	Nokia
	Approved

	
	1177
	Correction of references
	Siemens
	Approved

	
	1182
	Introduction of Global CN –ID definition
	L.M. Ericsson
	approved

	
	1182
	Introduction of Global CN –ID definition
	L.M. Ericsson
	approved

	
	1183
	Introduction of Global CN –ID definition
	L.M. Ericsson
	Approved

	
	1184
	Inclusion of H.248 Annex L 'error codes and service change reasons'
	L.M. Ericsson
	approved

	
	1189
	CUG-Info is not exported from 29.002
	(N2)Ericsson
	Approved

	
	1190
	CUG-Info is not exported from 29.002
	(N2) )Ericsson
	approved

	
	1194
	Relaying of Identification Request and SGSN Context Request message to another SGSN.
	L.M. Ericsson
	Approved

	
	1197
	Indication of deletion of CSI in Notify Subscriber Data Change
	Lucent Technologies
	Approved

	
	1198
	Indication of deletion of CSI in Notify Subscriber Data Change
	Lucent Technologies
	Approved

	
	1201
	Handling of Reconnect on Leg2 Disconnect
	(N2)Vodafone
	Approved

	
	1202
	Handling of Reconnect on Leg2 Disconnect
	(N2)Vodafone
	Approved

	
	1203
	Handling of Reconnect on Leg2 Disconnect
	(N2)Vodafone
	Approved

	
	1205
	LS On the use of Network Domain Security for protection of SIP signalling messages 
	Hutchison3g (N4)
	Approved

	
	1208
	Clarification on NSCD when data is withdrawn
	(N2)Alcatel
	Approved

	
	1209
	Clarification on NSCD when data is withdrawn
	(N2)Alcatel
	Approved

	
	1210
	Clarification of sending CAMEL information in stand alone ISD case
	(N2)Alcatel
	Approved

	
	1211
	Clarification of sending CAMEL information in stand alone ISD case
	(N2)Alcatel
	Approved

	
	1214
	Introduction of MGW Congestion Handling
	Ericsson L.M.
	approved

	
	1214
	Introduction of MGW Congestion Handling
	Ericsson L.M.
	approved

	
	1216
	Clarification on the handling of the GTP MM Context IE
	Lucent Technologie
	Approved

	
	1216
	Clarification on the handling of the GTP MM Context IE
	Lucent Technologie
	Approved

	
	1218
	Clarification on the GTP PDP context IE
	Lucent Technologies
	approved

	
	1219
	Clarification on the GTP PDP context IE
	Lucent Technologies
	approved

	
	1220
	GGSN address for control plane must not be changed in "Update PDP Context Response" (R99)
	Alcatel
	approved

	
	1221
	GGSN address for control plane must not be changed in "Update PDP Context Response" (R4)
	Alcatel
	approved

	
	1090
	Clarify encoding of RNC Id
	L.M. Ericsson
	Conditionaly approved

	
	1091
	Clarify encoding of RNC Id
	L.M. Ericsson
	Conditionaly approved

	
	1226
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1227
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1228
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1229
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1230
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1231
	Clarification of methodology for maintaining data consistency in Supercharger
	Nortel
	approved

	
	1232
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	Approved

	
	1233
	LCS/HO Location Reporting – UMTS to GSM and UMTS to UMTS
	Lucent Technologies
	Approved

	
	
	
	
	


