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8.3.1
Provide Roaming Number

The following information elements are required:

	Information element name
	Required
	Description

	IMSI
	M
	IMSI of the B subscriber (see 3GPP TS 23.003 [5]).

	MSC number
	M
	E.164 number which identifies VMSCB (see 3GPP TS 23.003 [5]).

	MSISDN
	O
	E.164 number which identifies the B subscriber. May be present if the HLR requires it to be included in the call data record and call forwarding purposes.

	LMSI
	C
	Local Mobile Subscriber Identity. Shall be present if the LMSI was sent to HLRB at location updating.

	GSM bearer capability
	C
	Information to define the GSM bearer capability required for the call. For alternate speech/fax, alternate speech/data or speech followed by data calls this information element shall contain two GSM bearer capabilities, as specified in 3GPP TS 24.008. May be present if the HLR can determine the required GSM bearer capability from ISDN compatibility information received in the Send Routeing Info message, or from the MSISDN if a multi-numbering scheme is used; otherwise shall be absent. If the ISDN BC and ISDN LLC IEs are present, the GSM bearer capability IE shall be absent.

	ISDN BC
	C
	ISDN bearer capability. May be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent. If the GSM bearer capability IE is present, the ISDN BC IE shall be absent.

	ISDN LLC
	C
	ISDN lower layer compatibility. May be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent. If the GSM bearer capability IE is present, the ISDN LLC IE shall be absent.

	ISDN HLC
	C
	ISDN higher layer compatibility. Shall be present if the HLR received it in the Send Routeing Info message, otherwise shall be absent.

	Alerting Pattern
	C
	Shall be present if the HLR has determined an alerting category or an alerting level for the MT call configuration; otherwise shall be absent.

	Pre-paging supported
	C
	Shall be present if the HLR has determined that pre-paging is supported in the GMSC and the HLR, otherwise shall be absent.
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