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Reason for change:
(

Megaco spesification (RFC 3015) says about ABNF syntax:

PackageName = NAME

  NAME        = ALPHA *63(ALPHA/ DIGIT / "_" )

  ALPHA       = %x41-5A / %x61-7A  ; A-Z / a-z

  DIGIT       = %x30-39
  ; 0-9

This means that the first character in the PackageID is a letter. 

In the 29.232 there is defined four UMTS packages which start with number 3. Because this can be seen conflicting with the RFC 3015 it is proposed that the UMTS  packageIDs will be corrected as follows:

3gup
->
threegup

3gcsd
->
threegcsd

3gtfoc
->
threegtfoc

3gxcg
->
threegxcg




Summary of change:
(

Package IDs are corrected according to RFC 3015.




Consequences if 
(

not approved:
Conflicting Package ID may cause coding differencies and therefore harm interworking of MSC servers and MGWs. 




Clauses affected:
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15.1.1, 15.1.2, 15.1.3, 15.1.4
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First modified section

***********************************************************
15.1.1
3GUP package.

PackageID: threegup (0x002f)

Version: 1

Extends: None

This package identifies that the User Plane package is used for the termination. It also contains some parameters for the User Plane functions in the MGW.

***********************************************************

Second modified section

***********************************************************

15.1.2
Circuit Switched Data package

PackageID: threegcsd (0x0030)

Version: 1

Extends: None

This package contains the information needed to be able to support GSM and UMTS Circuit Switched Data from the media gateway.

***********************************************************
Third modified section

***********************************************************
15.1.3
TFO package

The addition of text encoding for the TFO codec list is for further study.
PackageID: threegtfoc (0x0031)

Version: 1

Extends: None

This package defines events and properties for Tandem Free Operation (TFO) control. TFO uses inband signalling and procedures for Transcoders to enable compressed speech to be maintained between a tandem pair of transcoders. This package allows an MGW which has inserted a transcoder to support TFO.

***********************************************************
Fourth modified section

***********************************************************
15.1.4
3G Expanded Call Progress Tones Generator Package

PackageID: threegxcg (0x0032)

Version: 1

Extends: xcg version1

This package extends "Expanded Call Progress Tones Generator Package", as defined in ITU‑T Recommendation Q.1950 (see 3GPP TS 29.205 [7]). The package adds a new toneId for CAMEL prepaid warning tone.
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