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1. Introduction

In the last CN4 it agreed to have new AVPs for the addresses of the charging functions. The assumption in the SA5 is to use Diameter for both online and offline charging therefore it is proposed that DiameterURI is the format in which the addresses are carried over the Cx interface.

2. Proposal

The following changes are proposed for the TS 29.229.

Start of Modification
6.3.20
Primary-Event-Charging-Function-Name AVP

The Primary-Event-Charging-Function-Name AVP (AVP Code 20) is of type DiameterURI. This AVP contains the address of the Primary Event Charging Function. .

6.3.21
Secondary-Event-Charging-Function-Name AVP

The Secondary-Event-Charging-Function-Name AVP (AVP Code 21) is of type DiameterURI. This AVP contains the address of the Secondary Event Charging Function.
6.3.22
Primary-Charging-Collection-Function-Name AVP

The Primary-Charging-Collection-Function-Name AVP (AVP Code 22) is of type DiameterURI. This AVP contains the address of the Primary Charging Collection Function. 
6.3.23
Secondary-Charging-Collection-Function-Name AVP

The Secondary-Charging-Collection-Function-Name AVP (AVP Code 23) is of type DiameterURI. This AVP contains the address of the Secondary Charging Collection Function. 
End of Modification





















