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17.7
MAP constants and data types

17.7.1 Mobile Service data types

****** text removed for clarity ******

...

-- provide subscriber info types

ProvideSubscriberInfoArg ::= SEQUENCE {


imsi

[0] IMSI,


lmsi

[1] LMSI
OPTIONAL,


requestedInfo
[2] RequestedInfo,


extensionContainer
[3] ExtensionContainer
OPTIONAL,


...}

ProvideSubscriberInfoRes ::= SEQUENCE {


subscriberInfo
SubscriberInfo,


extensionContainer
ExtensionContainer
OPTIONAL,


...}

SubscriberInfo ::= SEQUENCE {


locationInformation
[0] LocationInformation
OPTIONAL,


subscriberState
[1] SubscriberState
OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


... ,


locationInformationGPRS
[3] LocationInformationGPRS
OPTIONAL,


ps-SubscriberState
[4] PS-SubscriberState
OPTIONAL,


imei


[5] IMEI

OPTIONAL,


ms-Classmark2
[6] MS-Classmark2
OPTIONAL,


gprs-MS-Class
[7] GPRSMSClass
OPTIONAL}

--
If the HLR receives locationInformation, subscriberState or ms-Classmark2 from an SGSN

--
it shall discard them.

--
If the HLR receives locationInformationGPRS, ps-SubscriberState or gprs-MS-Class from

--
a VLR it shall discard them.

--
If the HLR receives parameters which it has not requested, it shall discard them.

MS-Classmark2 ::= OCTET STRING (SIZE (3))


-- This parameter carries the value part of the MS Classmark 2 IE defined in 


-- 3GPP TS 24.008 [35].

GPRSMSClass ::= SEQUENCE {


mSNetworkCapability
[0] MSNetworkCapability,


mSRadioAccessCapability
[1] MSRadioAccessCapability
OPTIONAL


}

MSNetworkCapability ::= OCTET STRING (SIZE (1..8))


-- This parameter carries the value part of the MS Network Capability IE defined in 


-- 3GPP TS 24.008 [35].
MSRadioAccessCapability ::= OCTET STRING (SIZE (1..50))


-- This parameter carries the value part of the MS Radio Access Capability IE defined in


-- 3GPP TS 24.008 [35].
RequestedInfo ::= SEQUENCE {


locationInformation
[0] NULL

OPTIONAL,


subscriberState
[1] NULL

OPTIONAL,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


..., 


currentLocation
[3] NULL

OPTIONAL,


requestedDomain
[4] DomainType
OPTIONAL,


imei


[6] NULL

OPTIONAL,


ms-classmark
[5] NULL

OPTIONAL }

--
currentLocation shall be absent if locationInformation is absent

DomainType ::=  ENUMERATED {


cs-Domain

(0),


ps-Domain

(1),


...}

-- exception handling:

-- reception of values > 1 shall be mapped to 'cs-Domain'
LocationInformation ::= SEQUENCE {


ageOfLocationInformation
AgeOfLocationInformation
OPTIONAL,


geographicalInformation
[0] GeographicalInformation
OPTIONAL,


vlr-number
[1] ISDN-AddressString
OPTIONAL,


locationNumber
[2] LocationNumber
OPTIONAL,


cellGlobalIdOrServiceAreaIdOrLAI
[3] CellGlobalIdOrServiceAreaIdOrLAI
OPTIONAL,


extensionContainer
[4] ExtensionContainer
OPTIONAL,


... ,


selectedLSA-Id
[5] LSAIdentity
OPTIONAL,


msc-Number
[6] ISDN-AddressString
OPTIONAL,


geodeticInformation
[7] GeodeticInformation
OPTIONAL, 


currentLocationRetrieved
[8] NULL

OPTIONAL,


sai-Present
[9] NULL

OPTIONAL }

-- sai-Present indicates that the cellGlobalIdOrServiceAreaIdOrLAI parameter contains

-- a Service Area Identity.

-- currentLocationRetrieved shall be present 

-- if the location information were retrieved after a successfull paging.

LocationInformationGPRS ::= SEQUENCE {


cellGlobalIdOrServiceAreaIdOrLAI
[0] OCTET STRING (SIZE (5..7)) OPTIONAL,


routeingAreaIdentity
[1] RAIdentity
OPTIONAL,


geographicalInformation
[2] GeographicalInformation
OPTIONAL,


sgsn-Number
[3] ISDN-AddressString
OPTIONAL,


selectedLSAIdentity
[4] LSAIdentity
OPTIONAL,


extensionContainer
[5] ExtensionContainer
OPTIONAL,


...,


sai-Present
[6] NULL

OPTIONAL,


geodeticInformation
[7] GeodeticInformation
OPTIONAL,

currentLocationRetrieved
[8] NULL

OPTIONAL,


ageOfLocationInformation
[9] AgeOfLocationInformation
OPTIONAL }

-- cellGlobalIdOrServiceAreaIdOrLAI shall contain only the value part of the

-- CellGlobalIdOrServiceAreaIdOrLAI type. I.e. CellGlobalIdOrServiceAreaIdOrLAI CHOICE type

-- tag and length shall not be included.
-- sai-Present indicates that the cellGlobalIdOrServiceAreaIdOrLAI parameter contains

-- a Service Area Identity.

-- currentLocationRetrieved shall be present if the location information

-- was retrieved after successful paging.

RAIdentity ::= OCTET STRING (SIZE (6))

-- Routing Area Identity is coded in accordance with 3GPP TS 29.060 [105].

-- It shall contain the value part defined in 3GPP TS 29.060 only. I.e. the 3GPP TS 29.060

-- type identifier octet shall not be included.

GeographicalInformation ::= OCTET STRING (SIZE (8))

--
Refers to geographical Information defined in 3GPP TS 23.032.

--
Only the description of an ellipsoid point with uncertainty circle

--
as specified in 3GPP TS 23.032 is allowed to be used

--
The internal structure according to 3GPP TS 23.032 is as follows:

--

Type of shape (ellipsoid point with uncertainty circle)
1 octet

--

Degrees of Latitude



3 octets

--

Degrees of Longitude



3 octets

--

Uncertainty code



1 octet

GeodeticInformation ::= OCTET STRING (SIZE (10))

--
Refers to Calling Geodetic Location defined in Q.763 (1999).

--
Only the description of an ellipsoid point with uncertainty circle

--
as specified in Q.763 (1999) is allowed to be used

--
The internal structure according to Q.763 (1999) is as follows:

--

Screening and presentation indicators

1 octet

--

Type of shape (ellipsoid point with uncertainty circle)
1 octet

--

Degrees of Latitude



3 octets

--

Degrees of Longitude



3 octets

--

Uncertainty code



1 octet

--

Confidence



1 octet

LocationNumber ::= OCTET STRING (SIZE (2..10))


-- the internal structure is defined in ITU-T Rec Q.763

SubscriberState ::= CHOICE {


assumedIdle
[0] NULL,


camelBusy

[1] NULL,


netDetNotReachable
NotReachableReason,


notProvidedFromVLR
[2] NULL}

PS-SubscriberState ::= CHOICE {


notProvidedFromSGSN
[0] NULL,


ps-Detached
[1] NULL,


ps-AttachedNotReachableForPaging
[2] NULL,


ps-AttachedReachableForPaging
[3] NULL,


ps-PDP-ActiveNotReachableForPaging
[4] PDP-ContextInfoList,


ps-PDP-ActiveReachableForPaging
[5] PDP-ContextInfoList}

PDP-ContextInfoList ::= SEQUENCE SIZE (1..maxNumOfPDP-Contexts) OF





PDP-ContextInfo

PDP-ContextInfo ::= SEQUENCE {


pdp-ContextIdentifier
[0] ContextId,


pdp-ContextActive
[1] NULL

OPTIONAL,


pdp-Type

[2] PDP-Type,


pdp-Address
[3] PDP-Address
OPTIONAL,


apn-Subscribed
[4] APN

OPTIONAL,


apn-InUse

[5] APN

OPTIONAL,


nsapi

[6] NSAPI

OPTIONAL,


transactionId
[7] TransactionId
OPTIONAL,


teid-ForGnAndGp
[8] TEID

OPTIONAL,


teid-ForIu
[9] TEID

OPTIONAL,


ggsn-Address
[10] GSN-Address 
OPTIONAL,


qos-Subscribed
[11] Ext-QoS-Subscribed
OPTIONAL,


qos-Requested
[12] Ext-QoS-Subscribed
OPTIONAL,


qos-Negotiated
[13] Ext-QoS-Subscribed
OPTIONAL,


chargingId
[14] GPRSChargingID
OPTIONAL,


chargingCharacteristics
[15] ChargingCharacteristics
OPTIONAL,


rnc-Address
[16] GSN-Address
OPTIONAL,


extensionContainer
[17] ExtensionContainer
OPTIONAL,


...}

NSAPI ::= INTEGER (0..15)
--
This type is used to indicate the Network layer Service Access Point

TransactionId ::= OCTET STRING (SIZE (1..2))
--
This type carries the value part of the transaction identifier which is used in the 

--
session management messages on the access interface. The encoding is defined in 

--
3GPP TS 24.008

TEID ::= OCTET STRING (SIZE (4))
--
This type carries the value part of the Tunnel Endpoint Identifier which is used to 

--
distinguish between different tunnels between the same pair of entities which communicate 

--
using the GPRS Tunnelling Protocol The encoding is defined in 3GPP TS 29.060.

GPRSChargingID ::= OCTET STRING (SIZE (4))
--
The Charging ID is a unique four octet value generated by the GGSN when 

--
a PDP Context is activated. A Charging ID is generated for each activated context.
--
The encoding is defined in 3GPP TS 29.060.

NotReachableReason ::= ENUMERATED {


msPurged (0),


imsiDetached (1),


restrictedArea (2),


notRegistered (3)}
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