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<<First modified section>>

1.1
Normal operation

When a barring program relating to outgoing calls is active and operative for a basic service, each call set up related to that basic service and not allowed by the barring program will be refused by the network. In this case a NotifySS operation containing the SS-Status indicating that a barring program relating to outgoing calls is currently active and operative will be sent to the served mobile subscriber in a clearing message (see figure 1.1). In case of SMS, RP cause “Call barred” shall be sent to MS and a NotifySS operation containing the SS-Status indicating that a barring program relating to outgoing calls is currently active and operative may be sent to the served mobile subscriber in a clearing message (see figure 1.2).
     MS
Network

SETUP
------------------------------------------------------------------------------------------------------------------------>

DISCONNECT/RELEASE/RELEASE COMPLETE

<------------------------------------------------------------------------------------------------------------------------

Facility (Invoke = NotifySS (SS-Code, SS-Status))

Figure 1.1: Notification to the served mobile subscriber that barring of outgoing calls except for SMS is active

NOTE 1:
The SS-Code will be the common code for outgoing barring services.

NOTE 2:
$(CAMEL2)$ The DISCONNECT and RELEASE messages were introduced because of CAMEL Phase 2.

     MS
Network

RP-DATA

------------------------------------------------------------------------------------------------------------------------>

RP-ERROR (RP-cause)
<------------------------------------------------------------------------------------------------------------------------

REGISTER

<------------------------------------------------------------------------------------------------------------------------

Facility (Invoke = NotifySS (SS-Code, SS-Status))
RELEASE COMPLETE
------------------------------------------------------------------------------------------------------------------------>
Figure 1.2: Notification to the served mobile subscriber that barring of SMS is active
When a barring program is active (operative or quiescent), the ability of the served mobile subscriber to set up emergency calls is not affected, irrespective of the basic service to which the barring program applies.

When a barring program relating to outgoing calls is active (operative or quiescent), the ability of the served mobile subscriber to receive calls is not affected.

<<Next modified section>>

1.5
Interrogation

The interrogation procedure enables the mobile subscriber to obtain information about data stored in the PLMN. After having requested this procedure the network shall return a list of all basic service groups for which the service is active (see figure 1.4). The network shall return the list of all basic service groups even if the basic service code is included in the interrogateSS (MS(Network).
If there is no basic service group for which the service is active, an SS-Status will be returned indicating that the service is "deactivated".
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