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	In 33.106 section 5.1.2 there is a requirement for the Lawful Intercept operation in the PS domain to be able to target a subscriber based on MSISDN.  If a subscriber has been targeted for LI based on MSISDN, and that subscriber is subject to an SRNS relocation, the subscriber’s MSISDN is not passed to the new SGSN early enough for packets intended for that subscriber to be intercepted.  Therefore, a mechanism to communicate the MSISDN for the subscriber to the new SGSN is required.  Without this mechanism, LI in the PS domain will not operate in the way intended in the LI specs.  
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7.5.6
Forward Relocation Request
The old SGSN shall send a Forward Relocation Request to the new SGSN to convey  necessary information to perform the SRNS Relocation procedure between new SGSN and Target RNC.

All information elements are mandatory, except PDP Context and Private Extension.

The IMSI information element contains the IMSI of the target MS for SRNS Relocation procedure.
The old SGSN shall include a SGSN Address for control plane. The new SGSN shall store this SGSN Address and use it when sending control plane messages for the MS to the old SGSN in the SRNS Relocation procedure.
The Tunnel Endpoint Identifier Control Plane field specifies a tunnel endpoint identifier, which is chosen by the old SGSN. The new SGSN shall include this Tunnel Endpoint Identifier Control Plane in the GTP header of all subsequent control plane messages, which are sent from the new SGSN to the old SGSN.
The MM Context contains necessary mobility management and security parameters.

All active PDP contexts in the old SGSN shall be included as PDP Context information elements. In case no PDP context is active, this IE shall not be included.
UTRAN transparent container, Target identification and RANAP Cause are information from the source RNC in the old SGSN.
MS International PSTN/ISDN Number (MSISDN) may be included to allow for MSISDN targeted Lawful Intercept to capture all packets intended for a subscriber during SRNS relocation.
The optional Private Extension contains vendor or operator specific information.

Table 29: Information Elements in a Forward Relocation Request
	Information element
	Presence requirement
	Reference

	IMSI
	Mandatory
	7.7.2

	Tunnel Endpoint Identifier Control Plane
	Mandatory
	7.7.14

	RANAP Cause
	Mandatory
	7.7.18

	MM Context
	Mandatory
	7.7.28

	PDP Context
	Conditional
	7.7.29

	SGSN Address for Control plane
	Mandatory
	7.7.32

	MS International PSTN/ISDN Number
	Optional
	7.7.33

	Target Identification
	Mandatory
	7.7.37

	UTRAN transparent container
	Mandatory
	7.7.38

	Private Extension
	Optional
	7.7.44
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