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8.4.1
MAP_PREPARE_HANDOVER service

8.4.1.1
Definition

This service is used between MSC-A and MSC-B (E-interface) when a call is to be handed over or relocated from MSC‑A to MSC‑B.

The MAP_PREPARE_HANDOVER service is a confirmed service using the primitives from table 8.4/1.

8.4.1.2
Service primitives

Table 8.4/1: MAP_PREPARE_HANDOVER

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	Target Cell Id
	C
	C(=)
	
	

	Target RNC Id
	C
	C(=)
	
	

	HO-NumberNotRequired
	C
	C(=)
	
	

	IMSI
	C
	C(=)
	
	

	Integrity Protection Information
	C
	C(=)
	
	

	Encryption Information
	C
	C(=)
	
	

	Radio Resource Information
	C
	C(=)
	
	

	AN-APDU
	C
	C(=)
	C
	C(=)

	Allowed GSM Algorithms
	C
	C(=)
	
	

	Allowed UMTS Algorithms
	C
	C(=)
	
	

	Radio Resource List
	C
	C(=)
	
	

	RAB ID
	C
	C(=)
	
	

	BSSMAP Service Handover
	C
	C(=)
	
	

	BSSMAP Service Handover List
	C
	C(=)
	
	

	RANAP Service Handover
	C
	C(=)
	
	

	ASCI Call Reference
	C
	C(=)
	
	

	Handover Number
	
	
	C
	C(=)

	Relocation Number List
	
	
	C
	C(=)

	Multicall Bearer Information
	
	
	C
	C(=)

	Multiple Bearer Requested
	C
	C(=)
	
	

	Multiple Bearer Not Supported
	
	
	C
	C(=)

	Selected UMTS Algorithms
	
	
	C
	C(=)

	Chosen Radio Resource Information
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


8.4.1.3
Parameter use

Invoke Id

For definition of this parameter see clause 7.6.1.

Target Cell Id

For definition of this parameter see clause 7.6.2. This parameter is only included if the service is not in an ongoing transaction. This parameter shall also be excluded if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3GPP TS 23.009.

Target RNC Id

For definition of this parameter see clause 7.6.2. This parameter shall be included if the service is a part of the Inter-MSC SRNS Relocation procedure or the inter-system handover GSM to UMTS procedure described in 3GPP TS 23.009.

HO-Number Not Required

For definition of this parameter see clause 7.6.6.

IMSI

For definition of this parameter see clause 7.6.2. This UMTS parameter shall be included if: 

· it is available and  

· if the access network protocol is BSSAP and 

· there is an indication that the MS also supports UMTS.

Integrity Protection Information

For definition of this parameter see clause 7.6.6. This UMTS parameter shall be included if available and if the access network protocol is BSSAP.

Encryption Information

For definition of this parameter see clause 7.6.6. This UMTS parameter shall be included if available and if the access network protocol is BSSAP.

Radio Resource Information

For definition of this parameter see clause 7.6.6. This GSM parameter shall be included if the access network protocol is RANAP and there is an indication that the UE also supports GSM. If the parameter Radio Resource List is sent , the parameter Radio Resource Information shall not be sent.

AN-APDU

For definition of this parameter see clause 7.6.9.

Allowed GSM Algorithms

For definition of this parameter see clause 7.6.6. This parameters includes allowed GSM algorithms. This GSM parameter shall be included if: 

· the service is a part of the Inter-MSC SRNS Relocation procedure and

· Ciphering or Security Mode Setting procedure has been performed.and

· there is an indication that the UE also supports GSM.

Allowed UMTS Algorithms

For definition of this parameter see clause 7.6.6. This UMTS parameter shall be included if all of the following conditions apply:

· access network protocol is BSSAP and

· Integrity Protection Information and Encryption Information are not available and
· Ciphering or Security Mode Setting procedure has been performed.
Radio Resource List

For definition of this parameter see clause 7.6.6. This parameter shall be included if the access network protocol is RANAP and there is an indication that the UE also supports GSM. This parameter shall be sent when MSC-A requests multiple bearers to MSC-B. If the parameter Radio Resource Information is sent , the parameter Radio Resource List shall not be sent.

RAB ID

For definition of this parameter see subclause 7.6.2. This parameter shall be included when MSC-A supports multiple bearers and access network protocol is BSSAP and the RAB ID has a value other than 1.

BSSMAP Service Handover

For definition of this parameter see clause 7.6.6. It shall be present if it is available and the access network protocol is RANAP. If the parameter BSSMAP Service Handover List is sent, the parameter BSSMAP Service Handover shall not be sent.

BSSMAP Service Handover List

For definition of this parameter see clause 7.6.6. It shall be present if it is available and the access network protocol is RANAP. This parameter shall be sent when MSC-A requests multiple bearers to MSC-B. If the parameter BSSMAP Service Handover is sent, the parameter BSSMAP Service Handover List shall not be sent.

RANAP Service Handover

For definition of this parameter see clause 7.6.6. It shall be present if it is available and the access network protocol is BSSAP.
ASCI Call Reference

This parameter contains either the broadcast call reference or group call reference.  It shall be included if a subscriber is undergoing handover during a VGCS or VBS call, where MSC-B already has a Bearer established, so that MSC-B can determine the Group or Broadcast Call to which it shall attach the subscriber, see 3GPP TS 48.008 [49].
Handover Number

For definition of this parameter see clause 7.6.2. This parameter shall be returned at handover, unless the parameter HO-NumberNotRequired is sent. If the parameter Handover Number is returned, the parameter Relocation Number List shall not be returned.

Relocation Number List

For definition of this parameter see clause 7.6.2. This parameter shall be returned at relocation, unless the parameter HO-NumberNotRequired is sent. If the parameter Relocation Number List is returned, the parameter Handover Number shall not be returned.

Multicall Bearer Information

For a definition of this parameter see clause 7.6.2. This parameter shall be returned at relocation in the case that MSC-B supports multiple bearers.

Multiple Bearer Requested

For a definition of this parameter see clause 7.6.2. This parameter shall be sent when MSC-A requests multiple bearers to MSC-B.

Multiple Bearer Not Supported

For a definition of this parameter see clause 7.6.2. This parameter shall be returned at relocation when MSC-B receives Multiple Bearer Requested parameter and MSC-B does not support multiple bearers.

Selected UMTS Algorithms

For definition of this parameter see clause 7.6.6. This parameters includes the UMTS integrity and optionally encryption algorithms selected by RNC under the control of MSC-B. This UMTS parameter shall be included if the service is a part of the inter MSC inter system handover from GSM to UMTS.

Chosen Radio Resource Information

For definition of this parameter see clause 7.6.6. This parameter shall be returned at relocation if the encapsulated PDU is RANAP RAB Assignment Response and MS is in GSM access.

User error

For definition of this parameter see clause 7.6.1. The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:

-
No handover number available.

-
Target cell outside group call area;

-
System failure.

-
Unexpected data value.

-
Data Missing.

Provider error

See definition of provider errors in clause 7.6.1.

****** Next Changed Section ******
17.7.1 Mobile Service data types

****** Text removed for clarity ******

PrepareHO-Arg ::= [3] SEQUENCE {


targetCellId
[0] GlobalCellId
OPTIONAL,


ho-NumberNotRequired
NULL


OPTIONAL, 


targetRNCId
[1] RNCId

OPTIONAL,


an-APDU

[2] AccessNetworkSignalInfo
OPTIONAL,


multipleBearerRequested
[3] NULL

OPTIONAL,


imsi


[4] IMSI

OPTIONAL,


integrityProtectionInfo
[5] IntegrityProtectionInformation

OPTIONAL,


encryptionInfo
[6] EncryptionInformation

OPTIONAL,


radioResourceInformation
[7] RadioResourceInformation
OPTIONAL,


allowedGSM-Algorithms
[9]
AllowedGSM-Algorithms
OPTIONAL,


allowedUMTS-Algorithms
[10]
AllowedUMTS-Algorithms
OPTIONAL,


radioResourceList
[11]
RadioResourceList
OPTIONAL,


extensionContainer
[8] ExtensionContainer
OPTIONAL,


... ,


rab-Id

[12] RAB-Id
OPTIONAL,


bssmap-ServiceHandover
[13]
BSSMAP-ServiceHandover
OPTIONAL,


ranap-ServiceHandover
[14]
RANAP-ServiceHandover
OPTIONAL,


bssmap-ServiceHandoverList
[15]
BSSMAP-ServiceHandoverList
OPTIONAL,


asciCallReference
[20]
ASCI-CallReference
OPTIONAL     }
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