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*** First modified section ***

2.4.12
MSC area restricted flag

MSC area restricted flag is a parameter which can take either of the following values:

-
MSC area restricted;

-
MSC area not restricted.

The parameter is set in the HLR during updating of the VLR. Handling of unsupported services and information received from the VLR based on national roaming or regionally restricted subscription (subclause 2.4.11) determine its value. The parameter contributes to the "MS Not Reachable" state for handling of terminating traffic in the HLR. The default value is "MSC area not restricted".

The MSC area restricted flag is temporary subscriber data and is contained in the HLR.

2.4.13
LA not allowed flag

The LA not allowed flag is set in the VLR depending on National Roaming, Regionally Restricted Subscription and Roaming Restriction Due To Unsupported Feature, see 3GPP TS 29.002. It is applied to restrict service on a location area basis.

The LA not allowed flag is temporary subscriber data stored in the VLR.

2.4.14
SGSN area restricted flag

SGSN area restricted flag is a parameter which can take either of the following values:

-
SGSN area restricted;

-
SGSN area not restricted.

The parameter is set in the HLR during updating of the SGSN. Handling of unsupported services and information received from the SGSN based on national roaming or regionally restricted subscription (subclause 2.4.11) determine its value. The parameter contributes to the "MS Not Reachable" state for handling of terminating traffic in the HLR. The default value is "SGSN area not restricted".

The SGSN area restricted flag is temporary subscriber data and is contained in the HLR.

2.4.14a
RA not allowed flag

The RA not allowed flag is set in the SGSN depending on National Roaming, Regionally Restricted Subscription and Roaming Restricted in the SGSN Due To Unsupported Feature, see 3GPP TS 29.002. It is applied to restrict service on a location area basis.

The RA not allowed flag is temporary subscriber data stored in the SGSN.

2.4.15
Service restriction data induced by roaming

If in the course of roaming or at updating of the VLR or SGSN the HLR is informed that the VLR or SGSN does not support certain sensitive services or features, or, the HLR is informed in data request that the VLR or the SGSN supports only specific services, features or phases which do not correspond to subscribed services, features or phases, the HLR takes appropriate measures to restrict service for the mobile station in that VLR or SGSN by setting and sending network induced replacing services such as available services, features or phases, barring programs or the roaming restriction for the MSC or SGSN area.

These network-induced data have to be kept separate in the HLR, and where possible as discussed below in the VLR, from the permanent subscriber data of the call barring supplementary services, from the barring related data that can be modified by the subscriber or from the permanent regional subscription data.

These network-induced data have to be kept separate in the HLR, and where possible as discussed below in the SGSN, from the permanent regional subscription data.

The network induced data take precedence over the subscriber data of the user where they are in conflict. If, in the course of roaming, restrictions caused by a service are lifted, the original subscriber data have to be re-installed both in HLR, in SGSN and in VLR when applicable, regarding any remaining restrictions due to other service replacements.

All network-induced restriction data are temporary subscriber data.

For ODB, 3GPP TS 23.015 recommends mainly barring programs to replace this feature. The replacing barring data are conditionally stored in the HLR and VLR. In the VLR they cannot be distinguished from the permanent supplementary services data with the available signalling means, and no additional storage is needed. Interrogation shall reflect in both HLR and VLR the valid setting of the replacing temporary data; to prevent interference with Subscriber Controlled Input and to inform the customer on the restriction, the "control of barring services" subscription option is also temporarily set to the value "by the service provider".

CUG is also replaced by Outgoing Call Barring as described in 3GPP TS 23.085.

Roaming restriction in the MSC area due to unsupported features is used to replace AoCC, see 3GPP TS 23.086, and Zone Codes for regional subscription, see subclause 2.4.11 and 3GPP TS 29.002. A flag in the HLR and the VLR, see subclause 2.4.15.2, collects the sources of network-induced roaming restriction which are also kept separate by the HLR.

Roaming restriction in the SGSN area due to unsupported features is used to replace Zone Codes for regional subscription, see subclause 2.4.11 and 3GPP TS 29.002. A flag in the HLR and the SGSN, see subclause 2.4.15.3, collects the sources of network-induced roaming restriction which are also kept separate by the HLR.

2.4.15.1
ODB-induced barring data

ODB-induced barring data are temporary data stored conditionally in the HLR; they include the necessary replacing barring programs for outgoing and incoming calls depending on the ODB profile. The subscription option "control of barring services" is set to "by the service provider". The corresponding barring supplementary services for outgoing calls are set by the HLR and sent to the VLR.

2.4.15.2
Roaming restriction due to unsupported feature

Roaming restriction due to unsupported feature is a parameter which indicates that one or several services or features are not supported by the MSC, resulting in roaming restriction in the MSC area. It can take either of the following values:

-
roaming restricted;

-
roaming not restricted.

The parameter governs the "LA not allowed flag" in the VLR (see subclause 2.4.13) and the "MSC area restricted flag" in the HLR (see subclause 2.4.12); see also 3GPP TS 29.002.

The flag "roaming restriction due to unsupported feature" is temporary subscriber data stored in the VLR and in the HLR.

2.4.15.3
Roaming restricted in the SGSN due to unsupported feature

Roaming restricted in the SGSN due to unsupported feature is a parameter which indicates that one or several services or features are not supported by the SGSN, resulting in roaming restriction in the SGSN area. It can take either of the following values:

-
roaming restricted;

-
roaming not restricted.

The parameter governs the "RA not allowed flag" in the SGSN (see subclause 2.4.14a) and the "SGSN area restricted flag" in the HLR (see subclause 2.4.14); see 3GPP TS 29.002.

The flag "roaming restricted in the SGSN due to unsupported feature" is temporary subscriber data stored in the SGSN and in the HLR.

*** Next modified section ***

Table 2: Overview of data used for GPRS Network Access Mode

	PARAMETER
	Subclause
	HLR
	VLR
	SGSN   GGSN
	TYPE

	IMSI
	2.1.1.1
	M
	M
	M
	M
	P  

	Network Access Mode
	2.1.1.2
	M
	-
	C note1
	-
	P  

	International MS ISDN number 
	2.1.2
	M
	M
	M
	M
	T  

	multinumbering MSISDNs
	2.1.3
	C
	-
	-
	-
	T  

	Basic MSISDN indicator
	2.1.3.1
	C
	-
	-
	-
	T .

	MSISDN-Alert indicator
	2.1.3.2
	C
	-
	-
	-
	T  

	P-TMSI
	2.1.5
	-
	-
	C
	-
	T  

	TLLI
	2.1.6
	-
	-
	C
	-
	T

	Random TLLI 
	2.1.7
	-
	-
	C
	-
	T  

	IMEI
	2.1.9
	-
	-
	C
	-
	T

	RAND/SRES and Kc
	2.3.1
	
	-
	C
	-
	T

	RAND, XRES, CK, IK, AUTN
	2.3.2
	M
	-
	C
	-
	T

	Ciphering Key Sequence Number
	2.3.3
	-
	-
	M
	-
	T

	Key Set Identifier (KSI)
	2.3.4
	-
	-
	M
	-
	T

	Selected Ciphering Algorithm
	2.3.5
	-
	-
	M
	-
	T

	Current Kc
	2.3.6
	-
	-
	M
	-
	T

	P-TMSI Signature
	2.3.7
	-
	-
	C
	-
	T

	Routing Area Identity
	2.4.3
	-
	-
	M
	-
	T

	VLR Number
	2.4.5
	M
	-
	C note2
	-
	T

	SGSN Number
	2.4.8.1
	M
	C note2
	-
	-
	T

	GGSN Number
	2.4.8.2
	M
	-
	-
	-
	P

	RSZI Lists
	2.4.11.1
	C
	-
	-
	-
	P

	Zone Code List
	2.4.11.2
	-
	-
	C
	-
	P

	RA not allowed flag
	2.4.14a
	-
	-
	M
	-
	T

	SGSN area restricted flag
	2.4.14
	M
	-
	-
	-
	T

	Roaming Restricted in the SGSN due to unsupported feature
	2.4.15.3
	M
	-
	M
	-
	T

	Cell Global ID or Service Area ID
	2.4.16
	-
	-
	C
	-
	T

	LSA Identity
	2.4.17.1
	C
	C
	C
	-
	P

	LSA Priority
	2.4.17.2
	C
	C
	C
	-
	P

	LSA Preferential Access Indicator
	2.4.17.2A
	C
	C
	C
	
	P

	LSA Active Mode Support Indicator
	2.$.17.2B
	C
	C
	C
	
	P

	LSA Only Access Indicator
	2.4.17.3
	C
	C
	C
	-
	P

	LSA Active Mode Indicator
	2.4.17.4
	C
	C
	C
	-
	P

	VPLMN Identifier
	2.4.17.5
	C
	-
	-
	-
	P

	Provision of teleservice
	2.5.2
	C
	-
	C
	-
	P

	Transfer of SM option 
	2.5.4
	M
	-
	-
	-
	P

	MNRG
	2.7.2
	M
	-
	M
	M
	T

	MM State
	2.7.3
	-
	-
	M
	-
	T

	Subscriber Data Confirmed by HLR Indicator
	2.7.4.2
	-
	-
	M
	-
	T

	Location Info Confirmed by HLR Indicator
	2.7.4.3
	-
	-
	M
	-
	T

	MS purged for GPRS flag
	2.7.6
	M
	-
	-
	-
	T

	MNRR
	2.7.7
	C
	-
	-
	-
	T

	Subscriber Status
	2.8.1
	C
	-
	C
	-
	P

	Barring of outgoing calls
	2.8.2.1
	C
	-
	
	-
	P

	Barring of roaming
	2.8.2.3
	C
	-
	C
	-
	P

	Barring of Packet Oriented Services
	2.8.2.8
	C
	-
	C
	-
	P

	ODB PLMN-specific data
	2.8.3
	C
	-
	C
	-
	P

	Notification to CSE flag for ODB
	2.8.4
	C
	-
	-
	-
	T

	gsmSCF address list for ODB
	2.8.5
	C
	-
	-
	-
	P

	Trace Activated in SGSN
	2.11.7
	C
	-
	C
	-
	P

	PDP Type
	2.13.1
	C
	-
	C
	M
	P

	PDP Address
	2.13.2
	C
	-
	C
	M
	P

	NSAPI
	2.13.3
	-
	-
	C
	C
	T

	PDP State
	2.13.4
	-
	-
	C
	-
	T

	New SGSN Address
	2.13.5
	-
	-
	C
	-
	T

	Access Point Name
	2.13.6
	C
	-
	C
	C
	P/T

	GGSN Address in Use
	2.13.7
	-
	-
	C
	-
	T

	VPLMN Address Allowed
	2.13.8
	C
	-
	C
	-
	P

	Dynamic Address
	2.13.9
	-
	-
	-
	C
	T

	SGSN Address
	2.13.10
	-
	-
	-
	M
	T

	GGSN-list
	2.13.11
	M
	-
	-
	-
	T

	Quality of Service Subscribed
	2.13.12
	C
	-
	C
	-
	P

	Quality of Service Requested
	2.13.13
	-
	-
	C
	-
	T

	Quality of Service Negotiated
	2.13.14
	-
	-
	C
	M
	T

	SND
	2.13.15
	-
	-
	C
	C
	T

	SNU
	2.13.16
	-
	-
	C
	C
	T

	DRX Parameters
	2.13.17
	-
	-
	M
	-
	T

	Compression
	2.13.18
	-
	-
	C
	-
	T

	NGAF
	2.13.19
	-
	-
	C note2
	-
	T

	Classmark
	2.13.20
	-
	-
	M
	-
	T

	TEID
	2.13.21
	-
	-
	C
	C
	T

	Radio Priority
	2.13.22
	-
	-
	C
	-
	T

	Radio Priority SMS
	2.13.23
	-
	-
	C
	-
	T

	PDP Context Identifier
	2.13.24
	C
	-
	C
	-
	T

	PDP Context Charging Characteristics
	2.13.25
	C
	-
	C
	C
	P

	Short Message Service CAMEL Subscription Information (SMS-CSI)
	2.14.4.1/1.8
	C
	-
	C
	-
	P

	GPRS CAMEL Subscription Information (GPRS-CSI)
	2.14.4.2/1.9
	C
	-
	C
	-
	C

	SMS-CSI SGSN Negotiated CAMEL Capability Handling
	2.14.2.1
	C
	-
	-
	-
	T

	GPRS-CSI Negotiated CAMEL Capability Handling
	2.14.2.1
	C
	-
	-
	-
	T

	SGSN Supported CAMEL Phases
	2.14.2.3
	C
	-
	-
	-
	T

	GsmSCF address for CSI
	2.14.2.4
	C
	-
	-
	-
	P

	Age Indicator
	2.16.1
	C
	-
	C
	-
	T

	Subscribed Charging Characteristics
	2.19.1
	C
	-
	C
	C
	P

	Privacy Exception List
	2.16.1.1
	C
	-
	C
	-
	P

	GMLC Numbers
	2.16.1.2
	C
	-
	C
	-
	P

	MO-LR List
	2.16.1.3
	C
	-
	C
	-
	P
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