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**** First modified section ****

C.3
Sh-IMS-Data

The following picture details the UML model of the class Sh-IMS-Data.
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 Figure C.3.1: Sh-IMS-Data

Each instance of the class Sh-IMS-Data contains 0 or 1 instance of the class S-CSCFName, 0 to n instances of the class InitialFilterCriteria, 0 or 1 instance of the class IMSUserState, and/or 0 or 1 instance of the class ChargingInformation.

Class S-CSCFName contains the SIP URL of the S-CSCF where the multimedia public identity that the AS included in the request is registered.

Class InitialFilterCriteria is defined in 3GPP TS 29.228 [6] and contains the initial filter criteria of the multimedia public identity that the AS included in the request.

Class IMSUserState contains the registration state of the identity given by the attribute of class Sh-IMS-Data. See chapter 7.6 for possible values.

Class Charging Information contains the online and offline charging function addresses. See chapter 7.6 for possible values.

**** Next modified section ****

Table D.1: XML schema for Sh interface: simple data types

	Data type
	Tag
	Base type
	Comments

	tPriority
	Priority
	integer
	>= 0

	tGroupID
	Group
	integer
	>= 0

	tDefaultHandling
	DefaultHandling
	enumerated
	Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

	tDirectionOfRequest
	SessionCase
	enumerated
	Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

	tIMSUserState
	IMSUserState
	Enumerated
	Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

	tCSUserState
	CSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (CAMELBusy)

1 (NetworkDeterminedNotReachable)

2 (AssumedIdle)

3 (NotProvidedfromVLR)

	tPSUserState
	PSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (Detached)

1 (AttachedNotReachableForPaging)

2 (AttachedReachableForPaging)

3 (ConnectedNotReachableForPaging)

4 (ConnectedReachableForPaging)

5 (NotProvidedFromSGSN)

	tLocationNumber
	LocationNumber
	string
	Syntax described in ITU-T Q.763 [9] (Base64 encoded according to RFC 2045 [15]).

Lenght >=4 and <=16 (multiples of 4).

	tCellGlobalId 
	CellGlobalId 
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tServiceAreaId
	ServiceAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 12.

	tLocationAreaId
	LocationAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tRoutingAreaId
	RoutingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 8.

	tGeographicalInformation
	GeographicalInformation
	string
	Syntax described in 3GPP TS 29.002 (base 64 encoded according to RFC 2045).

Length = 12.

	tGeodeticInformation
	GeodeticInformation
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length = 16.

	tAgeOfLocationInformation
	AgeOfLocationInformation
	integer
	>=0, <=32767

	tAddressString
	AddressString
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to RFC 2045 [15]).

Length >= 4 and <=28 (multiples of 4).

	tMSISDN
	MSISDN
	string
	Syntax described in 3GPP TS 23.003 [11].

	tSIP_URL
	PublicIdentity
	anyURI
	Syntax described in RFC 3261 [16]

	tTEL_URL
	PublicIdentity
	anyURI
	Syntax described in RFC 2806 [17]

	tDiameterURI
	DiameterURI
	string
	Syntax of a Diameter URI as described in [8]

	tIMSPublicIdentity
	IMSPublicIdentity
	(union)
	Union of tSIP_URL and tTEL_URL

	tServiceInfo
	ServiceInfo
	string
	

	tString
	RequestURI, Method, Header, Content, Line
	string
	

	tBool
	ConditionTypeCNF, ConditionNegated
	boolean
	Possible values: 

0 (false)

1 (true)

	tSequenceNumber
	SequenceNumber
	integer
	>=0, <=65535


**** Next modified section ****

Table D.2: XML schema for Sh interface: complex data types
	Data type
	Tag
	Compound of

	
	
	Tag
	Type
	Cardinality

	tSh-Data
	Sh-Data
	PublicIdentifiers
	tPublicIdentity
	0 to 1

	
	
	RepositoryData
	tTransparentData
	0 to 1

	
	
	Sh-IMS-Data
	tShIMSData
	0 to 1

	
	
	LocationInformation
	tLocationInformation
	0 to 1

	
	
	CSLocationInformation
	tCSLocationInformation
	0 to 1

	
	
	PSLocationInformation
	tPSLocationInformation
	0 to 1

	
	
	CSUserState
	tCSUserState
	0 to 1

	
	
	PSUserState
	tPSUserState
	0 to 1

	tTransparentData
	RepositoryData
	ServiceIndication
	string
	1

	
	
	SequenceNumber
	tSequenceNumber
	1

	
	
	ServiceData
	anonymous complex type
	1

	tShIMSData
	Sh-IMS-Data
	SCSCFName
	tSIP_URL
	0 to 1

	
	
	InitialFilterCriteria
	tInitialFilterCriteria
	0 to n

	
	
	IMSUserState
	tIMSUserState
	0 to 1

	
	
	ChargingInformation
	tChargingInformation
	0 to 1

	tCSLocationInformation
	CSLocationInformation
	LocationNumber
	tLocationNumber
	0 to 1

	
	
	CellGlobalId
	tCellGlobalId 
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	VLRNumber
	tISDNAddress
	0 to 1

	
	
	MSCNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPSLocationInformation
	PSLocationInformation
	CellGlobalId
	tCellGlobalId 
	0 to 1

	
	
	ServiceAreaId
	tServiceAreaId
	0 to 1

	
	
	LocationAreaId
	tLocationAreaId
	0 to 1

	
	
	RoutingAreaId
	tRoutingAreaId
	0 to 1

	
	
	GeographicalInformation
	tGeographicalInformation
	0 to 1

	
	
	GeodeticInformation
	tGeodeticInformation
	0 to 1

	
	
	SGSNNumber
	tISDNAddress
	0 to 1

	
	
	CurrentLocationRetrieved
	tBool
	0 to 1

	
	
	AgeOfLocationInformation
	tAgeOfLocationInformation
	0 to 1

	tPublicIdentity
	PublicIdentity
	IMSPublicIdentity
	tIMSPublicIdentity
	0 to n

	
	
	MSISDN
	tMSISDN
	0 to n

	tInitialFilterCriteria
	InitialFilterCriteria
	Priority
	tPriority
	1

	
	
	TriggerPoint
	tTrigger
	0 to 1

	
	
	ApplicationServer
	tApplicationServer
	1

	tTrigger
	TriggerPoint
	ConditionTypeCNF 
	tBool
	1

	
	
	SPT
	tSePoTri 
	0 to n

	tSePoTri
	SPT
	ConditionNegated
	tBool
	0 to 1

	
	
	Group
	tGroupID
	1 to n

	
	
	Choice of
	RequestURI
	tString
	1

	
	
	
	Method
	tString
	1

	
	
	
	SIPHeader
	tHeader
	1

	
	
	
	SessionCase
	tDirectionOfRequest
	1

	
	
	
	SessionDescription
	tSessionDescription
	1

	tHeader
	SIPHeader
	Header
	tString
	1

	
	
	Content
	tString
	0 to 1

	tSessionDescription
	SessionDescription
	Line
	tString
	1

	
	
	Content
	tString
	0 to 1

	tApplicationServer
	ApplicationServer
	ServerName
	tSIP_URL
	1

	
	
	DefaultHandling
	tDefaultHandling
	0 to 1

	
	
	ServiceInfo
	tServiceInfo
	0 to 1

	tChargingInformation
	ChargingInformation
	PrimaryEventChargingFunctionName
	tDiameterURI
	1

	
	
	SecondaryEventChargingFunctionName
	tDiameterURI
	1

	
	
	PrimaryCharging CollectionFunctionName
	tDiameterURI
	1

	
	
	SecondaryCharging CollectionFunctionName
	tDiameterURI
	1

	NOTE: “n” shall be interpreted as non-bounded.
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