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Reason for change:
(

CR360r1 (to introduce the RAB context in the Forward Relocation Request message in Rel-5) was not correctly implemented. The descriptive text was added to section 7.5.6, but table 29 was not updated. This leads to an inconsistency in 29.060 also in Rel-6.

The RAB Context IE is not needed in this message because:

· Sequence Numbers are not provided to the SGSN in the RANAP Relocation Required (which triggers the Forward Relocation Request) 

· It is not required to forward sequence number in the RANAP Relocation Request (which is triggered by the Forward Relocation Request)

· The usual GTP mechanism to forward sequence numbers from Source RNC to Target RNC over SGSNs is the Forward SRNS Context Request message.

The current text in section 7.5.6 requests the mandatory provision of PDCP sequence numbers in Forward Relocation Request for RABs that use lossless PCDP. This requirement cannot be fulfilled with the mechanisms described in 23.060. It would require the active retrieval of PDCP sequence numbers from the RNC. This is not foreseen in 23.060 and is also not needed.

This is an essential correction.




Summary of change:
(

RAB Context is removed from section 7.5.6




Consequences if 
(

not approved:
The description in section 7.5.6 will be inconsistent.

Correct implementation of CR 360r1 in 29.060 will impose additional implementation effort on the SGSN which is useless.
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7.5.6
Forward Relocation Request
The old SGSN shall send a Forward Relocation Request to the new SGSN to convey  necessary information to perform the SRNS Relocation procedure between new SGSN and Target RNC.

All information elements are mandatory, except PDP Context and Private Extension.

The IMSI information element contains the IMSI of the target MS for SRNS Relocation procedure.
The old SGSN shall include a SGSN Address for control plane. The new SGSN shall store this SGSN Address and use it when sending control plane messages for the MS to the old SGSN in the SRNS Relocation procedure.
The Tunnel Endpoint Identifier Control Plane field specifies a tunnel endpoint identifier, which is chosen by the old SGSN. The new SGSN shall include this Tunnel Endpoint Identifier Control Plane in the GTP header of all subsequent control plane messages, which are sent from the new SGSN to the old SGSN.
The MM Context contains necessary mobility management and security parameters. An SGSN supporting the 'PUESBINE' feature (see 3GPP TS 23.195 [xx] for more information) shall include the IMEISV in the MM Context when transferring the IMEISV from the old to the new SGSN.

All active PDP contexts in the old SGSN shall be included as PDP Context information elements. The PDP contexts are included in an implementation dependant prioritized order, and the most important PDP context is placed first. When the PDP Context Prioritization IE is included, it informs the new SGSN that the PDP contexts are sent prioritized. If the new SGSN is not able to maintain active all the PDP contexts received from the old SGSN when it is indicated that prioritization of the PDP contexts is applied, the new SGSN should use the prioritisation sent by old SGSN as input when deciding which PDP contexts to maintain active and which ones to delete. In case no PDP context is active, neither of these IEs shall be included.

UTRAN transparent container, Target identification and RANAP Cause are information from the source RNC in the old SGSN.
Charging Characteristics IE contains the charching characteristics which apply for a PDP context; see 3GPP TS 32.215 [18]. One Charging Characteristics IE shall be included per PDP context IE. If no PDP context is active, this IE shall not be included. The mapping of a Charging Characteristics IE to a PDP Context IE is done according to the sequence of their appearance, e.g. the first Charging Characteristics IE is mapped to the first PDP Context IE.
The optional Private Extension contains vendor or operator specific information.

Table 29: Information Elements in a Forward Relocation Request
Information element
Presence requirement
Reference

IMSI
Mandatory
7.7.2

Tunnel Endpoint Identifier Control Plane
Mandatory
7.7.14

RANAP Cause
Mandatory
7.7.18

Charging Characteristics
Optional
7.7.23

MM Context
Mandatory
7.7.28

PDP Context
Conditional
7.7.29

SGSN Address for Control plane
Mandatory
7.7.32

Target Identification
Mandatory
7.7.37

UTRAN transparent container
Mandatory
7.7.38

PDP Context Prioritization 
Optional
7.7.45

Private Extension
Optional
7.7.46
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