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1 Background

The current WLAN TS 23.234 defines the procedures over the Wx reference point (3GPP AAA Server – HSS) to convey the requirements defined in 3GPP TS 23.234.

These procedures reuse some Experimental Error Codes from 3GPP TS 29.229. However, Wx defines some new Experimental-Error-Codes.

2 Discussion

This paper proposes the definition in the 3GPP TS 29.234 of the Experimental Error Codes required by the Wx reference point.

In the CN4#22 meeting was decided to create a specification to control AVPs, Command Codes and Error Codes for all Diameter-based applications. In this way, it is likely that some of the content of this contribution will be eventually moved to this common specification. But in the time this specification is in an estable shape, this paper proposes to track the ABNF of the Wx.

3 Proposed changes

**** First modified section ****

8.
Wx Description

Wx is the reference point between 3GPP AAA Server and HSS. The prime purpose of the protocol crossing this reference point is to communicate 3GPP AAA Server and HSS.

…

8.x
Result-Code AVP values
Editor’s Note:
 Part of this chapter could be moved to a common Diameter-based application specification when such specification is available.

This section defines new result code values that must be supported by all Diameter implementations that conform to this specification. When one of the result codes defined here is included in a response, it shall be inside an Experimental-Result AVP and Result-Code AVP shall be absent.

8.x.1 Permanent Failures
Errors that fall within the Permanent Failures category are used to inform the peer that the request failed, and should not be attempted again.

8.x.1.1
DIAMETER_ERROR_USER_NO_WLAN_SUBSCRIPTON (500x)

A message was received for a user with no WLAN-subscription.

8.x.1.2
DIAMETER_ERROR_AUTH_METHOD_UNSUPPORTED (500x)

The authentication method indicated in an authentication request (Authentication-Method AVP) is not supported.

