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1 Introduction

This contribution clarifies further general guidelines for GUP data definition by providing additional descriptions to the clause 5 General Guidelines.  

The contribution provides

· XML usage guidelines to the subclause 5.1

· instructions about naming conventions of namespaces used in different types of XML Schemas and XML Documents to the subclause 5.2 Naming and Namespaces.

The syntax for namespaces is based on the standard URN syntax specified by IETF.

2 Proposal

The following text and new subclauses are proposed to be added to the clause 5 of TS 29.240.

5
General Guidelines

5.1
Guidelines for XML usage

XML documents should include the XML declaration with the version and encoding attributes. The XML documents shall be well-formed and valid. The W3C XML Schema [3,4] is used in GUP to define the structure of valid XML documents.
Editor's note:
This clause will additionally contain general guidelines how to design XML Schemas and use XML in GUP. E.g., the following kind of design principles are described: how to design the data structures in a way that the needed data references are supported; defining uniquely identifiable elements/attributes to be used as a criterion to refer to a certain part of the data; how to share data to different GUP Components, text about extensibility of data structures.
5.2 Naming and Namespaces

The namespace URI for GUP specific XML documents is a URN [7] using the 3GPP specific namespace identifier  '3gpp' followed by a namespace specific string starting with 'gup' followed by 'ns' and a sub-namespace specific for a certain namespace. (The 'ns' is used to grouping instances of  the namespace type of URNs together. Other types of usage of URNs may be defined later.) The sub-namespaces are defined in GUP specifications and/or implementations.

Thus the syntax of the URN for all GUP specific namespaces is: 'urn:3gpp:gup:ns:<sub-namespace>'.  

The sub-namespace for the GUP Component specific Profile Components consists of the common 'comp' part followed by the component name.

The following namespaces are defined for GUP:

· GUP Profile: 



'urn:3gpp:gup:ns:profile'

· Common Attributes: 
'urn:3gpp:gup:ns:common:<name>'

· GUP procedures: 

'urn:3gpp:gup:ns:proc:<name>'

· GUP Components:

'urn:3gpp:gup:ns:comp:<component name>'.
For example an HSS related component URN could be 'urn:3gpp:gup:ns:comp:IMSSubscription'.
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