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Introduction
The Wg interface is between the 3GPP AAA Server/Proxy and the WAG. It is used to provide information needed to the WAG to perform policy enforcement functions for authorised users. This section is not present in the current version of 29.234.
Discussion
The Wg interface is used to transfer policy enforcement rules at the WAG. This information can be downloaded by the AAA server or AAA proxy (as the case may be for HPLMN and VPLMN). This information would assist WAG in allowing only authorized packets to/from the WLAN AN towards the 3GPP network. This interface exists only for scenario3. A new section about this interface is being proposed to be added in the current version of this specification.
Changes

**Modified Section 1**
10
Wm Description

Editor’s Note: Reference point only necessary for scenario 3.Not stable yet.

FFS

11 Wg Description

Wg is the reference point that connects the 3GPP AAA Server/Proxy to the WAG. The prime purpose of this reference point is to transfer Policy Enforcement rules to the WAG, which would enable WAG to allow only authorized packets to/from the WLAN AN. This interface is applicable only when a WLAN UE is allowed to access the 3GPP PS services from the 3G-WLAN interworking network.
11.1
Functionality

The functionality of the reference point is to transport;

-
data carrying policy Enforcement rules to be applied to packets to/from WLAN AN.

Editor’s Note: Remaining functionalities on this interface e.g. the charging rules to be applied, sending of MSISDN to WAG, that are necessary for scenario 3 are not stable yet.

11.2
Protocols

Editor’s Note: Protocol messages and the corresponding parameters and AVP’s to be exchanged on this interface are FFS.
