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[28]
3GPP TS 32.421: " Subscriber and equipment trace: Trace concepts and requirements ".
[29]
3GPP TS 32.422: “Subscriber and equipment trace: Trace control and configuration management”
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**** Start of second modification****
15.2
Optional UMTS packages


15.2.1
Trace Package

PackageID: threegtrace (0x####)

[Editor's note: PackageID to be allocated by IANA]

Version: 1

Extends: None

This package defines properties for subscriber and equipment trace activation and deactivation properties to be attached to the trace record generated by MGW.

15.2..1.1
Properties

Trace Activity Control

PropertyID: traceenable (0x0001)

Description: Defines if trace is enabled or not.

Type: Bool
Possible Values: 

"on" (0):  Trace Session is activated in MGW
"off" (1):  Trace Session is deactivated in MGW
Defined in: Local Control descriptor

Characteristics: Read/Write 

IMSI

PropertyID: imsi(0x0002)

Description: IMSI number of the traced subscriber to be attached to the trace record. Used for record identification like trace reference. 

Type: Octet string

Possible Values: 

Defined in: Local descriptor

Characteristics: Read/Write
IMEI(SV)

PropertyID: imei(sv)(0x0003)

Description: IMEI(SV) number of the traced equipment to be attached to the trace record. Used for record identification like trace reference. 

Type: Octet string

Possible Values: 

Defined in: Local descriptor

Characteristics: Read/Write
Trace Reference

PropertyID: tracereference(0x0004)

Description: Reference number to identify different Trace Session in OSS.
Type: Octet string

Possible Values: OSS (EM) defines when activating a Trace Session
Defined in: Local descriptor
Characteristics: Read/Write

Trace Recording  Session Reference
PropertyID: tracerecsessionref(0x0005)

Description: A unique identifier within the Trace Session for identifying the Trace Recording sessions. Defined in 3GPP TS 32.421 and in 3GPP TS 32.422.
Type: Octet string
Possible Values:  Described in 3GPP 32.422
Defined in: Local  descriptor

Characteristics: Read/Write

Trace Depth

PropertyID: depth(0x0006)

Description: Trace Depth as defined in 3GPP TS 32.421 

Type: Octet
Possible Values: Defined in 3GPP TS 32.422
Defined in: Local descriptor

Characteristics: Read/Write

Start Triggrering Events 

PropertyID: starttrigg(0x0007)

Description: Start Triggrering Events as defined in 3GPP TS 32.422. 

Type: Octet string

Possible Values: Defined in 3GPP TS 32.422.
Defined in: Local descriptor

Characteristics: Read/Write
Stop Triggrering Events 

PropertyID: stoptrigg(0x0008)

Description: Stop  Triggrering Events as defined in 3GPP TS 32.422. 

Type: Octet string

Possible Values: Defined in 3GPP TS 32.422.

Defined in: Local descriptor

Characteristics: Read/Write

List of interfaces
PropertyID: listofint(0x0007)

Description: List of interfaces to trace as defined in 3GPP TS 32.422
Type: Octet string

Possible Values: Defined in 3GPP TS 32.422
Defined in: Local descriptor
Characteristics: Read/Write
15.2.1.2
Events

None

15.2.1.3
Signals

None

15.2.1.4
Statistics

None

15.2.1.5
Procedures

For the network level procedures of  the tracing see 3GPP 32.422. MGC uses this package to indicate that a termination should be placed under trace or be taken out of it. In the call establishing MGC sets trace package into proper command (Add or Modify) concerning with termination to be traced. Tracing  is deactivated when termination is taken out of the context in the end of the call

**** End of second modification****
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