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1. Overall Description:

CN4 would like to thank SA5 for the review of the TS 29.230 and their concerns raised in LS on “Assignment of the Diameter codes and identifiers“.  CN4 would like to clarify the question raised by SA5 regarding Annex A.3/A.4:

Annex A.3/A.4: SA5 would like to have the same procedure for AVP codes and result codes as for Application Ids and Command codes. If so all AVP codes and Result codes will be specified only in one specification in order to avoid inconsistency. If CN4 handles all Application Ids, Command codes, AVP codes and result codes then SA5 don’t require a response LS on our requests. Instead TS 32.299 will not include any codes, but refer to TS 29.230 for this information.

AVPs needs to be listed within each specification since it is needed a place where the AVP is defined and since each specification should contain a table to indicate the nature of the AVPs, i.e., the flags, types and encryptation, as it is defined by IETF RFC 3588 and has been implemented within existing 3GPP Cx and Sh specifications (TS 29.229 and TS 29.239).

CN4 would like to clarify that TS 29.230 lists the codes assigned by either IANA or 3GPP to Diameter Application-Ids, Command Codes, AVPs and Experimental Result Codes, but does not define the meaning of such elements and should be done within the specification that applied for the code.

2. Actions:

To SA5 group.

ACTION: 
CN4 asks SA5 group to note the above and proceed accordingly within the Diameter specifications.
3. Date of Next CN4 Meetings:

CN4#25
15th - 19th November 2004

Pusan, KOREA

�PAGE \# "'Page: '#'�'"  ��to be removed before LS is sent





