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Introduction

Nokia sees that the method descriptions in OSA stage 2 need to be enhanced to give more information of the provided functionality. The purpose of this document is to give such information as well as to correct erroneous or misleading descriptions. Also alignment with stage 3 documentation is targeted.

This document contains a number of draft change requests to 3G TS 23.127 version 3.0.0. Most of these issues were already introduced Tdoc in N5-000005 in CN5#1, but there are also a few new ones. 

Proposal

Nokia kindly asks CN5 together with SA2 experts to consider these CRs and indicate which can be supported for approval in SA2#13 and SA#8.

List of the attached CRs:

File name
Subject

n5-s2-nokia-CR1a & n5-s2-nokia-CR1b
Renaming definitions with word "Camel" in Network User Location SCF

Serious, impact on IDL, get CAMEL out of location SCF
Agreed buth with ‘network’.
Added to ‘alignment’ proposal

n5-s2-nokia-CR2
Reference to OSA Access SCF instead of Authentication
seems correct
Added to editorial

n5-s2-nokia-CR3
Cell Global Identification
wording
Added to editorial

n5-s2-nokia-CR4
Error indications for periodicLocationReportStop and triggeredLocationReportStop
seems omission
Nothing written on general error section.
Generic errors and per service errors in stage 3.
Conclusion:
Make CR on general errors. Be more explicit on certain errors. CR for Berlin Meeting.



n5-s2-nokia-CR5
Description of the location information
better description

n5-s2-nokia-CR6
Term CSE instead of SCP  covered.
SCP removal, Christophe
withdrawn

n5-s2-nokia-CR7
Authentication error definitions 
Initial contact issue to be checked 

for the rest, withdrawn.

n5-s2-nokia-CR8
accessCheck method description improvements
to be checked. Dealt with by Christophe 

n5-s2-nokia-CR9
enableCallNotification method description improvements

n5-s2-nokia-CR10
callEventNotify method description improvements
Agreed

n5-s2-nokia-CR11
routeCallToDestinationReq method description improvement
bracketed taken out.
remove anologous
alignment with Christophe, ‘basic call in beginning should be there.

n5-s2-nokia-CR12
routeCallTodDestinationRes method description improvements
Agreed

n5-s2-nokia-CR13
routeCallToDestinationErr method description improvements
Christophe will include call abandoned 
QUESTION: when Error, when Result…..

n5-s2-nokia-CR14
getCallInfoReq method description improvements
OK and included

n5-s2-nokia-CR15
getCallInfoRes method description improvements
OK and included 

n5-s2-nokia-CR16
superviseCallReq description refinement
state behaviour more explicit. Call object can continue to exist after call is gone, if info needed still
Call InformationRequest has it also.this description, and will be removed.
This is thus withdrawn.

n5-s2-nokia-CR17
superviseCallRes method description improvement
Tarif switch 
To do, check tarif switch impact on stage 3.

n5-s2-nokia-CR18
callFaultDetected method description improvement
include comment (e.g. in case the calling party abandons)
Changed to parlay description.
RIchard will provide this to Matti.

n5-s2-nokia-CR19
setCallChargePlan parameter name alignment
misalignment cure
Already in Christophe

n5-s2-nokia-CR20
User Interaction Manager functions in sequence diagrams
Addition of sequences. Check. Needed? I guess so
Note bring it at different position. Christophe and Matti will agree on this

n5-s2-nokia-CR21
Method error additions to Call Control SCF
introduction of new errors like ‘task refused’ in some method invocations.
Seems alignment issue, in IDL these are there.
Generic errors, taken care of as earlier.
Method not supported.

CR will be withdrawn 




