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This contribution combines a number of corrections required to the datatypes associated with a number of parts of the API.

Unions

As identified previously by Nokia, all Unions which do not specify the data for all the discriminator values should be corrected by adding dummy defaults.  This applies to all parts of the API, and is only applicable to the IDL files - this need not be reflected in the data type descriptions of the Word documents.

Errors

The following are some data type errors which have been spotted in Call Control:

TpCallEventInfo

Defines the Sequence of Data Elements that specify the event report specific information. 
	Sequence Element Name
	Sequence Element Type

	CallEventType
	TpCallEventType

	AdditionalCallEventInfo
	TpCallAdditionalEventInfo

	CallMonitorMode
	TpCallMonitorMode

	CallEventTime
	TpDateAndTime


TpCallAdditionalTreatmentInfo

Defines the Tagged Choice of Data Elements that specify the information to be sent to a call party.
	
	Tag Element Type
	

	
	TpCallTreatmentType
	


	Tag Element Value
	Choice Element Type
	Choice Element Name

	P_CALL_TREATMENT_DEFAULT
	NULL
	Undefined

	P_CALL_TREATMENT_RELEASE
	NULL
	Undefined

	P_CALL_TREATMENT_SIAR
	TpUIInfo
	InformationToSend


