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5.4.4
TpResultInfo

Defines further information relating to the result of the method, such as error codes.

Name
Value
Description

P_RESULT_INFO_UNDEFINED
0000h
No further information present

P_INVALID_DOMAIN_ID
0001h
Invalid client ID

P_INVALID_AUTH_CAPABILITY
0002h
Invalid authentication capability

P_INVALID_AGREEMENT_TEXT
0003h
Invalid agreement text

P_INVALID_SIGNING_ALGORITHM
0004h
Invalid signing algorithm

P_INVALID_INTERFACE_NAME
0005h
Invalid interface name

P_INVALID_SERVICE_ID
0006h
Invalid service ID

P_INVALID_EVENT_TYPE
0007h
Invalid event type 

P_SERVICE_NOT_ENABLED
0008h
The service ID does not correspond to a service that has been enabled

P_INVALID_ASSIGNMENT_ID
0009h
The assignment ID is invalid

P_INVALID_PARAMETER
000Ah
The method has been called with an invalid parameter

P_INVALID_PARAMETER_VALUE
000Bh
A method parameter has an invalid value

P_PARAMETER_MISSING
000Ch
A mandatory parameter has not been specified in the method call

P_RESOURCES_UNAVAILABLE
000Dh
The required resources in the network are not available

P_TASK_REFUSED
000Eh
The requested method has been refused

P_TASK_CANCELLED
000Fh
The requested method has been cancelled

P_INVALID_DATE_TIME_FORMAT
0010h
Invalid date and time format provided

P_NO_CALLBACK_ADDRESS_SET
0011h
The requested method is refused because no callback address is set

P_INVALID_SIGNATURE
0012h
Invalid digital signature

P_INVALID_SERVICE_TOKEN
0013h
The service token has not been issued, or it has expired.

P_ACCESS_DENIED
0014h
The client is not currently authenticated with the framework

P_INVALID_PROPERTY
0015h
The framework does not recognise the property supplied by the client

P_METHOD_NOT_SUPPORTED
0016h
The method is not allowed or supported within the context of the current service agreement.

P_NO_ACCEPTABLE_AUTH_CAPABILITY
0017h
An authentication mechanism, which is acceptable to the framework, is not supported by the client 

P_INVALID_INTERFACE_TYPE
0018h
The interface reference supplied by the client is the wrong type.

P_INVALID_ACCESS_TYPE
0019h
The framework does not support the type of access interface requested by the client.

P_SERVICE_ACCESS_DENIED
001Ah
The client application is not allowed to access this service.

P_USER_NOT_SUBSCRIBED
0030h
An application is unauthorised to access information and request services with regards to users that are not subscribed to the application.

P_APPLICATION_NOT_ACTIVATED
0031h
An application is unauthorised to access information and request services with regards to users that have deactivated that particular application.

P_USER_PRIVACY
0032h
An application is unauthorised to access information and request services with regards to users that have set their privacy flag regarding that particular service.

Name
Value
Description

P_GCCS_SERVICE_INFORMATION_MISSING
0100h
Information relating to the Call Control service could not be found

P_GCCS_SERVICE_FAULT_ENCOUNTERED
0101h
Fault detected in the Call Control service

P_GCCS_UNEXPECTED_SEQUENCE
0102h
Unexpected sequence of methods, i.e., the sequence does not match the specified state diagrams for the call or the call leg.

P_GCCS_INVALID_ADDDRESS
0103h
Invalid address specified

P_GCCS_INVALID_CRITERIA
0104h
Invalid criteria specified

P_GCCS_INVALID_NETWORK_STATE
0105h
Although the sequence of method calls is allowed by the gateway, the underlying protocol can not support it.

E.g., in some protocols some methods are only allowed by the protocol, when the call processing is suspended, e.g., after reporting an event that was monitored in interrupt mode.

Name
Value
Description

P_GMS_INVALID_MAILBOX
0200h
Invalid mailbox number

P_GMS_INVALID_AUTHENTICATION_INFO
0201h
Invalid authentication information

P_GMS_INVALID_SESSION_ID
0202h
Invalid session ID

P_GMS_LOCKING_LOCKED_MAILBOX
0203h
Application attempts to lock a mailbox that has already been locked

P_GMS_UNLOCKING_UNLOCKED_MAILBOX
0204h
The session ID does not correspond to a locked mailbox

P_GMS_INVALID_MESSAGE_FORMAT
0205h
Invalid message format

P_GMS_HEADER_NUMBER_TOO_LARGE
0206h
The number is too large for the service to handle

P_GMS_INSUFFICIENT_HEADERS
0207h
Mandatory headers are not included

P_GMS_MESSAGE_NOT_REMOVED
0208h
The message cannot be removed

P_GMS_INSUFFICIENT_PRIVILEGE
0209h
The application does not have sufficient privilege to remove the message

P_GMS_INVALID_FOLDER_ID
020Ah
The identity of the folder is not valid

P_GMS_FOLDER_DOES_NOT_EXIST
020Bh
The folder does not exist

P_GMS_NUMBER_NOT_POSITIVE
020Ch
The number given is not positive

P_GMS_INVALID_MESSAGE_ID
020Dh
Message ID is not valid

P_GMS_CHANGING_READONLY_PROPERTY
020Eh
The change has not been carried out because some of the properties cannot be modified.

P_GMS_HEADER_DOES_NOT_EXIST
020Fh
Some of the headers do not exist

P_GMS_MAILBOX_LOCKED
0210h
Attempting to update a locked mailbox

P_GMS_CANNOT_UNLOCK_MAILBOX
0211h
Attempting to unlock a mailbox which is locked by another application

P_GMS_PROPERTY_NOT_SET
0212h
Failed attempt to set a property

P_GMS_FOLDER_IS_OPEN
0213h
Failed attempt to open the same folder more than once

P_GMS_MAILBOX_OPEN
0214h
Failed attempt to remove an open mailbox

Name
Value
Description

P_GUIS_INVALID_CRITERIA
0300h
Invalid criteria specified

P_GUIS_ILLEGAL_ID
0301h
Information id specified is invalid

P_GUIS_ID_NOT_FOUND
0302h
A legal information id is not known to the User Interaction Service

P_GUIS_ILLEGAL_RANGE
0303h
The values for minimum and maximum collection length are out of range.

P_GUIS_INVALID_COLLECTION_CRITERIA
0304h
Invalid collection criteria specified

P_GUIS_INVALID_NETWORK_STATE
0305h
Although the sequence of method calls is allowed by the gateway, the underlying protocol can not support it.

E.g., in some protocols some methods are only allowed by the protocol, when the call processing is suspended, e.g., after reporting an event that was monitored in interrupt mode.

P_GUIS_UNEXPECTED_SEQUENCE
0306h
Unexpected sequence of methods, i.e., the sequence does not match the specified state diagrams.





P_DSCS_SERVICE_INFORMATION_MISSING
0400h
Information relating to the Data Session Control SCF could not be found

P_DSCS_SERVICE_FAULT_ENCOUNTERED
0401h
Fault detected in the Data Session Control SCF

P_DSCS_UNEXPECTED_SEQUENCE
0402h
Unexpected sequence of methods, i.e., the sequence does not match the specified state diagrams for the data session.

P_DSCS_INVALID_ADDDRESS
0403h
Invalid address specified

P_DSCS_INVALID_STATE
0404h
Invalid state specified

P_DSCS_INVALID_CRITERIA
0405h
Invalid criteria specified

P_DSCS_INVALID_NETWORK_STATE
0406h
Although the sequence of method calls is allowed by the OSA gateway, the underlying protocol can not support it.





P_AM_UNKNOWN_SUBSCRIBER
0500h
Unknown subscriber specified

P_AM_UNAUTHORIZED_APPLICATION
0501h
Application is not authorized to perform charging operations

P_AM_INVALID_AMOUNT
0502h
Invalid balance amount specified

P_AM_INVALID_CURRENCY
0503h
Invalid currency issues with the update balance request
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