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1. Overall Description:

CT1 would like to thank RAN2 for their LS (R2-051109/C1-050503). In this LS (R2-051109/C1-050503) RAN2 highlight the problem that "UE may be unable to receive an MBMS service in conjunction with a non- MBMS services" for two cases, namely:-

· when the UE uses dedicated channels i.e. is in CELL_DCH state (support of MBMS service reception is optional in this state).

· when the UE is on an MBMS preferred frequency that is congested.

In the discussion in CT1, CT1 agrees that this is a problem.
During the discussion, CT1 saw a contribution (C1-050509) that elaborates on the problem and suggested some solutions. However, CT1 could not agree on any solution on this and would like to seek guidance from SA2. The reasons why CT1 could not agree to any solution is principally because, 

· the possible solutions discussed in the CT1 impacts many WGs, going forward with any solution would require a remit from SA2 to all involved WGs.
· CT1 is of the opinion that any change should propagate from Stage 2 Specifications of MBMS, which too is under the responsibility of SA2.

· it should also be investigated by GERAN2 whether a similar problem applies.
· a problem of the proposed solution of suspending the PS services that are considered of lower priority than MBMS reception is the additional signalling that this will create, especially if there are a lot of users in a cell.
CT1 would further like to indicate to SA2 that this problem has arisen quite late and is not in the Exception List of outstanding work for MBMS submitted at last CN Plenary (NP#27). Therefore, it is not clear to CN1 whether this is a Rel-6 issue – and thus has to be solved as an essential correction - or Rel-7 issue
In RAN2's  LS (R2-051109/C1-050503), RAN2 also ask the following question to CT1.
"RAN2 would like to understand if the disruption in the MBMS service reception when maintaining the separate PDP context for IMS signalling is considered acceptable"

CT1 has discussed this and agrees that IMS Signalling should be allowed to continue during MBMS reception. With respect to that, CT1 would like RAN2 to note that whilst the expectations are that IMS Signalling will be supported through a PDP Context established for IMS Signalling, it is possible that some users do set up a general purpose PDP Context for IMS Signalling 
2. Actions:

To SA2 group.

ACTION: 
CT1 kindly requests SA2 to address this problem and provide a way forward for all the appropriate Stage 3 Specifications.
To GERAN2 group.

ACTION: 
CT1 kindly request GERAN2 to investigate whether a similar problem as the one raised by RAN2 might also arise when MBMS is used in A/Gb mode.

3. Date of Next TSG-CN1 Meetings:




CT1_39
29th August – 2nd September 2005
London, UK

CT1_40
31st October – 4th November 2005
Berlin, Germany
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