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27.22.4.16.1.4.2
Procedure

[..]

Expected Sequence 1.2 (SET UP EVENT LIST, Replace Event)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.2.1
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.2.1
	[Call Connected and Call Disconnected Events]

	4
	ME ( SIM
	TERMINAL RESPONSE: SET UP EVENT LIST 1.2.1
	

	5
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.2.2
	

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.2.2
	[Call Disconnected Event]

	8
	ME ( SIM
	TERMINAL RESPONSE: SET UP EVENT LIST 1.2.2
	

	9
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	10
	SS ( ME
	SETUP 1.2.2
	[Incoming call alert]

	11
	USER ( ME
	User shall accept the incoming call
	

	12
	ME ( SS
	CONNECT 1.2.2
	

	13
	SS ( ME
	DISCONNECT 1.2.2
	

	14
	ME ( SIM
	ENVELOPE: EVENT DOWNLOAD CALL DISCONNECT 1.2.2A

or

ENVELOPE: EVENT DOWNLOAD CALL DISCONNECT 1.2.2B
	[Call Disconnect Event]

	15
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	


[..]

27.22.4.27.1.3
Test purpose

To verify that the ME shall send a:

· TERMINAL RESPONSE (OK); or

· TERMINAL RESPONSE (Command performed with modification); or

· TERMINAL RESPONSE (Network currently unable to process command);

· TERMINAL RESPONSE (Bearer Independent Protocol error);

· TERMINAL RESPONSE (ME currently unable to process command);
to the SIM after the ME receives the OPEN CHANNEL proactive command. The TERMINAL RESPONSE sent back to the SIM is function of the ME and the network capabilities against asked parameters by the SIM.

[..]

27.22.4.27.2.3
Test purpose

To verify that the ME shall send a:

· TERMINAL RESPONSE (OK); or

· TERMINAL RESPONSE (Command performed with modification); or

· TERMINAL RESPONSE (User did not accept the proactive command);

· TERMINAL RESPONSE (ME currently unable to process command);

to the SIM after the ME receives the OPEN CHANNEL proactive command. The TERMINAL RESPONSE sent back to the SIM is the result of the ME and the network capabilities against requested parameters by the SIM.

[..]

27.22.4.30.3
Test purpose

To verify that the ME shall send a:

· TERMINAL RESPONSE (Command Performed Successfully); or

· TERMINAL RESPONSE (ME currently unable to process command); or

· TERMINAL RESPONSE (Bearer Independent Protocol Error);
· TERMINAL RESPONSE (Proactive SIM session terminated by the user);
to the SIM after the ME receives the SEND DATA proactive command. The TERMINAL RESPONSE sent back to the SIM is the result of the ME and the network capabilities against requested parameters by the SIM.

 [..]

27.22.6.1.4.2
Procedure

[..]

Expected Sequence 1.14 (CALL CONTROL BY SIM , set up call through call register, allowed with modifications) 

Pre-condition: the ME has a mean to register the last dialled number(s), and the ME will store dialled numbers allowed with modification by call control in its register.

	Step
	Direction
	Message / Action
	Comments

	1
	User  ME
	Set up a call to "+01234567890123456789"
	

	2
	ME  SIM
	ENVELOPE CALL CONTROL 1.6.1A

or

ENVELOPE CALL CONTROL 1.6.1B
	[Option A shall apply for GSM parameters]

[Option B shall apply for PCS1900 parameters]

	3
	SIM  ME
	9F 08
	

	4
	ME  SIM
	GET RESPONSE


	

	5
	SIM  ME
	CALL CONTROL RESULT 1.6.1
	[Call control result: "Allowed with modifications"]

	6
	ME SS
	The ME sets up the call to "+010203"
	

	7
	User  ME
	End the call and then set up a call to "+01234567890123456789"
	

	8
	ME  SIM
	ENVELOPE CALL CONTROL 1.6.1A

or

ENVELOPE CALL CONTROL 1.6.1B
	[Option A shall apply for GSM parameters]

[Option B shall apply for PCS1900 parameters]

	9
	SIM  ME
	9F 08
	

	10
	ME  SIM
	GET RESPONSE


	

	11
	SIM  ME
	CALL CONTROL RESULT 1.6.1
	[Call control result: "Allowed with modifications"]

	12
	ME SS
	The ME sets up the call to "+010203"
	


[..]

27.22.7.1.1.3
Test purpose

To verify that the ME informs the SIM that an Event: MT Call has occurred using the ENVELOPE (EVENT DOWNLOAD - MT Call) command.

[..]

27.22.7.2.1.3
Test purpose

To verify that the ME informs the SIM that an Event: Call  Connected has occurred using the ENVELOPE (EVENT DOWNLOAD -Call Connected) command.

[..]

27.22.7.2.2.3
Test purpose

To verify that the ME informs the SIM that an Event: Call  Connected has occurred using the ENVELOPE (EVENT DOWNLOAD -Call Connected) command.

[..]

27.22.7.3.1.3
Test purpose

To verify that the ME informs the SIM that an Event: Call Disconnected has occurred using the ENVELOPE (EVENT DOWNLOAD -Call Disconnected) command.

[..]

27.22.7.6.1.3
Test purpose

To verify that the ME informs the SIM that an Event: Idle Screen Available has occurred using the ENVELOPE (EVENT DOWNLOAD - IDLE SCREEN AVAILABLE) command.

[..]

27.22.7.6.1.4.2
Procedure

Expected Sequence 1.1 (EVENT DOWNLOAD - IDLE SCREEN AVAILABLE)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER ( ME
	Select screen other than the ME idle screen 
	

	2
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	[set up event list: idle screen available]

	3
	ME ( SIM
	FETCH
	

	4
	SIM ( ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	[set up event list: idle screen available]

	5
	ME ( SIM
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	[command performed successfully]

	6
	USER ( ME
	Select ME idle screen
	

	7
	ME ( SIM 
	ENVELOPE: IDLE SCREEN AVAILABLE 1.1.1
	

	8
	USER ( ME
	Select screen other than the ME idle screen
	

	9
	USER ( ME
	Select ME idle screen
	

	10 
	ME ( SIM
	ENVELOPE: IDLE SCREEN AVAILABLE shall not be sent to the SIM
	


 [..]

27.22.7.7.1.3
Test purpose

To verify that the ME informs the SIM that an Event: Card Reader Status has changed using the ENVELOPE (EVENT DOWNLOAD - Card Reader Status) command.

The ME-Manufacturer can assign the card reader identifier from 0 to 7.

This test applies for MEs with only one additional card reader.

In this particular case the card reader identifier 1 is chosen.

[..]

27.22.7.7.2.3
Test purpose

To verify that the ME informs the SIM that an Event: Card Reader Status has changed using the ENVELOPE (EVENT DOWNLOAD - Card Reader Status) command.

The ME-Manufacturer can assign the card reader identifier from 0 to 7.

This test applies for MEs with only one additional card reader.

In this particular case the card reader identifier 1 is chosen as an example.

[..]

27.22.7.8.1.3
Test purpose

To verify that the ME informs the SIM that an Event: Language selection has occurred using the ENVELOPE (EVENT DOWNLOAD - LANGUAGE SELECTION ) command.

[..]
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