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***   1st change   ***
5.9
/<X>/P-CSCF_Address

The P-CSCF_Address leaf defines an FQDN to an IPv4 P-CSCF.

· Occurrence: ZeroOrOne

· Format: chr

· Access Types: Get, Replace
· Values: <A fully qualified domain name>
The P-CSCF_Address leaf shall only be used in early IMS implementations as described in 3GPP TS 23.221 [3].

The FQDN, or host name as defined by RFC 1123 [8], is represented as character-labels with dots as delimiters.

Example: pcscf.operator.com

***   2nd change   ***
5.12
/<X>/Timer_T4

The Timer_T4 leaf defines the SIP timer T4 – the maximum duration a message will remain in the network.

· Occurrence: One

· Format: chr

· Access Types: Get, Replace
· Values: <The maximum duration a message will remain in the network>
The Timer_T4 leaf is an estimate for the maximum duration a message will remain in the network. The timer value shall be given in milliseconds. The default value is recommended in 3GPP TS 24.229 [5].

Example: 17000 (milliseconds)

***   3rd change   ***
5.16
/<X>/Public_user_identity_List/<X>/Public_user_identity

The Public_user_identity leaf represents one or more public user identities.

· Occurrence: One

· Format: chr

· Access Types: Get
· Values: <A public user identity>

NOTE:
The Public_user_identity leaf value is populated by the UE using the procedures to obtain the public user identity specified in 3GPP TS 24.229 [5].

The temporary public user identity if derived is populated and stored as the topmost element in the Public_user_identity_List as specified in 3GPP TS 24.229 [5].

The format of the public user identity is defined by 3GPP TS 23.003 [2].

Example: sip:234150999999999@ims.mnc015.mcc234.3gppnetwork.org
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