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8.1.2
Update of the Phonebook Synchronisation Counter (PSC)

8.1.2.1
Definition and applicability

The phonebook synchronisation Counter is used to unambiguously identify the status of the phonebook. Every time the phonebook is reset/deleted or the UID and/or the CC has run out of range, the PSC shall be regenerated.

The PSC is a part of the phonebook identifier.

8.1.2.2
Conformance requirement

Every time either the UID or the CC is incremented by the Terminal, the value of the content of the appropriate EF shall be tested. If either UID or CC has reached "FF FF", the related EF shall be set to "00 01" and the PSC is incremented.

· TS 31.102 [4], subclause 4.4.2.12.2.

8.1.2.3
Test purpose

1)
To verify that the Terminal has recognised that the values of UID and CC has changed.

2)
To verify that the Terminal resets the value of EFUID and EFCC.

3)
To verify that the Terminal updates EFPSC.

8.1.2.4
Method of test

8.1.2.4.1
Initial conditions

No USS is needed for this test.

The default UICC is used with the following exception:

EFUID (Unique Identifier)

Logically:
one record is set to "FF FF"

	Coding:
	B1
	B2

	Hex
	FF
	FF


EFPUID (Previous Unique Identifier)

Logically:
is set to "FF FF"

	Coding:
	B1
	B2

	Hex
	FF
	FF


EFCC (Change Counter)

Logically:
set to "FF FF"

	Coding:
	B1
	B2

	Hex
	FF
	FF


EFPSC (Phonebook Synchronisation Counter)

Logically:
set to "00 00 FF FF"

	Coding:
	B1
	B2
	B3
	B4

	Hex
	00
	00
	FF
	FF


At least one phonebook entry shall be empty and available for creating a new entry (e.g. an appropriate ADN record).

The UICC is installed into the Terminal and the UE is powered on and the correct PIN is entered.

8.1.2.4.2
Procedure

a)
A new phonebook entry shall be created.

NOTE 1:
This may be done by storing a new telephone number in an empty ADN record.

b)
The UE shall have given the time to perform the regeneration of the UID records.

NOTE 2:
It is assumed that the UE will indicate the time it needs to perform the regeneration by displaying a busy signal to the user.

8.1.2.5
Acceptance criteria

After step b) the USIM shall contain the following values:

The EFUID (Unique Identifier) shall have been regenerated with UID values starting with "00 01". The UID values may be stored in any order, but shall be unique. The entry in EFUID with value FF FF (the maximum value) shall have been replaced by an appropriate value which shall be distinguishable to the maximum value. EFPUID shall contain a UID value (other than FFFF) that is present in  EFUID.
EFCC (Change Counter)

Logically:
set to "00 01"

	Coding:
	B1
	B2

	Hex
	00
	01


EFPSC (Phonebook Synchronisation Counter)

Logically:
set to "00 01 00 00"

	Coding:
	B1
	B2
	B3
	B4

	Hex
	00
	01
	00
	00
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