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	ESSENTIAL CORRECTION
The ABNF encoding of the property IMEI(SV) in the Trace package is incorrect. Brackets are forbidden to use according to the H.248 ABNF syntax. See below the extract from H.248.1 annex B

pkgdName = ( PackageName SLASH ItemID )  ;specific item

         / ( PackageName SLASH "*" ) ;all items in package

   / ( "*" SLASH "*" ) ; all items supported by the MG

PackageName
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= NAME
NAME = ALPHA *63( ALPHA / DIGIT / "_" ) <===
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DIGIT = %x30 - 39
; 0 - 9
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15.2.9
Trace Package

PackageID: calltrace (0x0097)

Version: 1

Extends: None

This package defines properties for subscriber and equipment trace activation and deactivation properties to be attached to the trace record generated by MGW.

15.2.9.1
Properties

Trace Activation Control

PropertyID: traceactivityrequest(0x0001)

Description: Defines if trace is activated or deactivated.

Type: Bool

Possible Values: 

"on" (true):  Trace Session is activated in MGW

"off" (false):  Trace Session is deactivated in MGW

Defined in: Local Control descriptor

Characteristics: Read/Write 

IMSI

PropertyID: imsi(0x0002)

Description: IMSI number of the traced subscriber to be attached to the trace record. Used for record identification like trace reference. 

Type: Octet string

Possible Values:  The IMSI is coded as defined in 3GPP TS 23.003.

Defined in: Local Control descriptor

Characteristics: Read/Write

IMEI(SV)

PropertyID: imei_sv(0x0003)

Description: IMEI(SV) number of the traced equipment to be attached to the trace record. Used for record identification like trace reference. 

Type: Octet string

Possible Values: The IMEI(SV) is coded as defined in 3GPP TS 23.003.

Defined in: Local Control descriptor

Characteristics: Read/Write

Trace Reference

PropertyID: tracereference(0x0004)

Description: Reference number to identify different Trace Session in OSS as defined in 3GPP TS 32.421 [29] and 3GPP TS 32.422 [30].

Type: Octet string

Possible Values: OSS (EM) defines when activating a Trace Session

Defined in: Local Control descriptor

Characteristics: Read/Write

Trace Recording  Session Reference

PropertyID: tracerecsessionref(0x0005)

Description: A unique identifier within the Trace Session for identifying the Trace Recording sessions. Defined in 3GPP TS 32.421 [29] and in 3GPP TS 32.422 [30].

Type: Octet string

Possible Values:  Described in 3GPP 32.422 [30]

Defined in: Local Control descriptor

Characteristics: Read/Write

Trace Depth

PropertyID: tracedepth(0x0006)

Description: Trace Depth as defined in 3GPP TS 32.421 [29] 

Type: Enumaration

Possible Values: Defined in 3GPP TS 32.422 [30]

Defined in: Local Control descriptor

Characteristics: Read/Write

Triggrering Events 

PropertyID: triggeringevent(0x0007)

Description: Triggrering Events as defined in 3GPP TS 32.422 [30]. 

Type: Octet string

Possible Values: Defined in 3GPP TS 32.422 [30].

Defined in: Local Control descriptor

Characteristics: Read/Write

List of interfaces

PropertyID: listofinterfaces(0x0008)

Description: List of interfaces to trace as defined in 3GPP TS 32.422 [30]

Type: Octet string

Possible Values: Defined in 3GPP TS 32.422 [30]

Defined in: Local Control descriptor

Characteristics: Read/Write
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