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*************************<First Change>*******************************

14.1.15
MGW Resource Congestion Handling - Indication

If the procedure "MGW Resource Congestion Handling - Indication" is required, the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.1.15.1: NOT.req (MGW Resource Congestion Handling - Indication) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = Null

Termination ID = Root 

Event_ID (Event ID = x, "MGW Resource Congestion Handling - Indication (Reduction)")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.1.15.2: NOT.resp (MGW Resource Congestion Handling - Indication) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = Null

Termination ID = Root
	


*************************<NEXT Change>*******************************

14.2.33
Codec Modify

When the procedure "Codec Modify" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.33.1: NOT.req (Codec modify) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1 

Event ( Event Id = x, "codec_modify (optimalcodec)")


	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.33.2: NOT.resp (Codec modify) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.34
Distant Codec List

When the procedure "Distant Codec List" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.34.1: NOT.req (Distant codec list) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1

Event(Event ID = x, " distant codec_list(distlist) ")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.34.2: NOT.resp (Distant codec list) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.37
Protocol Negotiation Result

When the procedure "Protocol Negotiation Result" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.37.1: NOT.req (Protocol negotiation result) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1 

Event (Event ID = x, " protres (Result,Cause)")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.37.2: NOT.resp (Protocol negotiation result) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.38
Rate Change

When the procedure  "Rate Change" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.38.1: NOT.req (Rate change) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1 

Event (Event ID = x, "ratechg(rate)")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.38.2: NOT.resp (Rate change) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.39
Bearer Modification Support

When the procedure "Bearer Modification Support" is required, the following procedure is initiated:

The MGW sends a NOT.req command with the following information to indicate that the bearer can be modified.

Table 14.2.39.1: NOT.req (Bearer Modification Support) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1

Event (Event ID = x, "mod_link_supp")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.39.2: NOT.resp (Bearer Modification Support) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.49
TFO Status

When the procedure "TFO Status" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.49.1: NOT.req (TFO Status) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1 

Event_ID (Event ID = x, " TFO_status(tfostatus) ")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.49.2: NOT.resp (TFO Status) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


*************************<Next Change>*******************************

14.2.50
Termination heartbeat indication

When the procedure  "Termination heartbeat indication" is required the following procedure is initiated: the MGW sends a NOT.req command with the following information.

Table 14.2.50.1: NOT.req (Termination heartbeat)
MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1 

    Event_ID (Event ID = x, 

             "termination heartbeat")
	


When the processing of command  is complete, the MGC initiates the following procedure.

Table 14.2.50.2: NOT.resp (Termination heartbeat)
MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


The heartbeat timer shall be configured to a value much greater than the mean call holding time.

The MSC-S is in charge of correcting any detected mismatch, by substracting hanging terminations or clearing hanging contexts. 
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