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	1. Since UE shall not subscribe to the reg event package for any emergency public user identity, then network can’t initiate an emergency deregistration.
2. According to 23.167, there is no IBCF between PCSCF and ECSCF, so PCSCF can’t forward the emergency request to IBCF.

	
	

	Summary of change:
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	1. Add the description that UE can’t recevie the message of network-initiated emergency deregistration. 
2. Remove the step 2 in section 5.2.10.3
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*** FIRST CHANGE ***
5.1.6.7
Network-initiated emergency deregistration


An emregency registrition will not be deregistered by the network (see subclause 5.4.8.4).
*** SECOND CHANGE ***
5.2.10.3
General treatment for all dialogs and standalone transactions excluding the REGISTER method after emergency registration

If the P-CSCF receives an initial request for a dialog, or a standalone transaction, or an unknown method, for a registered user the P-CSCF shall inspect the Request URI independent of values of possible entries in the received Route headers for known emergency service identifiers, i.e. emergency numbers and the emergency service URN from these configurable lists. If the P-CSCF detects that the Request-URI of the initial request for a dialog, or a standalone transaction, or an unknown method matches one of the emergency service identifiers in any of these lists, the P-CSCF shall:

-
include in the Request-URI an emergency service URN, i.e. with a service type of "sos" as specified in draft-ietf-ecrit-service-urn [69], if necessary, and execute the procedure described in step  3, 4, 5, and 6, in subclause 5.2.6.3 dealing with the procedure when the P-CSCF receives an initial request from the UE. The entry in the Request-URI that the P-CSCF includes may either be:

-
as received from the UE in the Request URI in accordance with draft-ietf-ecrit-service-urn-01 [67]; or

-
as deduced from the Request-URI received from the UE.

In addition the P-CSCF shall execute the procedures as specified in subclause 5.2 with the following additions:

-
the P-CSCF shall:

-
insert the emergency public user identity and an associated tel-URI in the P-Asserted-Identity header, if an emergency public user identity is provided by the UE; or check the validity of the tel URI and then insert the tel URI and an associated emergency public user identity in the P-Asserted-Identity header, if a tel-URI is provided by the UE; 

-
include the value "emergency" in the Priority header; and

- 
select an E-CSCF and add the URI of the selected E-CSCF to the topmost Route header.

NOTE:
It is implementation depdant as to how the P-CSCF obtains the list of E-CSCFs.
Editor's Note: 
For certain IPCAN the P-CSCF can receive location information that is transported to the E-CSCF. This will be described in the IPCAN related section. 
If the P-CSCF does not receive any response to the INVITE request (including its retransmissions); or receives a 3xx response or 480 (Temporarily Unavailable) response to an INVITE request, the P-CSCF shall select a new E-CSCF and forward the INVITE request.
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